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PREFACE TO SECOND EDITION 

_ The use of this book under varying conditions by over two 
hundred technical schools has made it possible to obtain a certain 
amount of constructive criticism. A symposium of this criticism, 
based on the working use of the book has indicated the desira- 
bility of an adequate lettering chaptePj Bnd a more extended 
treatment of working drawings. Numerous other changes and 
additions thought desirable, have been made. 

The important ciianges and additions are: the new chapter on 
lettering of twenty-two pages and forty-five illustrations, designed 
to give a thorough course for engineers, with detailed analysis 
of the letter forms and discussions of composition of letters and 
words, and with a carefully graded series of exercises; a separate 
chapter on screw threads, bolts and fastenings; a rewritten and 
greatly enlarged chapter on working drawings, with sixty care- 
fully graded problems; a new chapter on structural drawing; an 
extension of the scope of the chapter on architectural drawing; 
the addition of new problems in each chapter, with the old onea 
used redrawn to larger size, and the addition of an appendix 
containing useful tables and diagrams. 

The book as enlarged is adapted for advanced courses in ma- 
chine drawing, and the group arrangement provides an adequate 
series of problems for either long or short courses. 

Current engineering and drafting room practice is illustrated 
in the figures and problems, most of which have been adapted 
from the industries. There is also a rather full consideration of 
the practical modifications of theory when applied to commercial 
jtrork, with suggested treatments of many cases which are often 

■plexing to draftsmen. 
B' The author expresses his appreciation of the assistance of his 
llleagues, Professor Meiklejohn and Mr. W. B. Field, and 

lecially of the able collaboration of Professor Carl L. Svensen, 
fithoiit whose aid the revision' at this time would not have been 
sible. 



PREFACE TO FIRST EDITION 

I There is a. wide diversity of method io the teaching of engineer- 

S drawing, and perhaps less uniformity in the courses in differ- 
ent schools than would be found in most subjects taught in tech- 
nical schools and colleges. In some well-known instances the 
attempt is made to teach the subject by giving a series of plates 
to be copied by the student. Some give all the time to laboratory 
work, others depend principally upon recitations and home work. 
Some begin immediately on the theory of descriptive geometry, 
working in all the angles, others discard theory and commence 
with a course in machine detaiUng. Some advocate the extensive 
use of models, some condemn their use entirely. 

Different courses have been designed for different purposes, 
and criticism is not intended, but it would aeeni that better unity 
of method might result if there were a better recognition of the 
conception that drawing is a real language, to be studied and 
taught in the same way as any other language. With this 
conception it may be seen that except for the practice in the 
handling and use of instruments, and for showing certain stand- 
ards of execution, copying drawings does httle more in the study 
as an art of expression of thoughtthan copying paragraphs from a 
foreign book would do in beginning the study of a foreign language. 

And it would appear equally true that good pedagogy would 
not ad\Tse taking up composition in a new language before the 
simple structure of the sentence is understood and appreciated; 
that is, "working drawings" would not be considered until after 
the theory of projection has been explained. 

After a knowledge of the technic of expression, the "penman- 
ship and orthography," the whole energy should be directed 
toward training in constructive imagination, the perceptive 
abiUty which enables one to think in three dimensions, to visual- 
ize quickly and accurately, to build up a clear mental image, a 
requirement absolutely necessary for the designer who is to 
represent his thoughts on paper. That this may be accomplished 
more readily by taking up solids before points and lines has been 
demonstrated beyond dispute. 

It is then upon this plan, regarding drawing as a language, the 
universal graphical language of the industrial world, with its 
varied forms of expression, its grammar and its style, that this 
book has been built. It ia not a "course in drawing," but a 
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text-book, with exercises and problems in some variety from 
which selections may be made. 

Machine parts furnish the best illustrations of principles, and 
have been used freely, but the book is intended for all engineering 
students. Chapters on architectural drawing and map drawing 
have been added, as in the interrelation of the professions every 
engineer should be able to read and work from such drawings. 

In teaching the subject, part of the time, at least one hour per 
week, may profitably be scheduled for class lectures, recitations, 
and blackboard work, at which time there may be distributed 
''study sheets" or home plates, of problems on the assigned 
lesson, to be drawn in pencil and returned at the next correspond- 
ing period. In the drawing-room period, specifications for plates, 
to be approved in pencil and some finished by inking or tracing, 
should be assigned, all to be done imder the careful supervision 
of the instructor. 

The judicious use of models is of great aid, both in technical 
sketching and, particularly, in drawing to scale, in aiding the 
student to feel the sense of proportion between the drawing and 
the structure, so that in reading a drawing he may have the 
ability to visualize not only the shape, but the size of the object 
represented. 

In beginning drawing it is not advisable to use large plates. 
One set of conmiercial drafting-room sizes is based on the division 
of a36"X48"sheetinto24''X36", 18"X24'', 12'' X 18'' and 9'' X 
12". The size 12" X 18" is sufficiently large for first year work, 
while 9"X 12" is not too small for earlier plates. 

Grateful acknowledgment is made of the assistance of Messrs. 
Robert Meiklejohn, O. E. Williams, A. C. Harper, Cree Sheets, 
F. W. Ives, W. D. Tumbull, and W. J. Norris of the staff of the 
Department of Engineering Drawing, Ohio State University, not 
only in the preparation of the drawings, but in advice and sug- 
gestion on the text. Other members of the faculty of this 
University have aided by helpful criticism. 

The aim has been to conform to modern engineering practice, 
and it is hoped that the practical consideration of the draftsman's 
needs will give the book permanent value as a reference book in 
the student's library. 

The author will be glad to co-operate with teachers using it as 
a text-book. 

Columbus, Ohio. 
May 6, 1911. 
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CHAPTER I 
Introductory 



By the term Engineering Drawing is meant drawing as used 
in the indus rial worid by engineers and designers, as the lan- 
guage in which is expressed and recorded the ideas and informa- 
tion necessary for the building of machines and structures; as 
distinguished from drawing as a fine art, as practised by artists 
in pictorial representation. 

The artist strives to produce, either from the model or land- 

« 

scape before him, or through his creative imagination, a picture 
which will impart to the observer something as nearly as may be 
of the same mental impression as that produced by the object 
itself, or as that in the artist's mind. As there are no lines in 
nature, if he is limited in his medium to lines instead of color 
and light and shade, he is able only to suggest his meaning, and 
must depend upon the observer's imagination to supply the lack. 

The engineering draftsman has a greater task. Limited to 
outline alone, he inay not simply suggest his meaning, but must 
give exact and positive information regarding every detail of the 
machine or structure existing in his imagination. Thus drawing 
to him is more than pictorial representation; it is a complete 
graphical language, by whose aid he may describe minutely every 
operation necessary, and may keep a complete record of the 
work for duplication or repairs. 

In the artist's case the result can be understood, in greater or 
less degree, by any one. The draftsman's result does not show 
the object as it would appear to the eye when finished, conse- 
quently his drawing can be read and understood only by one 
trained in the language. 

Thus as the foundation upon which all designing is based, 
engineering drawing becomes, with perhaps the exception of 

1 
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mathematics^ the most important single branch of study in a 
technical school. 

When this language is written exactly and accurately, it is 
done with the aid of mathematical instnmients, and is called 
mechanical drawing.^ When done with the unaided hand, 
without the assistance of instruments or appliances, it is known 
as freehand drawing, or technical sketching. Training, in both 
these methods is necessary for the engineer, the first to develop 
accuracy of measurement and manual dexterity, the second 
to train in comprehensive observation, and to give control and 
mastery of form and proportion. 

Our object then is to study this language so that we may write 
it, express ourselves clearly to one familiar with it, and may read 
it readily when written by another. To do this we must know 
the alphabet, the grammar and the composition, and be familiar 
with the idioms, the accepted conventions and the abbreviations. 

This new language is entirely a graphical or written one. It 
cannot be read aloud, but is interpreted by forming a mental 
picture of the subject represented; and the student's success in 
it will be indicated not alone by his skill in execution, but by 
his ability to interpret his impressions, to visualize clearly in 
space. 

It is not a language to be learned only by a comparatively 
few draftsmen, who will be professional writers of it, but should 
be understood by all connected with or interested in technical 
industries, and the training its study gives in quick, accurate 
observation, and the power of reading description from lines, is 
of a value quite imappreciated by those not familiar with it. 

In this study we must first of all become familiar with the 
technic of expression, and as instruments are used for accurate 
work, the first requirement is the ability to use these instruments 
correctly. With continued practice will come a facility in their 
use which will free the mind from eny thought of the means of 
expression. 

* The term '* Mechanical Drawing" is often applied to all constructive 
graphics, and, although an unfortunate misnomer, has the sanction of long 
usage. 




I the selection of instruments and material for drawing the 
RiTy general advice that can be given is to secure the beat that 
can be afforded. For one who expects to do work of professional 
grade it is a great mistake to buy inferior instruments. Some- 
times a beginner is tempted by the suggestion to get cheap instru- 
ments for learning, with the expectation of getting better ones 
later. With reasonable care a set of good instruments will last 
a lifetime, while poor ones will be an annoyance from the start, 
and will be worthless after short usage. As good and poor instru- 
ments look so much alike that an amateur is unable to distinguish 
them it is well to have the advice of a competent judge, or to buy 
only from a trustworthy and experienced dealer. 

This chapter will be devoted to a short description of the in- 
struments usually necessary for drawing, and mention of some 
not in every-day use, but which are of convenience for special 
work. In this connection, valuable suggestions may be found 
in the catalo^es of the large instrument houses, notably Theo. 
Alteneder & Sons, Philadelphia; the Keuffel & Esser Co., New 
York, and the Eugene Dietzgen Co., Chicago. 

The following list includes the necessary instruments and 
materials for ordinary line drawing. The items are numljercd 
for convenience in reference and assignment. 



List of Instruments and Materials.— 



1. Set of drawing instrumenta, ia 

case or chamois roll, including at 
least: 5>i-in, corapuHaps, with 
fixed Decdle-point leg, pencil, pen 
and lengthening bar. 5-iti. hair- 
spring dividers; two ruling pene; 
three bow iuatruments; box of 
hard leads. 

2. Drawing board. 

3. T-equare. 

i. 45' and 30°*«)° triangles. 



5, 12-in. meulianical engineiT's scale 
of proportional feet and inches 
(three flat or one triangular). 

6, One doK. thumb tacka. 

7. One 6H and one 2H drawing 

8. Pencil pointer. 

tl. Bottle of drawing ink. 
10. Penholder, assorted writing pens, 

and penwiper. 
H. French curves. 
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12. Pencil eraaer. 18. Bottle holder. 

13. Drawing paper, to suit. 19. Piece of aoapstone. 

14. Tnicing cloth. 20. 2-ft. or 4-ft. rule. 
To these may he added: 21. Sketch book. 

15. Cleaning rubber. 22. Erasing shield. 

16. Hard Arkansas oil stone. 23. Dusting cloth. 

17. Protractor. 24. Lettering triangle. 

The student should mark all his instruinenta and materials plainly 
with initials or name, as soon as purchased and approved. 

1. All modern high-grade instruments are made with some form 
of "pivot joint," originally invented by Theodore Alteneder 
in 1850 and again patented in 1871. Before this time, and by 
other makers during the life of the patent, the heads of compasses 
and dividers were made with tongue joints, as illustrated in Fig. 1, 
and many of these old instruments are still in existence. 





Fio. 2. — Pivot joint (Alteneder). 

A modified form of this pin joint is stitl used for some of the 
cheap grades of instruments. The objection which led to the 
abandonment of this form was that the wear of the tongue on the 
pin gave a lost motion, which may be detected by holding a leg 
in each hand and moving them alowly back and forth. This 
jump or lost motion after a time increases to such an extent as to 
render the instrument unfit for use. The pivot joint, Fig. 2, 
overcomes this objection by putting the wear on the conical 
points instead of the through pin. 

Since the expiration of the patent all instrument makers have 
adopted this type of head, and several modifications of the 
original have Ixien introdutrd. iSectional views of some different 
pivot joints are shown in Fig. ^. 

The handle attaclicd to tlic yoke while not essential to the 
working of the joint is of great convenience. Not all instruments 
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with handles, however, are pivot-joint instruments. Several 
straightener devices for keeping the handle erect have been 
devised, but as they interfere somewhat with the smooth working 






J 



A B ' — 'C «^D 

Fio. 3. — Sections of pivot joints. 




of the joint, they are not regarded with favor by experienced 
draftsmen. 

There are three different patterns or shapes in which modern 
compasses are made; the regular or American, the cyUndrical 






Fio. 4. — The three patterns. 

and the flat, Fig. 4. The choice of shapes is entirely a matter 
of personal preference. After one has become accustomed to the 
balance and feel of a certain instrument he will not wish to 
exchange it for another shape. 




Fio. 5. — Test for nlignment. 

A favorite instrument with draftsmen, not included in the usual 
college assortment, is the 3H-inch size compasses with fixed 
pencil point, and its companion with fixed pen point. 



6 ENGINEERING DRAWING 

Compasses may be tested for accuracy by bending the knuckle 
joints and bringing the points together as illustrated in Fig. 5. 
If out of alignment they should not be accepted. 

Dividers are made either ''plain/' as those in Fig. 4, or "hair- 
spring," shown in Fig. 6. The latter form, which has one leg 
with screw adjustment, is occasionally of convenience and should 




Fio. 6. — Hairspring dividers. 

be preferred. Compasses may be had also with hair-spring 
attachment on the needle-point leg. 

Ruling pens (sometimes called right line pens) are made in a 
variety of forms. An old type has the upper blade hinged for 
convenience in cleaning. It is open to the serious objection that 
wear in the joint will throw the nib out of position, and the only 





C D 

Fio. 7. — Various pons. 

remedy will be to solder the joint fast. The improved form has a 
spring blade opening sufficiently wide to allow of cleaning. Fig. 
lA. A number are made for resetting after cleaning. Several 
of these are illustrated in the figure. The form shown at F is 
known as a detail pen or Swede pen. For large work this is a very 
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desirable instrument. Ivory or bone handles break easily and 
on this account should not be purchased. The nibs of the pen 
should be shaped as shown in Fig. 543. Cheap pens often come 





Fio. 8. — Spring bow instruments. 

from the factory with points too sharp for use, and must be 
dressed, as described on page 298 before they can be used. 

The set of three spring bow instruments includes bow points or 
spacers, bow pencil, and bow pen. There are two designs and 




Fio. 9. — Fixed head T-squares. 

several sizes. The standard shape is illustrated in Fig. 8, A, B, 
C, and the hook spring bow at D. Both these styles are made 
with a center screw. E, but this form has not become popular 
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among draftsmen. Ihe springs of the side screw bows should be 
strong enough to open to the length of the screw, but not so 
stiff as to be diflSicult to pinch together. The hook spring bow 
has a softer spring than the regular. 

2. Drawing boards are made of clear white pine (bass wood 
has been used as a substitute) cleated to prevent warping. Care 
should be taken in their selection. In drafting-rooms drawing 
tables with pine tops are generally used instead of loose boards. 

3. The T-square with fixed head, Fig. 9, is used for all ordinary 
work. It should be of hard wood, the blade perfectly straight, 
although it is not necessary that the head be absolutely square 




O 



B 



Fio. 10. — Adjustable head T-squares. 

with the blade. In a long square it is preferable to have the 
head shaped as at B. C is the English type, which is objection- 
able in that the lower edge is apt to disturb the eyes' sense of 
perpendicularity. In an office equipment there should always 
be one or more adjustable head squares, Fig. 10. The T-square 
blade may be tested for straightness by drawing a sharp line 
with it, then reversing the square. 

4. Triangles. — (sometimes called set squares) are made of 
pear wood or cherry, mahogany with ebony edges, hard rubber, 
and transparent celluloid. The latter are much to be preferred 
for a variety of reasons, although they have a tendency to warp. 
Wooden triangles cannot be depended upon for accuracy, and 
hard rubber should not be tolerated. For ordinary work a 6" 
or 8"-45 degree and a 10"-60 degree are good sizes. A small 
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triangle, 67^ degrees to 70 degrees, will be of value for drawing 
guide lines in slant lettering. A triangle may be tested for 
accuracy by drawing perpendicular lines as shown in Fig. II. 




Fio. II. — To test a triaDgle. 

The angles may be proven by constructing 45- and 60-degree 
angles geometrically. 
5. Scales. — There are two kinds of modem scales, the civil 






Fio. 12. — Civil engineers' acnle. 

engineers' scale of decimal parts. Fig. 12, and the mechanical 
engineers' (or architects') scale of proportional feet and inches, 
Fig. 13. The former is used for plotting and map drawing, and 

Fio. 13. — ^Mechanical coginocnt' Boule. 

in the graphic solution of problems, the latter for all machine and 
structural drawings. Scales are usually made of boiiwood, 
sometimes of metal or paper, and of shapes shown in section 
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in Fig. 14. The triangular form A is perhaps the commonest. 
Its only advantage is that it has more scales on one stick than 
the others, but this is offset by the delay in finding the scale 
wanted. Flat scales are much more convenient, and should 
be chosen on this account. Three flat scales are the equivalent 
of one triangular scale. The "opposite bevel'* scale Gis easier 
to pick up than the regular form F. . Many professional drafts- 
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Fio. 14. — Sections of scales. 

men use a set of 6 or 8 scales, each graduated in one division 
only, as Fig. 15. 

For the student two 12" flat scales, one graduated in inches 
and sixteenths, and 3" and 13^", the other 1", >^", K", H", will 
serve for all ordinary work. The usual triangular scale con- 
tains in addition to these, ^", ^", ^f e" and %2"> and a third 
flat scale with these divisions may be added when needed. 

6. The best thumb tacks are made with a thin head and steel 
point screwed into it, and cost as high as seventy-five cents a 
dozen. The ordinary stamped tacks at thirty cents a hundred 
answer every purpose. Tacks with comparatively short, taper- 
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Fio. 15. — Single scale from a set. 

ing pins should be chosen. Instead of thumb tacks many drafts- 
men prefer J^ — or 1 oz.. copper tacks, but they are not recom- 
mended for students' use. 

7. Drawing pencils are graded by letters from 6B (very soft 
and black) 5B, 4B, 3B, 2B, B, HB, F, H, 2H, 3H, 4H, 5H, 6H, to 
9H (extremely hard). For line work 6H is generally used. A 
softer pencil (2H) should be used for lettering, sketching and 
penciling not to be inked. Many prefer a holder known as an 
"artist's pencil." 
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8, A sandpaper pencil pointer or flat file should always be at 
band for sharpening the leads. 

9. Drawing ink is finely ground carbon in suspension, with 
shellac added to render it waterproof. The non-waterproof 
ink flows more freely, but smudges very easily. 

Formerly all good drawings were made with stick ink, rubbed 
up for use with water in a slate slab, and for very fine bne work 
this is still preferred as being superior to liquid ink. When 
used in waiin weather a few drops of acetic acid or oxgall should 
B added to prevent flies from eating it. A fly can eat up a line 
Ae of good Chinese ink as fast as it leaves the pen. 




10. The penholder should have a cork grip small enough to 
enter the mouth of the ink bottle. An assortment of pens for 
lettering, grading from coarse to fine may be chosen from those 

^listed in Chapter V. 

I A penwiper of Untless cloth or thin chamois skin should always 
e at hand for both writing and ruling pens. 

11. Curved rulers, called irregular curves, or French curves, 
arc used for curved hnes other than circle arcs. Celluloid is the 
only material to be considered. The patterns for these curves 
are laid out in parts of ellipses and spirals or other mathematical 

IS in combinations which will give the closest approximation 

t ourres likely to be met with in practice. For the student, 

e ellipse curve, of the general shape of Fig. 16, A or B, and one 

rai, either a log. spiral C. or one similar to the one used in 
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Fig. 51, will be sufficient. It has been found by experiments that 
the curve of the logarithmic spiral is a closer approximation to 
the cycloid and other mathematical curves than any other 
simple curve. 

Sometimes it is advisable for the draftsman to make his own 
templet for special or recurring curves. These may be cut out of 
thin holly or bass wood, sheet lead, celluloid, or even card-board 
or press-board. 

Flexible curved rulers of different kinds are sold. A copper 
wire or piece of wire solder has been used as a home-made 
substitute. 

The curve illustrated in Fig. 17 has been found particularly 
useful for engineering diagrams, steam curves, etc. It is plotted 
on the polar equation r = AsecS + K.iu which A may be about 
5H" and K 8". 




Fio. 17.— Diagram 



12. The ruby pencil eraser is the favorite at present. One of 
large size, with beveled end is preferred. This eraser is much 
better for ink than a so-called ink eraser, as it will remove the ink 
perfectly without destroying the surface of paper or cloth, A 
piece of art gum, soft rubber, or sponge rubber is useful for clean- 
ing paper. 

13. Drawing paper ia made in a variety of qualities, white for 
finished drawings and cream or buff tint for detail drawings. It 
may be had either in sheets or rolls. In general, paper should 
have sufficient grain or "tooth" to take the pencil, be agreeable 
to the eye, and have good erasing qualities. Good paper should 
hold a surface upon which a clean cut inked line can be drawn 
after several inked lines have been erased. Tracing cloth should 
stand the same test. For wash drawings Whatman's paper 
should be used, and for fine line work for reproduction Reynold's 
Bristol board. These are both English papers in sheets, whose 
sizes may be found listed in any dealer's catalogue. Whatman's 
is a handmade paper in three finishes, H, C.P., and R, or hot 
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pressed, cold pressed, and rough; the first for fine line drawings, 
the second for either ink or color, and the third for water color 
sketches. The paper in the larger sheets is heavier than in the 
smaller sizes, hence it is better to buy large sheets and cut them 
up. Bristol board is a very smooth paper, made in different 
thicknesses, 3-ply, 3-ply, 4-ply, etc.; 3-ply is generally used. For 
working drawings the cream or buff detail pai>ers are much easier 
on the eyes than white papers. 
The cheap manilla papers 
should be avoided. A few 
cents more per yard is well 
. spent in the increased com- 
fort gained from working on 
good paper. In buying in 
quantity it is cheaper to buy 
roll paper by the pound. For 
maps or other drawings which 
are to withstand hard usage, 
mounted papers, with cloth 
backing are used. Drawings 
to be dupUcated by blue 
printing are made on bond or 
ledger papers, or traced on 
tracing paper or tracing cloth. 
Tracing and the duplicating 
processes are described in 
Chapter XV. 

The foregoing instruments 
and materials are all that are 
needed in ordinary practice, 
and are as a rule, with the ex- 
ception of such supplies as paper, pencils, ink, erasers, etc., what 
a draftsman is expected to take with him into a commereial 
drafting room. 

There are many other special instruments and devices not 
necessary in ordinary work. With some of these the draftsman 
should be familiar, as they may be very convenient in some 
special cases, and are often found as part of a drafting room 
equipment. 

The railroad pen is used for double lines. In selecting this 
pen notice that the pens are turned as illustrated in Fig. 18^. 
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Most forms have the pens in opposite directions. A much better 
pen for double lines up to ^i" apart is the border pen, B, as it can 




Fig. 19. — Proportional dividers. 

be held down to the paper more satisfactorily. It may be used 
for very wide soUd lines by inking the middle space as well as the 
two pens. 
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Fio. 20. — Beam compasses. 



The curve pen, Fig. 18C, made with a swivel, for freehand 
curves, contours, etc., is of occasional value. 

Proportional dividers, for enlarging 
or reducing in any proportion. Fig. 19, 
are used in map work, patent office 
drawings, etc. The divisions marked 
"lines" are linear proportions, those 
marked "circles" give the setting for 
dividing a circle whose diameter is 
measured by the large end into the 
desired number of equal parts. 

The beam compasses are used for 
circles larger than the capacity of the 
compasses and lengthening bar. A 
good form is illustrated in Fig. 20. 
The bar with shoulder prevents the 
parts from turning or falling oflF. 
With the "drop pen" or rivet pen smaller circles can be made, 
and made much faster than with the bow pen. It is held as 




Fig. 21. — Drop pen. 
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shown in Fig. 21, the needle point stationary and the pen revolv- 
ing around it. It is of particular convenience in bridge and 
structural work, and in topographical drawing. 

A protractor is a necessity in map and topographical work. A 
semicircular brass or german silver one, 6" diameter, such as Fig. 




Fig. 22. — Protractor. 

22, will read to half degrees. They may be had with an arm and 
vernier reading to minutes. 

Section lining or ''cross hatching'' is a difficult operation for 
the beginner, but is done almost automatically by the experienced 
draftsman. Several instruments for mechanical spacing have 



^ 




Fig. 23. — Section liner. 



been devised. For ordinary work they are not worth the trouble 
of setting up, and a draftsman should never become dependent 
upon them,^but they are of limited value for careful drawing for 
reproduction. A satisfactory form is shown in Fig. 23. 

There are several machines on the market designed to save 
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time and trouble in drawing. The beat known is the Universal 
Drafting Machine illustrated in Fig. 24. This machine, whidi 
combines the functions of T-square, triangle, scale and protractor, 
has had the test of years of use, and is used extensively in large 
drafting rooms, and by practising engineers and architects. It 




Fid. 24. — ^" Univerenl " drafting machine. 



has been estimated that 25% of time in machine drawing and 
over 50% in civil engineering work is saved by its use. 

Vertical drawing boards with sliding parallel straight edges 
are preferred by some for large work. 




Fio 25.— Dotting p 



Several kinds of dotting pens have been introduced. The one 
illustrated in Fig. 25 is perhaps the l)est. When carefully 
handled it works successfully, and will make five different kinds 
of dotted and dashed lines. The length of the short dots may 
be varied by a slight inclination of the handle. Fop special 
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trork requiring a great many dotted lines it might prove to be a 
good investment. 

A number of different forms of patented combination "tri- 
angles" have been devised. Several are shown in Fig. 26. 




Fio. 26. — Line-o-BTaph, Kelsey, Zange A Rondinella " trianBloa." 

Bottle holders prevent the possibility of ruining the drawing, 
table or floor by the upsetting of the ink bottle. Fig. 27 shows 
a usual form, and also a novelty of the Alteneder Co. by whose 
aid the pen may be filled with one hand and time saved thereby. 




Fio. 27.— Bottle holders. 



Erasing shields of metal or celluloid, meant to protect the 
drawing while an erasure is being made, are sold. Slots for the 
purpose may be cut as needed from sheet celluloid or tough paper. 



CHAPTER III 
The Use of Instbttments 

In beginning the use of drawing instruments particular atten- 
tion should be paid to correct method in their handling. There 
are many instructions and cautions, whose reading may seem 
tiresome, and some of which may appear trivial, but the strict 
observance of all these details is really necessary, if one would 
become proficient in the art. 

Facility will come with continued practice, but from the outset 
good form must be insisted upon. One might learn to write 
fairly, holding the pen between the fingers or gripped in the 
closed hand, but it would be poor form. It is just as bad to draw 
in poor form as to write in poor form. Bad form in drawing is 
distressingly common, and may be traced in every instance to 
lack of care or knowledge at the beginning, and the consequent 
formation of bad habits. These habits when once formed are 
most difficult to overcome. 

All the mechanical drawing we do serves incidentally for prac- 
tice in the use of instruments, but it is best for the beginner to 
learn the functions and become familiar with the handling and 
''feel " of each of his instruments by making two or three drawings 
designed for that purpose so that when real drawing problems are 
encountered the use of the instruments will be easy and natural, 
and there need be no distraction nor loss of time on account of 
correction for faulty manipulation. 

These practice drawings may either be simply exercises such 
as those on pages 35 and 36 or drawings of simple pieces, the 
object of them is the same — ^to give the student a degree of skill 
and assurance, so that he is not afraid of his instruments. 

The two requirements are accuracy and speedy and in commer- 
cial work neither is worth much without the other. Accurate 
penciling is the first consideration. Inking should not be at- 
tempted until a certain proficiency in penciUng has been at- 
tained. A good instructor will not accept a beginner's drawing 
if it has the least inaccuracy, blot, blemish or indication of ink 

is 
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It is a mistaken kindness to the beginner to accept 
faulty or careless work. The standard set at this time will be 
carried through his professional life, and he should learn that a 
good drawing can be made just as quickly as a poor one. Erasing 
is expensive and mostly preventable, and the student allowed to 
continue in a careless way will grow to regard his eraser and jack 
knife as the most important tools in his kit. The draftsman 
of course erases an occasional mistake, and instructions in making 
corrections may be given later in the course, but these first 
plates must not be erased, 

Preparation for Drawing.- — The drawing table should be set so 
that the hght comes from the left, and adjusted to a convenient 
height for standing, that is, from 36 to 40 inches, with the board 
inclined at a slope of about 1 to 8. One may draw with more 
freedom standing than sitting. 

The Pencil. — The pencil must be selected with reference to 
the kind of paper used. For line drawing on paper of good tex- 
ture, a pencil aa hard as 6H may be used, while on Bristol, for 
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— Sharpening the poiic 



,ple, a softer one would be preferred. Sharpen it to a long 
conical point as in Fig. 2HA by removing the wood with the pen- 
knife and sharpening the lead by rubbing it on the sandpaper pad. 
A 9at or wedge point B will not wear away in use as fast as a 
conical point, and on that account is preferred for straight Une 
work by some draftsmen. By oscillating the pencil slightly 
while rubbing the lead on two opposite sides, an elliptical section 
is obtained. A softer pencil (H or 2H) should be at hand, sharp- 
ened to a long conical point for sketching and lettering. Have 
the sandpaper pad within reach and keep the pencils sharp. 
Pencil Unes should be made Ughtly, but sufficiently firm and 
sharp to be seen distinctly without eye strain, for inking and 
tracing. The beginner's usual mistake in using a hard pencil 
ia to cut tracks in the paper. Too much emphasis cannot be 
f^ven to the importance of clean, careful, accurate penciling. 
Never permit the thought that poor penciling may be corrected 
in inking. 
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The T-Square. — The T-square is used only on the left edge of 
the drawing board (an exception to this is made in the case of a 
left4ianded person, whose table should be arranged with the 
light coming from the right and the T-square used on the right 
edge). 

Since the T-square blade is more rigid near the head than 
toward the outer end, the 
paper, if much smaller than 
the size of the board, should 
be placed close to the left 
edge of the board (within 
an inch or so) with ita 
lower edge several inches 
from the bottom. With 
the T-square against the 
left edge of the board, 
square the top of the paper 
approximately, hold in this 
position, slipping the T- 
square down from the edge, 
and put a thumb tack in 
each upper comer, pushing 
it in up to the head ; move 
the T-square down over 
the paper to smooth out 
possible wrinkles and put 
thumb tacks in the other^ 
two corners. 

The T-square is used 
manifestly for drawing 
parallel horizontal lines. 
These lines should always 
Ije drawn from left to right, 
consequently points for their location should be marked on the 
left side; vertical lines are drawn with the triangle set against the 
T-square, always with the perpendicular edge nearest the head 
of the square and toward the light. These lines are always drawn 
up from bottom to top, consequently their location points should 
l>e made at the bottom. 

In drawing linos great care must be exercised in keeping them 
accurately parallel to the T-square or triangle, holding the pencil 
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point lightly, but close against the edge, and not varying the angle 
during the progress of the line. 

The T-square is adjusted by holding it in the position either 
of A, Fig. 29 the thumb up, and the fingers touching the board 
under the head, or of B, the fingers on the blade and the thumb on 
the board. In drawing vertical lines the T-square is held in 
position against the left edge of the board, the thumb on the 
blade, while the fingers of the left hand adjust the triangle, as 
illustrated in Fig. 30. One may be sure the T-square is in con- 
tact with the board by hearing the little double click as it comes 
against it. 




Fio. 30. — Drawing a vertical line. 



out the Sheet. — The paper is usually cut somewhat 
larger than the desired size of the drawing, and is trimmed to 
size after the work is finished. Suppose the plate is to be 11" X 
15" with a half-inch border. Lay the scale down on the paper 
close to the lower edge and measure 15", marking the distance 
with the pencil, at the same time marking 3^^" inside at each end 
for the border line. Always use a short dash forming a continua- 
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Fig. 31. — Handling \he dividers. 



tion of the division on the scak in laying off a dimension. Do 
not make a dot, or bore a hok with the pendL Near the left 
edge mark IT' and l-^'' border line points. Throu^ these fom* 
marks on the left edge draw horizontal lines with the T-square, 

and throu^ the points on 
the lower edge draw verti- 
cal lines with the triangle 
against the T-square. 

Use of Dividers. — ^Facil- 
ity in the use of this instru- 
ment is most essential, and 
quick and absolute control 
of its manipulation must 
be gained. It should be 
opened with one hand by 
pinching in the chamfer 
^^-ith the thumb and second finger. This will throw it into 
correct position with the thumb and forefinger on the outside 
of the legs and the second and third finger on the inside, with 
the head resting just above the second joint of the forefinger. 
Fig. 31. It is thus under perfect control, with the thumb and 
forefinger to close it and the other two 
to open it. This motion should be 
practised until an adjustment to the 
smallest fraction can be made. In 
coming down to small di\'isions the 
second and third fingers must be 
gradually slipped out from between 
the legs while they are closed down 
upon them. 

To Divide a Line by TriaL— In bi- 
secting a line the dividers are opened 
roughly at a guess to one-half the 
length. This distance is stepped off 
on the line, holding the instrument ^'^* 32.— Bisecting a line, 
by the handle with the thumb and forefinger. If the division be 
short the leg should be thrown out to one-half the remainder esti 
mated by the eye without removing the other leg from its portion 
on the paper, and the hne spaced again with this setting Fie 32 
If this should not come out exactly the operation mavbereneated' 
With a Uttle experience a line may be divided in this waV very 
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rapidly. Similarly a line may be divided into any number of equal 
partS; say five, by estimating the first division, stepping this lightly 
along the line, with the dividers held vertically by the handle, 
turning the instrument first in one direction and then in the 
other. If the last division fall short, one-fifth of the remainder 
should be added by opening the dividers, keeping the one point 
on the paper. If the last division be over, one-fifth of the excess 
should be taken off and the line respaced. If it is found difficult 
to make this small adjustment accurately with the fingers, the 
hair-spring may be used. It will be found more convenient to use 
the bow spacers instead of the dividers for small or numerous 
divisions. Avoid pricking imsightly holes in the paper. The 
position of a small prick point may be preserved if necessary by 
drawing a Uttle ring around it with the pencil. 




Fig. 33.— To draw angles of 30**, 45® and 60®. 

Use of the Triangles. — We have seen that vertical Unes are 
drawn with the triangle set against the T-square, Fig. 30. Gen- 
erally the 60-degree triangle is used, as it has the longer perpen- 
dicular. In both penciling and inking, the triangles should 
always be used in contact with a guiding straight-edge. To 
insure accuracy never work to the extreme corner of a triangle. 

With the T-square against the edge of the board, lines at 30 
degrees, 45 degrees and 60 degrees may be drawn as shown in 
Fig. 33, the arrows indicating the direction of motion. The two 
triangles may be used in combination for angles of 15, 75, 105 
degrees, etc.. Fig. 34. Thus any multiple of 15 degrees may be 
drawn directly, and a circle may be divided with the 45-degree 
triangle into 4 or 8 parts, with the 60-degree triangle into 6 or 
12 parts, and with both into 24 parts. 
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In uaing the triangles always keep the T-equare at least a half 
inch Mmc the starting line. 

To draw a parallel to any line, Fig. 35^, adjust to it a triangle 
held against the T-square or other triangle, hold the e:uidiDg 




Pio. 34.— To draw an^n «f 15' utd T5". 

edge in position and ^p ihe fir^t triangle on it to the required 
position. 

To draw a peipendicular to any line. Fig. 3ofi, fit the hypote- 
nuse of a triangle to it. with one edge against the T-equare or 
other triangle, hold the T- 
square in position and turn 
the triangle until its other 
siiie is against the edge, the 
hypotenuse will then be per- 
pendii-ular to the line. Move 
it to the requited postioD. 

Never attempt to draw a 
perpenviioular to a line bv 
mert-!y placing one leg of the 
tria;:gle against it. 

Us« of the Cco^w^es. — 
The ivcipass*^ hai.-e the same 
!&■::•=•.-*: shaw as the dividers 
an an? v.;a:upuia:ed in a 
si^ii:*.- way. The needle 
:-i^:e.i ry :ur^i:ig {-. with the 
shoulder point oc:. naerji;:* :^^ pes. i= the pLi.-e o: :fce wcei! 
leg and setting zix cee-l^e a trr^e X'cap- ^han tie rv;;. F\x. 36. 
Tlie oeedte poist should be ksp". ^: r,i^ ?o«:iv>a so as" to be i:way« 




point should first oi" all ■ 
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ready for the pen, and the lead adjusted to it. The lead should 
be sharpened on the sandpaper to a fine wedge or long bevel 
point. Radii should be pricked ofF or marked on the paper 
and the pencil leg adjusted to the points. The needle point 




Fio. 36. — Keedle point adjiutmODt. Fio. 37. — Guiding the needlo point. 

may be guided to the center with the little finger of the left 
hand, Fig, 37, When the lead is adjusted to pass exactly through 
the mark the right hand should be raised to the handle and the 
circle drawn (clockwise) in one sweep by turning the compasses, 




Fio. 38. — Starting a circle. 



39. — Completing a circle. 



rolling the handle with the thumb and forefinger, inclining it 
slightly in the direction of the line. Fig. 38. The position of the 
fingers after the revolution is illustrated in Fig. 39. Circles up 
to perhaps three inches in diameter may be drawn with the legs 
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strai^t but for larger sixes both the needle-poiiit leg and the 
pencfl or pen leg should be turned at the knuckle jcHnts so as to 
be perpendicular to the paper. Fig. 40. The o^^^nch compasses 
may be used in this way for circles up to perhaps ten inches in 

diameter; larger circles are 
made by using the lengthen- 
ing bar, as iUustrated in Fig. 
41, or the beam compasses. 
In drawing concentric circles 
the smaUest should always be 
drawn first. 

The bow instruments are 
used for small circles, partic- 
ularly when a number are to 
be made of the same diameter. 
In changing the setting, to 
avoid wear and final stripping 
of the thread the pressure of 
the spring against the nut 
should be relieved by holding 
the points in the left hand 
and spinning the nut in or out with the finger. Small adjust- 
ments should be made with one hand, with the needle point in 
position on the paper, Fig. 42. 




Fig. 40.- 



a large circle. 




Fio. 41. — Use of leni^heiiing bar. 

Use of the Scale. — In representing objects which are larger 
than can be drawn to their natural or full size it is necessarv* to 
reduce dimensions on the drawing proportionately, and for this 
purpose the mechanical engineers' (or architects*) scale is used. 
The first reduction is to what is oonmionly called half size or 
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correctly speaking, to the scale of 6" = 1'. This scale is used 

in working drawings even if the object be only slightly larger 

than could be drawn full size, and is generally worked with the 

full-size scale by considering six inches on the scale to represent 

one foot. Thus the half-inch divisions become full inches, each 

of which is divided into eighths of inches. If this scale is too 

large for the paper the drawing is made 

to the scale of three inches to the foot, 

often called "quarter size," that is, three 

inches measured on the drawing is equal 

to one foot on the object. This is the 

first scale of the usual commercial set, 

on it the distance of three inches is 

divided into twelve equal parts and each 

of these subdivided into eighths. This 

distance should be thought of not as 

three inches but as a foot divided into inches and eighths of 

inches. It is noticed that this foot is divided with the zero on 

the inside, the inches running to the left and the feet to the right, 

so that dimensions given in feet and inches may be read directly, 

as 1 ft. 0}^i'\ Fig. 43. On the other end will be found the scale 

of 1^ inches equals one foot, or eighth size, with the distance 

of one and one-half inches divided on the right of the zero into 




Fio. 42. — Adjusting the 
bow pen. 
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Fia. 43. — Reading the scale. 

twelve parts and subdivided into quarter inches, and the foot 
divisions to the left of the zero, coinciding with the marks of 
the 3" scale. 

If the \\^' scale is too large for the object, the next com- 
mercial size is to the scale of one inch equals one foot, and so on 
down as shown in the following table. ^ 



Full size , 


%:• = 1' 


Scale 6" - 1' ^ 


H" = 1' 


4" = 1' (rarely used) 


%•■ = 1' 


3" - 1' \ 


>i" = 1' 


2" = 1' (rarely used) 


He" = 1' 


IM" - 1' 


%" = 1' 


1" - 1' 


«a" - 1' 
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Drawings to odd proportions such as 9" = 1', 4" = I' etc. 
are not used except in rare cases when it is desired to make it 
difficult or impossible for a workman t« measure them with an 
ordinary rule. 

The scale ^" equals 1 ft. is the usual one for ordinary house 
plana, and is often called by architects the "quarter scale." 
This term should not be confused with the tenn "quarter size," 
as the former means ^" to 1 ft. and the latter ^" to 1 inch. 

A circle is generally given in terms of its diameter. To draw 
it the radius is necessary. In drawing to half size it is thus often 
convenient to lay off the amount of the diameter with a S-in. 
scale and to use this distance as the radius. 

As far as possible successive measurements on the same line 
should be made without shifting the scale. 

For plotting and map drawing the civil engineers' scale of, 
decimal parts 10, 20, 30, 40, 50, 60, 80, 100 to the inch, is used. 
This scale should never be used for machine or structural work. 

Inking. — After beii^ penciled, drawings are finished either by 
inking on the paper, or in the great majority of work, by tracing 




*gi>- 



FiO. 44. — Correct position of ruling pen. 



in ink on tracing cloth. The beginner should become proficient 
in inking on cloth, as well as on paper. Tracing and blue printing 
are described in detail on page 278. 

The ruling pen is never used freehand, but always in connection 
with a guiding edge, either T-square, triangle, straight-odgc or 
curve. The T-square and triangle should be held in the same 
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positions as for penciling. It is bad practice to ink with the 
triangle alone. 

To fill the pen take it to the bottle and touch the quill filler 
between the nibs, being careful not to get any ink on the outside of 
the blades. Not more than three-sixteenths of an inch should 
be put in or the weight of the ink will cause it to drop out in a blot. 
The pen should be held as illustrated in Fig. 44, with the thumb 
and second finger in such position that they may be used in 
turning the adjusting screw, and the handle resting on the fore- 
finger. This position should be observed carefully, as the ten- 
dency will be to bend the second finger to the position in which a 
pencil or writing pen is held, which is obviously convenient in 
writing to give the up stroke, but as this motion is not required 
with the ruling pen the position illustrated is preferable. 

For full lines the screw should be adjusted to give a strong line, 
of the size of the first line of Fig. 48. A fine drawing does not 
mean a drawing made with fine lines, but with uniform lines, and 
accurate joints and tangents. 

The pen should be held against the straight-edge with the 
blades parallel to it, the handle inclined slightly to the right and 
always kept in a plane through the line perpendicular to the paper. 
The pen is thus guided by the upper edge of the ruler, whose dis- 
tance from the pencil line will therefore vary with its thickness, 
and with the shape of the under blade of the pen, as illustrated 
in actual size in I^ig. 45. If the pen is thrown out from the 
perpendicular it will run on one blade and a line 
ragged on one side will result. If turned in from 
the perpendicular the ink is very apt to run under 
the edge and cause a blot. 

A line is drawn with a whole arm movement, the 
hand resting on the tips of the third and fourth 
fingers, keeping the angle of inclination constant. 
Just before reaching the end of the line the two 
guiding fingers on the straight edge should be 
stopped, and, without stopping the motion of the 
pen, the line finished with a finger movement. 
Short lines are drawn with this finger movement 
alone. When the end of the lino is reached lift the pen quickly 
and move the straight edge away from the line. The pressure 
on the paper should be light, but sufficient to give a clean cut 
line, and will vary with the kind of paper and the sharpness 



I 




Fio. 45.— Pen 
and guide. 
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of the pen, but the pressure against the T-square should be only 
enough to guide the direction. 

If the ink refuses to flow it is because it has dried and 
clogged in the extreme point of the pen. If pinching the blades 
slightly or touching the pen on the finger does not start it, the 
pen should immediately be wiped out and fresh ink added. 
Pens must be wiped clean after using or the ink will corrode the 
steel and finally destroy them. 

Instructions in regard to the ruling pen apply also to the com- 
passes. The pen should be kept perpendicular by using the 
knuckle joint, and inclined slightly in the direction of the line. 
In adjusting the compasses for an arc which is to connect other 
lines the pen point should be brought down very close to the 
paper without touching it to be sure that the setting is exactly 
right. 

It is a universal rule in inking that circles and circle arcs 
must be drawn first. It is much easier to connect a straight 
line to a curve than a curve to a straight line. 

It should be not^ particularly that two lines are tangent to 
each other when their centers are tangent, and not when the lines 
simply touch each other, thus at the point of tangency the width 
will be equal to the width of a single Une. Fig. 46-4. 

After reading these para- 
graphs the beginner had best 
take a blank sheet of paper 
and cover it with ink lines of 
varA'ing lengths and wei^ts. 
practising starting and stop- 
ping on i>enoiled limits, until 

Fw. 4fv-4.\>rt>fv: *r.d inwrrvvt t*:;r^nu. ^^ j^.j^ acquainted with the 

pens. If in his s^?t theiv arv two pens of dififerent sizes the larger 
one should bo used, as it fit5 the hand of the average man better 
than the smaller one. hoKls more ink. and will do just as fine work. 

Fauhj Lines. — If inked lines appear imperfect in any way the 
neasoQ should be ascertainevl inimediately. It may be the fault 
of the pen, the ink, the paix^r. or ihe draftsman, but with tkc 
probabilities gnwitly in favv^r of :ho last. Fig. 47 illustrates the 
characteristic appearaxuv of seveial kinds of faulty lines. The 
correction in each cais^ will svj:p?<t itself. 

High-frade wns usually cv^r.:e from the makers w\fll sharpened. 
Cheaper ones of'en need drt^sssir^ before they can be used satis- 
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factorily. If the pen is not working properly it must be sharp- 
ened as described in Chapter XVII, page 298. 

Pen pressed agcnnst Tsguan tbohan/ 



Rgr? s/opec/ atvay /horn Tsquare 



^fez 



/fe/7 foo chse fo ecfye Jnkran uncfer y^szsz 







//7/r on outs/cfe of A/ac/e, ran u nder 
flenb/ades nof kept para//e/ fo Ts(fuare 

Tsquare(orfrian^/eJ s/ipped into wfff/irfe 
iff III mwvmi'TwrKmmmmmmmmm^ 

M?f enou^ ink fo fin'tsh iine 



Fia. 47. — Faulty lines. 



The Alphabet of Lines. — As the basis of the drawing is the line, 
a set of conventional symbols covering all the lines needed for 



(1) Visible outline 

(2) Invisible outline 

(3) Center line 

(3a) Center line, in pencil 



I i" 

p Z^ —■ q (4) Dimension line 



(5) Extension line * 

(6) Alternate position 

(7) Line of motion 
^8) Cutting plane 

(9) "Ditto" or repeat line 

(10) Broken material 



^p* y }j^ (11) Limiting break (Archtl.) 



Fio. 48. — The alphabet of lines. 



(12) Cross-hatching line 



different purposes may properly be called an alphabet of lines. 
There is as yet no universally adopted standard, but that given 
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in Fig. 48 is adequate, and represents the practice of a majority 
of the larger concerns of this country 

It is of course not possible to set an absolute standard of weight 
for lines, as the proper size to use will vary with different kinds 
and sizes of drawings, but it is possible to maintain a given 
proportion. 

Visible outlines should be strong full lines, at least one-sixty- 
fourth of an inch on paper drawings, and even as wide as one 
thirty-second of an inch on tracinge. The other lines should con- 
trast with this line in about the proportion of Fig, 48. 




The alphabet illustrated. 



Dash lines, as (2) and (7), should always have the space be- 
tween dashes much shorter than the length of the dash. Figs. 
49 and 50 illustrate the use of the alphabet of Unes. 

The Use of the French Curve.^Thc French curve, as has been 
stated on page 11 is a ruler for non-circular curves. When suffi- 
cient points have btien determined it is best to sketch in the line 
lightly in pencil freehand, without losing the points, until it la 
clean, smooth, continuous, and satisfactory to the eye. The 
curve should then be applied to it, selecting a part that will fit 
a portion of the line most nearly, and noting particularly that the 
curve is so laid that the direction of its increase in curvature is 
in the direction of increasing curvature of the Hne, Fig. 51. In 
drawing the part of the line matched by the curve, always stop 
a little short of the distance that seems to coincide. After draw- 
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ing thia portion the curve is shifted to find another part that will 
coincide with the continuation of the line. In shifting the curve 
care should be taken to preserve the smoothness and continuity 
and to avoid breaks or cusps. This may be done if in its succes- 




The alphabet illuatratcd. 



sivc positions the curve is always adjusted so that it coincides 
for a little distance with the part already drawn. Thus at each 
joint the tangents must coincide. 

If the curved line is symmetrical aixiut an axis, after it has 




been matched accurately on one side, marks loratinK the axes 
may be made in pencil on the curve and the curve reversed. In 
such a case exceptional care must be taken to avoid a "hump" 
at the joint. It is often better to stop a line short of the axis on 



34 ENGINEERING DRAWING 

OAcli siilo and to close the gap afterward with another setting of 
the curve. 

When inking with the curve the pen should be held perpendicu- 
larly and the blades kept parallel to the edge. Inking curves 
will Ih> found to Ix^ excellent practice. 

Soniotinu^jt. (nirticularly at sharp turns, a combination of circle 
arcs and curve may be used, as for example in inking a long, nar- 
n>w eUi|>st\ the sharp cur^•es may be inked by selecting a center 
on the major axis by trial, and drawing as much of an arc as will 
practically cvnncido with the omls of the ellipse, then finishing the 
ollii^o with the curve. 

The exjvrieitiwi draftsman will sometimes ink a curve that 
oaituot Iv matohe\l accurately, by varying the distance of the pen 
lH>iut frvnu the ruling e\lge as the line pn>gresses, but the beginner 
not attempt it. 

Exercises in the Use of Instmments.— The following figures 
u\a>* Iv iis^xi. it vicsirwl, as prvxnrvssive exenrises fcff pH^ctice in 
the UA* of the iiistruu:cn:s. either in p^^nctl only, or afterward to 
Iv is*.kevi. Fhe ^v:i:c:rlcal r.^urvs of Chapter IV affcNrd excellent 
pwictivV iu akVi:r:i:e ivr:oi*i:v«:- 

A?^\ "-.X* ui'^v- >.t " .V '..N,"^ '«.<■; ^-.k' ":.v,»'.fc5?:-*r ' > >r»i^-?s "n'i -be snSe 
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A. Convergliig Lines. — Full and dotUd. Fig. 55. Divide the sldee ol a 
fouT'4iicli square inUi 4 equ&l parts. From these points draw lines to the 
middle points of the upper and lower sides as shown, using the triangle 
alone as a straight edge. 

5. A Hexagonal Figure. — ForSO"— 60° triangle and bow points (spacers). 
Fig. 56. Through the center oF the space draw the three construction lines 
AB vertical, DE and f^ at 30 degrees. Measure CA and CB 2" long. 
Draw AE, DB, FA and BG at 30 degrees. Complete hexagon by drawing 
FD and EG vertical. Set spaeere at %". Step off H" on each side ot the 
center lines, and M" from each side of hexagon. Complete figure as 
shown, with triangle against T-square. 

6. A Maltese Cross. — For T-square, spacers, and both triangles. Hg. 57. 
Draw a 4" square and a IK" square. From the corners of inner square 
draw lines to outer square at J5 degrees and 75 degrees, with the two tri- 
angles in combination. Mark points with spacers ]ri" inside of each line 
of this outside cross, and complete figure with triangles in combination. 




Fio. 56. 



Fio. 57. 



7. Concentric Cirdea. — For compasses (legs straight) and scale. Fig. 58. 
Draw horiiontal line through center of space. On it mark off radii for 
eight concentric circles ^" apart. In drawing concentric circles always 
draw the smallest first. The dotted circles are drawn in pencil with long 
deahea, and inked as shown. 

8. Air Craft Insignia. — This device is a white star with ted center on a 
blue background. Fig. 59. Draw a four-inch circle and a one-inch circle 
Divide large circle into five equal parts with the dividers, and construct 
atar by connecting alternate points as shown. Red is indicated by vertical 
lines and blue by horizontal lines. Space these by eye approximately %i" 
apart. (Standard line symbols for colors are given in Fig. 554.) 

9. Circle Arc Design. — For compasses (knuckle joints bent) Fig. 60. 
In a four-inch circle draw four diameters 45 degrees apart. With 5" radius 
and centers on these lines extended complete figure as shown, 

10. Tangent Arcs.— For accuracy with compasses and dividers. Fig. 61. 
Draw a circle four inches in diameter. Divide the circumference into five 
equal parts by trial with dividers. From these points draw radial lines and 
divide each into four equal parts with spacers. With these points as centers 
draw the semicircles as shown. 

11. Tangent Circles and Lines. — For accuracy with compasses and tri- 
•anglee. Fig. 62. On base AB, A}^" long construct an equilateral triangle, 

using the 60-degree triangle. Bisect the angles with the 30-degree angle, 
extendinx the bisectors to the opposite sides. With these middle points of 
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tbe adcs u rmten umI ndind equal to hi ti^ t^t, drmv uca cutting the 
bnwtMS. These intcTBectiani viO be cenien for the inanibed circles. 
With eesten on the interaeetiocis at these eiiriea utd tbe biaectora, round 
off the pcHnte of tbe tiungfe viih tutccnt ucs as Ehoiwii. Rnneinber the 
mle that rirrlea aic inknl brfotv strsi^t liDea. OxttUuelion tinea are not 




Fi«. 61. Fie. 



U. TaaKcatS to Gnde Arcs.— For bow rompaases. Fig. 63. Draw a 
two-inrh square about center of sparr. Divide AE into four hi" Spaces, 
with scale. With bow prnril and miters A. B. C. D dtsw four aemicircies 
with t*" radius and eo on. Complete Gpicv by divwiug the boriiontal and 
vertical tangeots as shown. 
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A PAGE OF CAUTIONS 

Never use the scale as a ruler. *^ 

Never draw with the lower edge of the T-square. •^ 

Never cut paper with a knife and the edge of the T-square as a 

guide. ^ 
Never use the T-square as a hammer. ^ 
Never put either end of a pencil into the mouth. "^ 
Never jab the dividers into the drawing board. -^ 
Never oil the joints of compasses. ^ 
Never use the dividers as reamers or pincers or picks. -^ 
Never take dimensions by setting the dividers on the scale.' 
Never lay a weight on the T-square to hold it in position. ^ 
Never use a blotter on inked lines. - -^ 
Never screw the nibs of the pen too tight. - 
Never run backward over a line either with pencil or pen. ^ 
Never leave the ink bottle uncorked. ^ 
Never hold the pen over the drawing while filling. ^ 
Never dilute ink with water. If too thick throw it away. (Ink 

once frozen is worthless afterward.) - 
Never put a writing pen which has been used in ordinary writ- 
ing ink, into the drawing-ink bottle. ' 
Never try to use the same thumb tack holes when putting paper 

down a second time. * 
Never scrub a drawing all over with the eraser after finishing. 

It takes the life out of the inked lines. ' 
Never begin work without wiping off table and instruments. 
Never put instruments away without cleaning. This applies 

with particular force to pens. 
Never put bow instruments away without opening to relieve the 

spring. ' 
Never fold a drawing or tracing. . 
Never use cheap materials of any kind.' 



CH.\PTER IV 

AppLrei> Geometry 

With the aid <rf a strai^t-edge and compasses all pure geo- 
metrical probknis may be solved. The principles of geometry 
are constantly used in mechanical drawing, but as the geometrical 
scdution o( problems and construction of figures differs in many 
cases from the draftsman's method, equipped as he is with in- 
strum^its for gaining time and accuracy, such problons are not 
included here- For example, there are seTeral ge<Hnetrical 
methods of erecting a perpendicular to a given line; in his ordin- 
ary practice the draftsman equipped with T-^uare and triangles 
uses none of them. The application of these geometrical methods 
might be nece6sar>' occasionally in work where the usual drafting 
instruments could not be used, as for example in laying out full 
sixe sheet metal patterns on the floor. It is assumed that stu- 
dents using this Ixx^k are familiar with the elemoits of plane 
geometry and will U^ able to apply their knowledge. K a par- 
ticular proWeni is not rtnuemlH^red. it may readily be refared to 
in an\' of the stnudarxl hv^iudlHK^ks. There are some constructions 
however with which the draftsiuan should be familiar as they wiD 
wour mort^ or U\s8 fi>Hiuentl\* in his work. The constructions in 
this ohnpter aiv jjiveu ou this aoevumt, and for the excellent prac- 
tice they HtYor\l ii\ the nccurate iis^^ of instruments as weU. 

To Divide a Uuo. Iho * trial tuothvxi * of dividing a line was 
exphuuod \\\ i\\\s \\\v\m\H chapter. A convenient geometrical 
niothod is ilhiMtrntod \\\ \\^, {\\, l\> divivie a line AB into (say) 
5 eqiml pnrts. dmw uny Uuo KO iiHU^uite)>-; on it step off five 
division?* of ciuwcui^^u louuth» \vnmvt the last point with A, 
draw liuivi ihnmuh th*^ \\ka\\{h \\^\MA tv^ t\i intersecting AB, 
using triuuRlc hiuI Mtuv\uh( *hIh\\ ivm nhown in Fig, 35A. 

l\\ tho »M»pUcuHoh m\\\\\h \^\^\w\\^\^^ the drafisiuan will generally 
uso his mchIo. tliHl \hH>\u»ii h ivnviwlicxiUr v^ith triangle and 
T-squHro^ u( l t\\\\\ phirihn th^v ^yu\\s^ j«v» ihnt t\ve vvnwnient equal 
divisions urc UhUhlr^l lH»t»^Hvu K ^n^| the (HH-pendicular as 
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illustrated in Fig. 65. Perpendiculars drawn with triangle and 
T-square through the points marked will divide the line AB as 
required. 

This method may be used for dividing a line into any propor- 
tional parts. 



s /f 





Fig. 64. — To divide a line. 



FiQ. 65. — To divide a line with scale. 



To Construct a Triangle Having Given the Three Sides. — Fig. 
66. Given the lengths A, B and C. Draw one side A in the 
desired position. With its ends as centers and radii B and C 
draw two intersecting arcs as shown. 

To Transfer a Polygon to a New Base. — Fig. 67. Given poly- 
gon ABC DBF and desired new position of base A' B\ Con- 
sider each point as the vertex of a triangle. With centers A' 



s 





Fio. 66. — To construct a 
triangle. 




^ 3' 

Fio. 67. — To transfer a polygon. 



and B' and radii AC and BC describe intersecting arcs, locating 
the point C. Similarly with radii AD and BD locate the point 
Z)'. Connect B'C and CD' and continue the operation. 

To Construct a Regular Hexagon. — Fig. 68. Given the dis- 
tance across corners, AB. Draw a circle on AB as a diameter. 
With A and B as centers and the same radius draw arcs and 
connect the i)oints. 
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A hexagon may be constructed directly on the line AB, without 
using compasses by drawing lines with the 30^-60° triangle in the 
order shown in Fig. 69. 

To Inscribe a Regular Octagon in a Ghren Square. — Fig. 70. 
Draw the diagonals of the square. With the comers of the 
square as centers and radius of half the diagonal draw arcs inter- 
secting the sides of the square and connect these points. 






Fi^v ^is H«i**^*5i 



Ftvj ra^— H«*p.'c. 



F:-i. 7X11 — OetacoD. 



To Draw a Cirnilar Ait TlinMig^Tlffee Gn^eaPoiots. — Fig. 71. 
Oivvn .4. Kand l\ Draw .4B aiid Bi\ Tbe in^ersectioai of the 
pcrivtuiicular bt!*^:t^>r^ o: thes^^ lirrf^ wi!! be tbe center of the 

To Draw an Arc Tamgeot to Tw^ Lines. — Fl^. 72. Given the 
Unes .4K ai^vi t •>, ,^::%; T^i:us ,V F^w lir^ r«Lr*Ijei lo AB and 
i^i> ai ais;*::^ S :rv\:v, :h<N:v,. TV.e i-^i^fc^'Mxc cc ibese lines 
wi!5 S"^ :ho ^vr.:or xN? :ho -w ,;:>x: *r; 




I 



' • - * » * Sl * V . w ' 



^■'. 



X 



X 




».:^^«t . v. 



ipw nnrcvL 






vx.T'fni two 



Tv^ I^w a RtTtrw <c ^Vw^" v>arty. Vx 
,4-^ d^i /r :v,;J^'^ rx,v\v ;Xx' a« .-^ .'» ''.>^ ,X'»r^:a«aj.''ixi*ss. 
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to pass, and bisect BE and EC by perpendiculars. Any arc to 
pass through B and E must have its center on a perpendicular at 
the middle point. The intersection therefore of these perpen- 
diculars with the two first perpendiculars will be the centers for 
arcs BE and EC. This line might be the center line for a curved 
road or pipe. The construction may be checked by drawing the 
line of centers which must pass through E, 

To Draw a Tangent to a Circle. — Fig. 74. Given the arc ACB 
and point of tangency C Arrange a triangle in combination 
with the T-square (or another triangle) so that its hypotenuse 
passes through center and point C 

Holding the T-square firmly in place turn the triangle about 
its square corner and move it until the hypotenuse coincides 
with C, giving the required tangent. 






Fig. 74. — Drawing a tangent. Fio. 75. — Length of arc. Fio. 76. — Length of arc. 

To Lay off on a Straight Line the Approximate Length of a 
Circle-Arc. — Fig. 75. Given the arc AB. At A draw thetajigent 
AD and chord AB produced. Lay off AC equal to half the chord 
AB, With center C and radius CB draw an arc intersecting AD 
at Z), then AD will be equal in length to the arc AB (very nearly). 
If the given arc is greater than 60 degrees it should be subdivided.* 

The usual way of rectifying an arc is to set the dividers to a 
space small enough as practically to coincide with the arc. 
Starting at B step along the arc to the point nearest A, and with- 
out lifting the dividers step off the same number of spaces on the 
tangent, as shown in Fig. 76. 

Conic Sections. — In cutting a right circular cone by planes at 
different angles four curves called the conic sections are obtained, 

' In this (Professor Rankine's) solution, tho error varies as the fourth 
power of the subtended angle. At 60 degrees the line will be J^oo part 
short. 
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Fig. 77. These are the circle, cut by a plane perpendicular to 
the axis; the ellipse, cut by a plane making a greater angle with 
the axis than the elements do; the parabola, cut by a plane 
making the same angle with the axis as the elements do; the 
hyperbola, cut by a plane making a smaller angle than the de- 
ments do. These curves are studied mathematically in analytic 




geometry but may be drawn without a knowledge of their equa- 
tions by knowing something of their characteristics. 

The £11^)86. — Fig. 78. An ellipse is a curve generated by a 
point moving so that the sum of the distances from two fixed 
points, called the foci, is a constant, and is equal to the longest 
diameter, or major axis. 




Fio. 78.— The ellipee. 

The minor axis or short diameter, is the line throi^ the center 
perpendicular to the major axis. The foci may be determined 
by cutting the major axis with an arc having its center at one 
end of the minor axis and a radius equal to one-half the major 

A tangent to an ellipse at any point may be drawn by bisecting 
the exterior angle between lines drawn from the point to the foci. 
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As an ellipse is the projection of a circle viewed obliquely it is 
met with in practice oftener than the other conies, aside from 
the circle, and draftsmen should be able to construct it readily, 
hence several methods are given for its construction, both as a 
true ellipse, and as an approximate curve made by circle-arcs. 
In the great majority of cases when this curve is required its 
long and short diameters, i.e., its major and minor axes are 
known. 

Ellipse — ^By Concentric Circles. — Fig. 79. This is a very accu- 
rate method for determining points on the curve. With as 
center describe circles on the two diameters. From a number of 
points on the outer circle as P and Q draw radii OP, OQ, etc., 
intersecting the inner circle at P', Q', etc. From P and Q draw 
lines parallel to OD, and from P' and Q' lines parallel to OB. 
The intersection of the lines through P and P' gives one point 




Fio. 79. — Concentric circle method. 



■^A>fff^ax/s- 
Fig. 80. — Trammel method. 



on the ellipse. The intersection of the lines through Q and Q' 
another point, and so on. For accuracy the points should be 
taken closer together toward the major axis. The process may 
be repeated in the four quadrants and the curve sketched in 
lightly freehand, or one quadrant only may be constructed 
and the remaining three repeated by marking the French curve. 
A tangent at any point U may be drawn by dropping a perpen- 
dicular from the point to the outer circle at K and drawing the 
auxiliary tangent KL cutting the major axis at L. From L draw 
the required tangent LU. 

Ellipse — ^Trammel Method. — Fig. 80. On the straight edge 
of a strip of paper, thin card-board or sheet of celluloid mark 
the distance ao equal to one-half the major axis and do equal to 
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one-half the minor axis. If the atrip be moved keeping a on the 
minor axis and d on the major axis, o will give points on the 
ellipse. This method will be found very convenient, as no 
construction is required, but for accurate results great care 
should be taken to keep the points a and d exactly on the axes. 
The ellipsograph, Fig. 81, is constructed on the principle of this 
method. 




Fio. 81. — An ellipsograph. 



Ellqise — Pin and String Method. — This well-known method 
sometimes called the "gardener's ellipse" is often used for large 
work, and is based on the mathematical principle of the ellipse.. 
Drive pins at the points D, Fi, Ft, Fig. 78, and tie an inelastic 
thread or cord tightly around the three pins. If the pin D 
be removed and a marking point moved in the loop, keeping 
the cord taut, it will describe a true ellipse. 



^'"^^^^C 


„^ 


^ 


/^ 




Fio 82,^Puralleliigrani method. 

El%se— Parallelogram Method.— Fig. 82. This method may 
be used with either the major and minor axes or with any pair 
of conjugate diameters. On the diameters construct a parallelo- 
gram. Divide AO into any number of equal parts and AG into 
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the same number of equal parts, numbering the points from A, 
Through these points draw lines from D and E as shown. Their 
intersections will be points on the curve. 

To Determine the Major and Minor Axes of an Ellipse, the 
Conjugate Axes Being Given. — The property of conjugate diame- 
ters is that each is parallel to the tangent to the curve at the 
extremities of the other. At draw a semicircle with radius OE. 
Connect the point of intersection P of this circle and the ellipse 
with D and E. The niajor and minor axes will be parallel to the 
chords DP and EP. 

Approximate Ellipse with Four Centers. — Fig. 83. Join A 
and D. Lay off DF equal to AO minus DO. Bisect AF by a 
perpendicular which will cross AO at (? and intersect 2) JF produced, 
at H. Make OG' equal to 00 and OH' equal to OH. Then 
G, G', H and H' will be centers for four arcs approximating the 
clhpse. The half of this ellipse when used in masonry construc- 
tion is known as the three-centered arch. 




Tbn^ertf pomf^ 




Fio. 83. — Approximate ellipse. 



Fio. 84. — Approximate ellipse. 



Another method of drawing a four-centered approximate ellipse, 
when the minor axis is at least two-thirds the major, is shown in 
Fig. 84. Make OF and OG each equal to AB minus DE. Make 
OH and 01 each equal to three-fourths of OF. Draw FH, Fly 
GH and GI, extending them as shown. Draw arcs through 
points D and E with centers at G and F, and through A and 
B with centers / and H. 

Approximate Ellipse With Eight Centers. — Fig. 85. When a 
closer approximation is desired, the eight-centered ellipse, known 
in masonry as the "five-centered arch*' may be constructed. 
Draw the rectangle AFDO. Draw the diagonal AD and draw 
from F a line perpendicular to it intersecting the extension of 
the minor axis at H. Lay off OK equal to OD and on A if as a 
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diameter draw a semicircle intersecting the extension of the 
minor axis at L. Make OM equal to LD. With center H and 
radius HM draw the arc MN. With A as center and radius 
OL intersect AB at Q. With P as center and radius PQ intersect 
the arc MN at JV, then P, N and H are centers for one-half of the 
semiellipse or "five-centered oval." This method is based on 
the principle that the radius of curvature at the end of the minor 
axis is the third proportional to the semiminor and semimajor 
axes, and similarly at the end of the major axis is the third 
proportional to the semimajor and semiminor axes. The inter- 
mediate radius found is the mean proportional between these 
two radii. 





Fig. 85. — Approximate ellipse. 



Fig. 86. — Curve inked with circle arcs. 



It should be noted that an ellipse is changing its radius of 
curvature at every point, and that these approximations are not 
ellipse but simply curves of the same general shape. 

Any non-circular curve may be approximated by tangent 
circle arcs, selecting a center by trial, drawing as much of an arc 
as will practically coincide with the curve, then changing the 
center and radius for the next portion, remembering always 
that if arcs are to be tangent, their centers must lie on the common 
normal at the point of tangency. Many draftsmen prefer to 
ink curves in this way rather than to use irregular curves. Fig. 
86 illustrates the construction. 

The Parabola is a curve generated by a point so moving that 
its distance from a fixed point, called the focus, is always equal 
to its distance from a straight line, called the directrix. One 
of the commercial uses of the parabola is in parabolic reflectors 
and search lights, a light when placed at the focus being reflected 
parallel to the axis. 
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To draw a parabola, having given the focus F and the directrix 
AB, Fig. 87. Draw the axis through F perpendicular to AB. 
Through any point, D, on the ajds draw a line parallel to AB. 
With the distance DO from this line to AB as a radius, and F 
as a center, draw an arc intersecting the line, thus locating a 
point P on the curve. Repeat the operation with as many lines 
as needed for the curve. 




Via. 87.— Pftiabola. 



■Hypcrboln. 



The Hyperbola. — The common case of the hyperbola of prac- 
tical interest is the equilateral or rectangular hyperbola on its 
asymptotes, as representing the relation between the pressure 
and volume of steam or gaa expanding under the law pv = c. 

To draw the rectangular hyperbola. Fig. 88. Let OA and 
OB be the asymptotes and P any point on the curve (this might 
be the point of cut off on an indicator digram). Draw PC 
and PD. Mark any points, 1, 2, 3, 4, on PC, through these 
points draw lines parallel to OA and through the same points 
lines to 0, From the intersection of these lines with PD draw' 
perpendiculars. The intersections of these perpendiculars with 
the corresponding horizontal lines give points on the curve. 

Cycloidal Curves. — A cycloid is the curve generated by the 
motion of a point on the circumference of a circle rolled along a 
straight line- If the circle be rolled on the outside of another 
circle the curve is called an epicycloid; when rolled inside it is 
called a hypocycloid. These curves are used in drawing one 
system of gear teeth. To draw a cycloid, Fig. 89, divide the 
rolling circle into a convenient number of parts (say 12), lay off 
the rectified length of the circumference, with these divisions, 
on the tangent AB. Draw through C the line of the centers CD 
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and project the division points up to this line by perpendiculars. 
On these points as centers draw circles representing different 
positions of the rolling circle, and project across on these circles 
in order, the division points of the original circle. These inter- 
sections will be points on the curve. The epicycloid and hypo- 
cycloid may be drawn similarly as illustrated in Fig. 90. 




Flo. 89.— Cycloid. F:o. 90.— Epicycloid uid hypoejrcloid. 

The Involute. — An involute is the spiral curve traced by a 
point on a cord unwinding from around a polygon or circle. 
Thus the involute of any polygon may be drawn by extending 
its sides, as in Fig. 91, and with the corners of the polygon as 
successive centers drawing arcs terminating on the extended 




A circle may be conceived as a polygon of an infinite number of 
sides. Thus to draw the involute of a circle, Fig. 92, divide it 
into a convenient number of pjirts, draw tangents at these points, 
lay oft on these tangents the r<'('tifi('d lengths of the arcs from the 
point of tangency to the starting point, and connect the points 
by a smooth curve. It is evident that the involute of a circle 
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is the limiting case of the epicycloid, the rolling circle becoming 
of infinite diameter. It is the basis for the involute system of 
gearing. 

The Spiral of Archimedes.— Fig, 93 is a curve generated by a 
point moving uniformly along a line while the line revolves 
through uniform angles. To draw a spiral of Archimedes making 
one turn in a given circle, divide the circumference into a number 
of equal parts, drawing the radii and numbering them. Divide 
the radius 0-8 into the same number of equal part*?, numbering 
from the center. With aa a center draw concentric arcs inter- 
secting the radii of corresponding numbers, and draw a smooth 
curve through these intersections. This is the curve of the 
heart cam, for converting uniform rotary motion into uniform 
reciprocal motion. ■ 

PROBLEMS ' 

To be of value both as drawing exercises and as solutions, 
geometrical problems should be worked very accurately. The 
pencil must be kept very sharp, and comparatively Ught lines 
used. A point should be located by two intersecting Unes, and 
the length of a line by two short dashes crossing the given tine. 

The following problems are dimensioned to fit a space not over 
5" X 7". 

X. Near the ccnl^^r of the iipftcc draw a horizontiil line 4!^" long. Divide 
it into 7 equal parts by the method of Fig. 61, Draw anollier line of the 
game length W" abovp the first line and divide it into 7 equal parts using the 
bow sp&cers. CorapSiro the diviaioRs as obtained by the two methods. 
Apply the method of Fig. S5 and compare with previous methodB. 

3. Draw the diagonal of a 4" X 5" rectangle. Divide it into 9 equal parte. 

5. Draw a vertical line 1" from left edge of space and Z%" long. Divide 
it into parts proportional to 1, 3, 5 and 7. 

4. Same an Prob. 3, but divide into parts proportional to 1, 2, 3, 4, 2. 
9. Draw a horizontal line ^i" above bottom of epaec and i}i" long. 

On this line as a base construct a triangle having sides of b^i" and 3^", 
On the same base construct a triangle having sides of 4". 

6. Near the center of the space draw a vertical line 2}^" long, lower end 
}4" from bottom of space. Starting with this line construct triangles on 
e-ach side of it having remaining sides of 2,tj" and i^Hj". 

T. Construct a polygon as shown in Fig. 04, drawing the Une AB of 
indefinite length 3i" above bottom of space. From B draw and measure 
BC. Proceed in the same way for the remaining sides. The angles may 
all be obtained by proper combinations of the two triangles. 

8. Draw line AB making an angle of 15° with the horizontal. With thia 
Une as a base transfer the polygon of Fig. 94. 
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9. Draw a regular hexagoD having a diataDce acnMB corners of 4". 

10. Draw a regular heicagon one side of which is 1J4"- 

11. Drav a regular hexagon having a distance betveen parallel sidn ol 

13. Draw a regular octagon having a diatance between parallel radn of 
3>Hs". 

U. Draw a regular octagon one side of which is lii". 

14. From the upper left-hand comer of the space draw a 45' line. From 
the upper right-hand comer draw a line making 60° with the horiiontaL 
Draw a circle having a radius of IK" tangent tn the two lines. 

U. Locate three points aa foUows: Point A 3H" from left edge of space 
and Ji" from top of space; B 5H" from left edge and 2Ji" from top; C 2" 
from left edge and 3>j" from top. Draw a circle through A, B and C. 




Fia. 1)4.— (Problem 7.) 



Fio. 95.— (ProUom 18.) 



; 3H"- 



16. Construct a triangle having three sides as follows; 2Ji", 
Draw a circle piiBsing through the comers of the triangle. 

17. Construct an ogee curve joining two parallel lines AB and CD as 
in Rg. 73, making X = 4", Y = 2)4" and BE = 3". Consider this as the 
center line for a rod IJi" diameter and draw the rod. 

18. Lay out lines AB, CD and EF as in Fig. 05. Draw ogee curves join- 
ing AB and CD, AB and EF, and EF and CD. 

19. Draw an arc of a circle having a radiusof 3'?iB"T with its center J5" 
from top of space and IH' from left edge. Find the length of an arc of 
60° by constmction, and compute the length arithmetically and check the 

20. Find the length of the portion of the rod between B and C in Prob. 17. 

Curve Problems 

In locating a curve the number of points to be determined will depend 
upon the size of the curve and the rate of change of curvature. More pointa 
should be found near the sharp turns. For the most of the following, points 
should be about 3^" apart. 

SI. Draw an ellipse having a major axis of 43^" and a minor axis of 3". 
Use method of Fig, 80. 

3S. Draw an ellipse having a major axis of A^i" and a minor axis of IH" 
Use method of Fig. 79. 
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23. Draw an ellipse having a major axis of ^''{e' and distance between 
foci of 3H". 

24. Draw an ellipse having its major axis horizontal and a distance 
between foci of S^Jf e"* One point on the ellipse is IH" to left of minor 
axis and %" above major axis. 

26. Draw the left half of an ellipse with its major axis vertical and 2)4" 
long. Its minor axis is l^i". Using the above major axis as a minor axis 
draw the right half of an ellipse which has a focus 3" to the right of the 
center. 

26. Draw an ellipse having a minor axis of 2^e" &nd a distance between 
foci of 3M"* Major axis horizontal. Draw a tangent at a point 1^" 
to the right of the minor axis. 

27. Draw an ellipse having a horizontal major axis 4" long. A tangent 
to the ellipse makes an angle of 60^ with the minor axis and intersects the 
minor axis l^i" from the center. 

28. Draw an approximate ellipse having a major axis of 5" and a minor 
axis of Z}i", Use method specified by instructor. 

29. Draw an approximate ellipse having a major axis of 6". Use method 
of Fig. 84. Make the minor axis as small as the method permits. 

30. Using the same center lines draw two ellipses, the first with major 
axis 6" and minor axis 4", the second with major axis 4^", minor axis 2^". 

31. Draw an ellipse having conjugate axes of 4^^" and 2^", and making 
an angle of 75® with each other. Determine the major and minor axes. 

82. Draw a parabola, axis horizontal, with directrix AB 4^" long and 
focus M" ^rom it (Fig. 87). Directrix 1" from left border. 

83. Draw a parabola, axis vertical with directrix AB b%'' long; focus 
IM" from it. 

34. Draw an equilateral hyperbola passing through a point P ^" from 
OB and 2^" from OA (Fig. 88). 

86. Draw an equilateral hyperbola passing through point P 4" from OB 
and >^" from OA (Fig. 88). 

86. Draw the involute of an equilateral triangle, one side of which is H''* 

87. Draw the involute of a right triangle, the two sides of which are J|" 
and IJi". 

88. Draw one-half turn of the involute of a circle 3K" in diameter, whose 
center is V from the left edge of space. Compute the length of the last 
tangent and compare with the measured length. 

89. Draw a cycloid. Rolling circle IJi" in diameter. 

40. Draw a spiral of Archimedes making one turn in a circle 4'' in diameter. 



CHAPTER V 
Lettering 

To give oil the information necessary fir Hie complete 
construction of a machine or structure there must be 
added to the graphical language of lines alescribing 
its shape^ the figured dimensions, notes on material 
and finish, and a descriptive title, oil ofiv/iich must 
be lettered, freehand, in a style that is perfectly legible, 
uniform and capable of rapid execution. So far as its 
appearance is concerned there is no part of a drawing 
so important as the lettering. A good drawing may be 
ruined, not only in appeamnce but in usefulness^ by 
lettering done ignorantly or carelessly, as illegible 
figures are very apt to cause mistakes in the work. 

Lettering is not mechanical drawing. It is a distinct subject in 
design, based on accepted forms. There are two general classes 
of persons who are mterested in its study, first, those who have 
to use letters and words to convey information on drawings, 
second, those who use lettering in design, as art students, artists 
and craftsmen. The first class is concerned mainly with legi- 
bility and speed, the second with beauty, but the foundation 
principles are the same for both. In this book we are interested 
in lettering only as used in the different kinds of engineering 
drawing. 

The parent of all styles is the ''Old Romah.*' It is the most 
artistic and beautiful letter and is the standard for designers and 
architects. The variation known as ^'Modern Roman" is used 
in topographical drawing. For working drawings the simpUfied 
forms called "Commercial Gothic" are used almost exclusively. 

In the execution of all lettering there are two general divisions, 
drawn or built up letters, and written or single stroke letters. 
Roman letters are usually drawn in outline and filled in; commer- 
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( gothic, except in larger size, are generally made in single 
stroke. 

Large, carefully drawn letters are sometimes finished with 
instruments, but the peraiatent use by some draftsmen of kinds 
of mechanical caricatures known as "geometrical letters," 
"block letters," etc.. made up of straight Unes, and ruled in with 
T-square and triangle is to be condemned entirely. 

General Proportions.^There ia no one standard for the pro- 
portions of letters, but there are certain fundamental points in 
deaign and with the individual lettera certain characteristics that 
must be thoroughly learned by study and observation before 
composition into words and sentences may be attempted. Not 
only do the widths of letters in any alphabet vary, from I, the 
narrowest, to W, the widest^ but different alphabeta vary as a 
whole. Styles narrow in their proportion of width to height are 
called "tONPttSSED initltS" and are used when space is limited. Styles 
wider than the normal are called "EXTENDED LETTERS." 

The proportion of t"ie thickness of stem to the height varies 
widely, ranging all the way from ^3 to J^o. Letters with heavy 
stems are called bold face or black face, those with thin atema 
light face. 

The Rule of Stability. — In the construction of letters the well- 
known optical illusion in which a horizontal Une drawn acroaa the 
middle of a rectangle appears to be below the middle must be 
provided for. In order to give the appearance of stabihty such 
letters as B E K S X Z, with the figures 3 and 8 must be drawn 
smaller at the top than the bottom. To see the effect of this 
illusion turn a printed page upside down and notice the letters 
mentioned. 

Other letters have to be modified to overcome the tendency of 
the eye to average areas. A round letter, as 0, C or S, drawn the 
same height as a square letter, as M, H or E, will appear smaller, 
as it touches the guide line at only one point. In order to give 
the appearance of equal height the round letters must extend a 
trifle over the guide line on top and bottom. Thia is even more 
noticeable with angular letters, as A and V, whose sharp points 
must either be extended over the Une or flattened at the line. 
These are delicate refinements and any exaggeration is worse 
than not observing them at all. 

Single Stroke Lettering. — By far the greatest amount of letter- 
ing on drawings is done in a rapid "single stroke" letter either 
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vertical or inclined and every engineer must have absolute com- 
mand of these styles. The ability to letter well can be acquired 
only by continued and careful practice, but it can be acquired by 
anyone with normal muscular control of his fingers, who will take 
the trouble to observe carefully the shapes of the letters, the se- 
quence of strokes composing them and the rules for composition; 
and will practice faithfully and intelligently. It is not a matter 
of artistic talent, nor even of dexterity in handwriting. Many 
draftsmen letter well who write very poorly. 

The term ''single stroke" or "one-stroke" does not mean that 
the entire letter is made without lifting the pen, but that the 
width of the stroke of the pen is the width of the stem of the 
letter. For the desired height therefore a pen must be selected 
which will give the necessary width of stroke. 

Leonardt 516 F 

HUNT 512: Gillott 1032 

Gillott 404: Spencerian No. 

CjI I lOtt O \J3 For \/ery fine lines G'liofr 1 70 and 290 

Fig. 96. — Pen strokes, full size. 

Lettering Pens. — There are many steel writing pens adaptable 
for lettering. The sizes of strokes, reproduced full size, of a few 
popular ones are illustrated in Fig. 96. For large work, from ^ 
inch to 2 inches high, the Payzant pens. Fig. 97, are used exten- 
sively. A number of other special pens have been designed for 
lettering. 




Fio. 97. — A Payzant pen. 



A penholder with cork grip (the "small'' size), should be chosen 
and the pen set in it firmly. Many prefer to ink the pen with 
the quill filler rather than to dip it into the ink bottle. The 
surplus ink should be shaken back into the bottle. Getting too 
much ink on the pen is responsible for appearances of the kind 
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shown in Fig. 98. Always wet a new pen and wipe it thoroughly 

before using, to remove the oil film. Some draftsmen prepare a 

new pen by dropping it in alcohol or by holding it in a match 

flame for two or three seconds. A 

lettering pen well "broken-in" by 

use is worth much more than a new ^°- 98.— Too much ink. 

one, and should be given the same care as other drawing instru- 
ments. A pen that has been used in writing ink should never 
be put in drawing ink. When in use a pen should be wiped 
clean frequently, with a cloth penwiper. 

Other Materials. — It is im- 
portant to have a good quality 
of paper with smooth, hard 
surface for practising lettering. 
Weston's Ledger is recom- 
mended. Sometimes cross- 
section or specially lined paper 
is used. Plain paper should 
be ruled with pencil guide lines 
for the tops and bottoms of 
the letters. Fig. 99 illustrates 
the method of spacing Unes. 
Mark the height of the letter 
on the first line, then set the bow spacers to the distance wanted 
between base lines, and step off the required number of lines. 
With the same setting step down again from the upper point, 
thus obtaining points for the top and bottom for each line of 









I Iji ( I 



Fig. 99. — Spacing lines. 




T-3Qvor0 Bfacfe 



Fia. 100. — Braddock triangle. 

letters. The Braddock triangle. Pig. 100, is very convenient for 

drawing guide lines as it requires no preliminary spacing. The 

numbers indicate heights of capitals in thirty-seconds of an inch. 

Guide lines should be drawn lightly with a sharp hard pencil, 
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4H or 6H. Letters are drawn with a softer pencil, 2H or H, with 
long conical point, and the habit should be formed of rotating 
the pencil in the fingers after each few strokes to keep the point 
symmetrical. 




Fio. 101.— PositioD for lettering. 

Both pencil and pen should be held easily, as in writing, in the 
position shown in Fig. 101, the strokes drawn with a steady even 
motion, and a slight, uniform pressure on the paper, not enough 
to spread the nibs of the pen. 

A BC D E FG H I 
J K LM NOPOR 
STU VWXYZ& 
I 234567890 



FiQ. 102.— Vortical si 



Single Stroke Vertical Caps.— The vertical single stroke "com- 
mercial gothic" letter shown in Fig. 102 is a standard for titles, 
reference letters, etc. In the proportion of width to height the 
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general rule is, that the smaller the letters the more extended 
their width should be. A low extended letter is more legible 
than a high compressed one, and ut the same time makes a 
better appearance. This letter is seldom used in eompressed 
form. 

The first requirement is to learn the form and peculiarity of 
each of the letters. Too many persons think that lettering is 
simply "printing" in the childish way learned in the primary 
grades. There is an individuality in lettering often nearly as 
marked as in handwriting, but it must be based on a careful 
regard for the fundamental letter forma. 

In the following figures the vertical capitals have been arranged 
in family groups. The shape of each letter, with the order and 
direction of the strokes forming it must be studied carefully and 
the letter practised until its construction and form are perfectly 
familiar. The first studies should be made in pencil to large 
size, perhaps %" high; afterward to smallef size directly 
in ink. 

Vertical strokes are all made downward, and horizontal strokes 
from left to right. Always draw both top and bottom guide 
lines. The widths of the analyzed letters are shown in compari- 
son with a square equal to the height. The letters are slightly 
extended and it will be noted that many of the letters practically 
fill the square. 

The I H T Group.— Fig. 103. The letter I t '~^ 

I is the foundation stroke. It may be 'II 'if 
found difficult to keep the stems vertical, 
if so direction lines may be drawn lightly 
as in Fig. 101 an inch or so apart, to aid the eye. The H is 
nearly square, and, observing the rule of stabiUty, the cross 
bar is just above the center. The top of the T is drawn first to 
the full width ol the square and the stem started accurately at 
its middle point. 

The L E F Group— Fig. 104. TheL 
is drawn in two strokes but without lift- 
ing the pen from the paper. Note that 
the first two strokes of the E are the 
same as the L, that the third or upper 
stroke is slightly shorter than the lower, the last stroke two-thirds 
as long, and just above the middle. F has the same proportions 
asE. 
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FiQ. 106. 



Ml- Mi^ m 



FiQ. 107. 



The N Z X Y Group.— Fig. 

105. The parallel sides of N 
^"^ are generally drawn first, but 
^°* ^^^' some prefer to make the 

strokes in consecutive order. Z is drawn without lifting the 
pen. Z and X are both started inside the width of the square 
on top and run to full width on the bottom. This throws the 
crossing point of the X above the center. The junction of the 
Y strokes is below the center. 

The V A K Group.— Fig. 106. V is 
slightly narrower than A, which here is 
the full width of the square. Its bridge 
is one-third up from the bottom. The 
second stroke of K strikes the stem one-third up from the bot- 
tom, the third stroke branches from it in a direction starting 
from the top of the stem. 

The M W Group.— Fig. 107. 
These are the widest letters. M 
may be made either in consecutive 
strokes, or by drawing the two 
vertical strokes first, as with the N. W is formed of two 
narrow Vs. Note that with all the pointed letters the width 
at the point is the width of the stroke, that is, the center lines 
of the strokes meet at the guide lines. 

The O Q C G Group.— Fig. 
108. In this extended alpha- 
bet the letters of the '*C 
family are made as full circles. 
The is made in two strokes, 
the left side a longer arc than the right, as the right side is 
harder to draw. Make the kern of the Q straight or nearly 
straight. C and G of large size can be drawn more accurately 
with an extra stroke at the top, while in smaller ones the curve 
is drawn in one stroke. Note that the bar on the G is halfway 
up and does not extend past the vertical line. 

^^ 1 fl 1~~7n The D U J Group.— Fig. 109. . The 

i^ K^JA k <>J I J' *^P ^^^ bottom strokes of D must be 
—^ J^.^j^./N.-^i/'' horizontal. Failure to observe this 

^^* ^^^' is a common fault with beginners. 

U in larger letters is formed of two parallel strokes to which the 
bottom stroke is added. For smaller letters it may be made 




Fia. 108. 
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Ld two strokes curved at the bottom to meet. J has the eame 
coDstniction as U. 

J , , The P R B Group.— Fig. 110. 

ft With P R and B the number of 

Vd strokes used depends upon the size 

Pi^ no of the letter. For large letters 

the horizontal lines are started and 

the curves added, but for smaller letters only one stroke for 

each lobe is needed. The middle lines of P and R are on the 

center line, that of B observes the rule of stability. 

The S 8 3 Group.—Fig. HI. ^_^ 
The S, 8 and 3 are closely TC^^--^ , ^ 
related in form, and the rule ^^^OS^£ 
of stability must be observed 
carefully. For a large S '"" "" 

three strokes may be used, for a smaller one two strokes, and 
for a very small size, one stroke only is best. The 8 may be 
made on the S construction in three strokes, or in "head and 
body" in four strokes. A perfect 3 should be capable of being 
finished into an 8. The 3 with flat top, sometimes seen, should 
not be used, on account of the danger of mistaking it for a 5. 

The 6 9 Group.— Fig. 112. The 

cipher is shghtly narrower than the 

letter O. The backbones of the and 9 

have the same curve as the cipher, 

""' "'■ which with both figures are made first. 

^Hie lobes are two-thirds the height of the figure. 

The 2 5 7 & Group.—Fig. 113. \/r^] 
"Die secret of the 2 lies in getting \^^ 
the reverse curve to cross the * ' 
ecnter of the space. The bot- ^"'- '^^■ 

torn of 2 and the top of 5 and 7 should be straight lines. The 
second stroke of 7 terminates directly below the middle of the top 
stroke. Its stiffness is reheved by curving it slightly at the 
lower end. The ampersand (&) is made in three strokes for large 
letters and two for smaller ones, keeping its axis vertical. 

The Fraction Group. — 
Fig, 114. Fractions are 
always made with hori- 
zontal vinculum. The 
figures are two-thirds the 



'3 



a 






|±- 3 5 Z 9. 
'2- 4 16 8 16 

Tio. 114. 
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height of the whole numbers, with a clear space above and below 
the line, making the total height of the fraction nearly twice 
the cap height. Much practice should be given to numerals and 
fractions, combining them into dimensions, following the con- 
ventioAal rules on page 168. A useful practice sheet of figures 
alone may be made by designing a table of decimal equivalents. 
See appendix for table. 

Vertical Lower Case. — The single 

— ^"^^ stroke vertical lower-case letter is not 

^^ commonly used on machine drawings 

ox^urm-j but is used extensively in map drawing. 

Fio. 115. ^* ^^ ^'^ standard letter for hypso- 

graphy in government topographical 
drawing. The bodies are made two-thirds the height of the 
capitals, with the ascenders extending to the cap line and the 
descenders dropping the same distance below. The basis of 
the letter as used with the extended capitals above is the com- 
bination of a circle and a straight line, as shown in enlarged 
form in Fig. 115. The alphabet, with some alternate shapes, is 
shown in Fig. 116. 



0-8 'b c df^@ f g-'g 'h ij kl m 



n op C|'f s t iji V w xy-y z 

FiQ. 116. — Vertical single stroke lower case. 



Single Stroke Inclined Caps. — The single stroke inclined 
letter is preferred instead of the upright by many, including the 
majority of structural steel draftsmen. The order and direction 
of strokes are the same as in the upright 
form. This letter may be compressed 
but usually is not extended. 

If a rectangle containing a flexible 
should be inclined the curve would take ^j^, ^7 

the form illustrated in Fig. 117 sharp in 

the upper right-hand and lower left-hand corners and flattened 
out in the other two. It is the observance of this characteristic 
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that is the chief secret of success with the inclined form. Fig. 

1 1 8 illustrates this with several of the curved letters. 

A convenient slope for the inclined letter is to the proportion of 

2 to 5, made by laying off 

two units on a horizontal 

line and five on a vertical 

line. Triangles of about 

this angle are sold. Dircc- *""' ""■ 

tion lines should be drawn until one has become very proficient 

in keeping the letters to a uniform slant. The snap and swing 

of professional work is due largely to two things; keeping the 
letters full size and 
close together, and of 
uniform slope. The 
beginner's invariable 
mistake is to cramp 

the letters and space them too far apart. 

Particular care must be observed with the letters having sloping 

sides as A V W. The sloping sides of these letters make equal 

angles on each side of the direction line, as shown in Fig, 119. 



BMmm 



il H'TLEFMl 



kl' K 



r^i 






^f§'0. 



7 (§/, 



Fia. 120. — Single stroke lacliucd cupiluls. 



/6 



The bridge of the A and H must be kept horizontal, and the shape 
of the R noted carefully. The alphabet in family order is given 
in Fig. 12(1. 
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Single Stroke Inclined Lower Case. — The inclined lower-case 
letters, Fig. 121 are drawn with bodies two-thirds the height of 
the capitals. This letter is generally known as the Reinhardt 
letter, in honor of Mr. Charles W. Reinhardt who first systema- 
tized its construction. It is the minuscule letter reduced to 

a b cd e fg h i j kl m 
no pq rstuvwxy 

Fio. 121. — Single stroke inclined lower case. 

its lowest terms, omitting all unnecessary hooks and appendages. 
It is very legible and eflfective, and after its swing has been 
mastered can be made very rapidly. The lower-case letter 
should be used in all notes and statements on drawings for the 
two reasons given above, (1) it is read much more easily than 
all caps as we read words by the word-shapes and are familiar 

with these shapes in the 

lower-case letter, (2) it 

can be done faster. 

Fia, 122. AH the letters of this 

alphabet are based on 
two elements, the straight line and the ellipse. The general 
direction of strokes is always downward or from left to right. 
Fig. 122 illustrates the straight line letters. Note that the dots 
of i and j and the top of the i are not on the cap line but slightly 
below, at a height called the "t line." All other ascenders touch 
the cap line. The slant side letters v w x and z are the same as 
the capitals with the sides making equal angles on each side of 
the line of slope. 
The 2 and y are curved 
at the drop line, the 
other letters of this 
group are made en- 
tirely of straight lines. Special care must be taken with v w x 
to keep the angles equal on each side of the direction Une. 

Fig. 123 shows the construction of the ''loop letters," made 
with a partial ellipse whose axis is inclined 45 degrees, in combi- 
nation with a straight line. A variation known as the ''pumpkin 



ijkltvwxy. 





FiQ. 123. 
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seed" letter, Fig. 124, ia used by some draftsmen. In lettering 
rapidly the loop letters tend to assume this form. 



^fabdgpq 



Fio. ■ 



" Pumpkin 



The c, e and o, Fig. 125 are based on the same ellipse as the 
capitals, not inclined quite as much as the loop letter ellipse. 
The € and o are made in two strokes as shown. In very rapid 
work o, V and w are often made in one stroke. The s ia also similar 
to the capital, but except in letters more than J-g' high is made 
in one stroke. 

C&e &S 'hW'fitiJi'g 

Fio. 125. Fm. laB. 

Fig. 126 shows the "hook letter" group. The important 
point in this group is to make the hook in a very sharp turn. 
The alternate form of y may be preferred to the atrjiight line 
form. 

The single stroke letter may be very much compressed and stii! 
be clear and legible. Fig, 127. 

ABCDEF6HIJKLMNOP0R5 
TUVWXYZ& 1234567890 
atcdefgfiijklmnop/]rstuvwxijz 

Fio, 127. — SinBlo stroke connireaacd loiters. 

Composition. — Composition in lettering has to do with the 
selection of appropriate styles and sizes of letters, arrangement 
and spacing. Proper spacing of letters and words is of even more 
importance than the formation of the individual letters. Letters 
are not spaced at equal distances along the guide lines, but so that 
the areas of white spaces, the irregular backgrounds between the 
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letters, are approximately equal, making them appear to be 
spaced uniformly. Each letter is spaced with reference to its 
shape and the shape of the letter preceding it. Thus adjacent 
letters with straight sides would be spaced farther apart than 
those with curved sides. Sometimes combinations such as LT 
or AV may even overlap. The entire word or Une must be 
studied to find what combination will set the area. It may be a 
word with round letters in it, or a combination like LA. Definite 
rules for spacing are not successful; it is a matter of artistic 
judgment. Fig. 128 illustrates word composition. 

PLAN OF AVIATION 
GROUNDS THE OHIO 
STATE UNIVERSITY 

Fia. 128. — Spacing of letters and words. 

The sizes of letters to use in any particular case may be deter- 
mined better by sketching them in lightly, than by judging from 
the guide lines alone. A finished line of letters always looks 
larger than the guide lines would indicate. Avoid the use of 
a coarse pen for small sizes, as well as one making thin wiry Unes 
for large sizes. Before inking a line of penciled letters rub the 
pencil marks so the excess graphite will not * 'muddy " the ink. • 

When Caps and Small Caps are used the height of the small 
CAPS should be about four-fifths of the caps. 

Words should be spaced so as to be read easily and naturally. ' 
The clear distance between words (except in compressed lettering), 
should never be less than a space equal to the height of the letter, 
nor more than twice this space. The clear distance between 
lines may vary from 3^^ to 1}^ times the height of the caps. 

The appearance of notes with several lines is improved by 
keeping the right edge as straight as possible as well as the left. 
Paragraphs should always be indented. As soon as the letter 
forms have been mastered all the practice should be directed to 
composition. 

Titles. — In the composition of a title for a drawing, the wording 
required should first be written out and divided into lines to give 
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best display. The usual fonn is the symmetrical title, 
lEced on a, center line. For this form the letters in each line 
are counted, a space counting as a letter, Fig. 129, the size and 
spacing of lines determined and each line started from its middle 
letter at the center 

10 mJ. > IV 

Uj-TlXi^ -CvJc cUtiuit, 

' A "' ' '..' I' ■,"■■■■■ '7 



*zigr 



pHEEEnnZEEtXPOMfT 



S^SXECIEni 



1 1)1- lAII ■ '^- 



Fia. 129.— Tide compOHil 



line. It is sketched 
in lightly and finished 
as shown. ■ 

Outlined Commer- 
cial Gothic— Thus far 
the so-called "gothic " 
letter has been con- 
sidered only as a 
single stroke letter. 
For ei«es larger than 
say five-sixteenths of 
an inch, or for bold 
face letters, it is drawn 
in outhne and filled in 
solid. For a given 
size this letter is read- 
able at a greater distance than any other style, hence would be 
used in any place where legibility is the principal requirement. 
The stems may be from one-tenth to one-fifth of the height, 
and much care must be exercised in keeping them to uniform 
width at every point on the letter. In inking a penciled outline 
keep the outside of the ink line on the pencil line, otherwise the 
finished letter will be heavier than expected. 

Making two strokes in place of one, the general order and 
direction is similar to the single stroke analysis, as shown in the 
typical examples of Fig, 130. Free ends such as on C, G and S 
are cut off perpendicular to the stem. The stiffness of large 
letters is sometimes relieved by finishing the ends with a shght 
spur as shown on the "M." The figure shows the characteristic 
appearance of the letters of this alphabet. 

The Roman Letter. — The Roman letter has been mentioned 
SB the parent of all the styles however diversified which are in use 
today, and although there arc many variations of it there may be 
said to be three general forms, (1) the early or classic, (2) the 
r&oaiseance, (3) the modern. The first two are very similar in 

M and the general term "Old Roman" is used for both 
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The Romaa letter \a composed of two weights of lines, corre- 
sponding to the down stroke and the up stroke of the broad reed 
pen with which it was originally writt«n. It is an inexcusable 
fault to shade a Roman letter on the wrong stroke. 



nfi^iN. 



l.®Ow£^. 




5<t1 



lABCDEFGH 

ukLmnop 

nnn^oQRsfuVW 
h I BXYZ 12345 



Role for Shading. — All horizontal strokes are light, all \-ertical 
strokes are heavy, except in M, N and V. Trace the shape of 
the letter from left to right . down strokes are hea%-j- and up strokes 
are light. 

Fig. 131 is an Old Roman alphabet with the width of the body 
stroke one-tenth of the height of the letter and light tines sli^tly 
over one-half this width. The Old Roman is the architect's one 
general purpose letter, A single stroke adaptation of it, Fig, 
132, is generally useil on arfhitectural working drawings. 

Modeni Roman. — Civil Engineers in particular must be famil- 
iar with the Modern Roman as it is the standard letter for map 
titles and the names of civil divisions, as countries and cities. 
It is a difficult letter to dr.tw, and can only be mastered by care- 
ful attentiou to details. The heavy or ""IkkIv strokes" are from 
one-sixth to one-eighth the height of the letter and the thin or 
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ABCDE 
FGHIJK 
LMNOP 
QRSTU 
VWXYZ 
^12345 
6789O: 



Fia. 131,— Old Roman 
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"hair lines" comparatively very light. Fig. 133 is an alphabet 
made on a scale whose unit is one-seventh of the height. By 
dividing the required height into seven equal parts, a small paper 

5INGLEJTR.Ott ROMAN FOL 
ARCHITECTURAL DFAWINGJ 

abcdefohijlclmnopqrjtuvwxy- 



Fia, 133.— CHd Romaa aag^e stroke. 



xyzj 

■s, using fl 
RaowA 



^ca\e, as shown, may be made to aid in penciling the letters, 
the widths given. 
The order and direction of strokes used in drawing 

lABCDEFG 
HIJKLMNQ, 
PQRSfU^ 
WXYZ&12 3 
,4567 8 9 .0.^ 



FM. 13S.— Mo4kb Kowm. 



tettt-rs is illii6trate-4 in the tvpical ^^tt^^^s of Rg. 134. The 
"serifs" on the ends i>f ibu stivkn extend one ^pac? on each aide, 
and ve joined to tbe stroke by smsU &l]et$. Roman letteis an, . | 
spoiled of teoer bjr poor writs and fiUrts than in any othflr i 
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Tor letters smaller than one-quarter inch it is best to orait the 
body stroke fillets altogether. It will be noticed that the 
curved letters are flattened slightly on their diagonals. 



TTHTT 




Via, 134. — Mudem Roman 



The Roman letter may be extended or compressed, as shown 
in Fig. 135, For these a scale for widths may be made, longer or 
shorter than the normal scale. For example, the compressed 
letters of Fig. 135 are made with a scale three-fourths of the height 
divided into sevenths. 

EXTENDED ROMAN 
BCGHJKLPQSUVW 

COMPRESSED ROMAN-BHKTWG 

Fio. 135. — ^MoHcrn Roinnn pjiciidod and niiiiprerispil. 

Inclined Roman. — Inclined letters are used for water features 
on maps. Fig. 136 gives the inclined Roman, made to the same 
proportions as the upright of Fig. 133. The slope may be from 
G5 to 75 degrees. Those shown are inclined "2 to 5." The 
lower-case letters in this figure are known as "stump" letters. 
For small sizes their lines are made in one stroke of a fine flexible 
pen, while larger sizes are drawn and filled in. 
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A B CDEFGHI 

JKLM NOPQR 
STUVWXYZ& 

abcdefghijklmno 

1234567800 



Fi«s. i;Mk — IndiDed Rooewb mzkd stomp 



The loUowing exervise:? are ifc^gned for a 5" X 7" space. The 
dr^t teiK Serit^ 1 and II, are for vertical letleis, with the same 
s|>eeilicatioiis lor S^^rit^s III and 1\\ for inelined letters. 

Scries L Scnck Stroke Vcrtkai Caps 

1. Lanjce W;cer^ iu (vcK-iL tor o:&nftul $t*<idy oc tfase s^pcs of the indiYidiial 
Wttinrs. c^lartiujj: ^\%" frxHu ;oc> K^nler lisbe draw icwbie tines for fire fines 
of *$ Wcurr*. with o*«kr d5*5ArLv>f S*«wvefx bbse?? ^". DiEav eacli of the 
$trai^bL; Ixae V::enfv I H T L K F N 2 X Y V A K M W tour uznes in pencil onhr. 

iM,ik;.rr^ dk v-an^'u: scuvly v.^^ :h< Jec^fc« wtch !:h< ocier dkni doeetioa of strokiss 
as ^tv«i i:t V;^ UX> '.o lOr. ^^^ 15? is a^ tua-^stie repcvcxicUkn o£ one conier 
of «iia^ «f-\x!Tvtse. 

1. Stfc2:ie *s Kv I. :Vr ,'urvvd itae Vcoerk OvJCO DU JBPRS. Skndr 
r:^ U^u? Ill 

♦ji >^uv;> v.^ i:: -^^^ lu 

4. Ov^cijx^sii-x^ii S!cu< *a>oiiS ** for Kx \ Ketirii piirs(|7ap& on com- 
fWi":*.Hr. :Sfci *e«:vT :i».* :oilo%i33r|j iv^ jjwtj. ji :>f!uciL I WORD COM- 
FV\>riK>N > IVI\V>K>VFH105^1XVKY i rvVH^S 4t EliriPMKXT, 

draw j^iidie a»» :vr xJinif lixfrsw »J< 'h W<rje« Dfcaw «idi jM^er 
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order, first four times in pencil then four times directly in ink. Fig^ 138 
shows one corner of this exercise. 

6. One-eighth inch vertical letters. Starting H" from top border draw 
guide lines for 18 lines of 3^" letters. Make each letter and numeral eight 
times directly in ink. Fill the lines remaining with a portion of the para- 
graph on composition on page 63. 



T 



} 



IB 



T 



«o 




Fio. 137. 

Series n. Single Stroke Vertical Lower Case 

7. Large letters in pencil, for use with J^" caps. Starting J^" from top 
draw guide lines for seven rows of letters, with cap line, waist line, base line 
and drop line for each. This can be done quickly by spacing }^" uniformly 
down the sheet, bracketing the cap and base lines to avoid mistake. Make 
each letter of the alphabet four times in pencil only. Fig. 139 shows one 
comer of this exercise. 



2. 



IILB 



BHETH 



IZCCEIEfl 



Fia. 138. 

8. Composition. Same layout as Ex. 7. Letter a portion of the para- 
graph on composition, page 63. 

9. Small vertical lower case, in pencil and ink, for use with Jfe" caps. 
Starting J^" from top draw cap, waist and base lines for thirteen lines of 
letters (Braddock No. 6 spacing). Make letter **a" six times in pencil, then 
six times in ink. Follow with each letter of the alphabet. Fig. 140. 
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10. Compofiition. Same spacing as Ex. 9. Letter the opening para- 
graph of this chapter in vertical lower case. 

Series IIL Sini^e Stroke Indined Capitals 

11 to 16. Same spacing and specifications as Series I, Ex. 1 to 6, but for 
inclined letters. Study Fig. 120. 



1 
. 1 

1 


in~Q"Q a:trb:b:b:7 

v^ -^ t ^ ^ r 


EfrFHTTTf f f f IliJ 

Rg. 139. 



Series IV. Single Stroke Indiiied Lower Case 

IT to to. Same as Sorit'eit II. Ex. 7 to 10 but for inclined letters. Study 
Kig9. V2l to 1J6. 

Series V, HeaTy Stroke Commercial GotMc 

11 and tt. Uv ^>ut thrw Unois of ^S^" letters, vith ^" between lines. 
\lak« th<» alph:ilvl AUii nuinomb in g^roiip aider. 



V 



;*£ aoaaoaaaaaaafe^^^ESffi 



\ ccc.ccoccccccd BgB5rfeLcQ 

S^uM Yl, Kyxmaa Letters 
t) Aw*l \I4 \ w oui 0\uv lo>,v^ ,v; Ts Vu^-r^ ^ apdtft. Make Old 

tK \^^\ y^\\\ UNO tuvx^» ^^ s^^s \ j^.v^^ M*ke Modem Roman 
tK \ y\ oui MS in.x^. \ K»»i\ \ ^;av.« V.Ut- ItV.sc and Stump letters 



CHAPTER VI 
Orthographic Projection 



The previous chapters have been preparatory to the real sub- 
ject of engineering drawing as a language. In Chapter I was 
pointed out the difference between the representation of an object 
by the artist to convey certain impressions or emotions, and the 
representation by the engineer to convey information. 

If an ordinary object be looked at from some particular station 
point, one may usually get a good idea of its shape, because (1) 
generally more than one side is seen, (2) the Ught and shadow on 
it tell something of its configuration, (3) looked at with both eyes 
there is a stereoscopic effect to aid in judging dimensions. In 



Pktvrt Phne 





Fio. 141. — Perspective projection. 

technical drawing the third point is never considered, but the 
object is drawn as if seen with one eye; and only in special cases 
is the effect of Ught and shadow rendered. In general we have 
to do with outUne alone. 

If a transparent plane be imagined as set up between an object 
and the station point 5 of the observer's eye, Fig. 141, the inter- 
section with this plane, of the cone of rays formed by lines from 
the eye to all points of the object, will give a picture of the object, 
which will be practically the same as the picture formed on the 
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retina of the eye by the intersection of the other end (nappe) of 
the cone. 

Drawing made on this principle is known as perspective draw- 
ing and is the basis of all artist's work. In a technical way it is 
used chiefly by architects in making preliminary sketches for their 
own use in stud\nng problems in design, and for showing their 
clients the finished appearance of a proposed buflding. It is 
entirely unsuited for working drawings, as it shows the object 
as it appears and not as it reaUy is. The problem in engineering 
drawing is to lepiesent the exact shape of the object in its three 
dimensions, length, breadth, and thickness, on the paper, which 
has only two dimensions. To do this the system of drawing 
known as artkograpkic projttiion has been devised.^ 




C A £ 



W 



^ 



4-6; 



rcj 



r>o.. 14^. -A Si.v^ And itt thrw 



Practioall>\ this nicaiis that the object is drawn in different 
•'viewsi/' ono as it mwuUi appear as if locked at from the top, 
another as if liv^kcsl ai fn^ni siraicfet in front, and if necessary 
another as <^v« fn'kni the sii^o or end. T^us the shape of a block 
such a;i V^. 14;? wouKl U^ A>?arnlxsi rompk-trfy in the views a, 6 
and <•. 

VXpl^iniiv^ more aivur»tel> o-^k^^aphic p^^^jetti^m i$ the method 
of 'Yj>">,^^>/;»?4: thr ir/rn /«v*n» ^v or, Ah»e«v if, Ttpff cr mufre views on 
;v\7*«> fv»M '»#/». «>/ '^'ohf <*i»^<ii*,< /<- vnA^l a;ht^, hi dropping p er p en- 

If tho Nt.'^tion ^v^jut S. >^^ )41 be c^Miwh-ed as moved back 
th^^^ivt^^'*U^ to ,Hn u^fuuto d»>usi>,v the \isijal ra^-^ would beoome 

,«onM^v ^u^^^ \}u w^'t-.i-. '»' »>»*i«i, ,\ -. v.» • •»-., ,>»f,.»ii, • - That 'tt'.'lll 

iivNimotu ,M \)u- v,,i-..,s , „v I, ). HI-,) ,v i>»H;yi,x;i;».:i-s This >HKkk may be 

OiM>SS?,VNsi 'ix MTi n»M|*K pA^iXHinisxi.. \v yU^i ' S'W^n*. : 1 n|: SubjCKOs With 



..^^" 



A 



ORTHOGRAPHIC PROJECTION 



V, parallel lines perpendicular to the picture plane, Fig. 143, and 
their intersectionB with it would give a picture, orprojection,of 







Fio. 143. — Ortbocnphic projection. Fio. 144.— The plBoes of projection. 

the same height and width as the object. If now another trans- 
parent plane be imE^ned as placed horizontally above the object 
and perpendicular to the first plane, 
as in Fig. 144 the projection on this 
plane, found by extending perpen- 
diculars to it from the object, will 
give the appearance of the object 
as if viewed from directly above it, 
and will show exactly its width and 
^> thickness. These two planes rep- 
\ resent the paper, and if the hori- 
\ 'i zontal plane be revolved about its 
,J"_j intersection with the vertical plane 
as in Fig. 145 until it lies in the ex- 
tension of the same plane the two 
views will be shown in their cor- 
rect relationship, and together will 
give the three dimensions of the 
object. Similarly any other side 
may be represented by imagining it 
to be projected to n plane and the 
plane afterward revolved away 
from the object into the plane of the paper. 
Thus an object, Fig. 146 may be thought of as surrounded by a 




\^lKa/ Plane 



Fia. 145.- 
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Fio. 147. — The tiuuparrDt box. 



\oy 



Fio 148.— The boi opened. 
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box with transparent sides, Fig. 147. The projections on these 
sides would be practically what would be seen by looking straight 
at the object from positions directly in front, above and at both 
sides, lliese planes of projection when revolved into one plane, 
as in Fig. 148 show the relative positions of the different pro- 
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Fio. 149. — The three projections. 

jections, Fig. 149. The projection on the front or vertical plane 
is known as the front view, vertical projection, or front elevation; 
that on the horizontal plane the top view, horizontal projection, 
or plan; that on the side or "profile'* plane the side view or end 
view, profile projection, side or end elevation. When necessary 
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Fig. 150. — Front, sides, back and bottom views. 

the bottom view and back view may be made in a similar way by 
projecting to their planes and opening them up to coincide with 
the vertical plane, Fig. 150. 

Three principles are evident, (1) the top view is directly over 
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the front view, (2) the Bide views are in the same horizontal line 
as the front view, (3) the widths of the side views are exactly the 
same as the width of the top view. It should be noted par^ 
ticularly that in the side view the front of the object is facing the 
front view. 
The following principles should also be noted: 

4. A surface parallel to a plane of projection is shown in its 
true size. 

5. A surface perpendicular to a plane of projection is projected 
as a line. 

6. A surface inclined to a plane of projection is foreshortened. 
Similarly; 

7. A line parallel to a plane of projection will show in its tme 
length. 

/ Note. — The system just explained la known as "third angle projection." 
If the horiiontal and vertical planes are extended beyond their intersection, 
four dihedral angles will be formed, which are numbered as illuBtrat«d ia 
Fig. 151. If the objei't be placed in the first angle, projected to the planes 
and the planes opened aa before the top view would evidently fall below the 
front view, and if the profile view were added the view of the left side of the 
figure would be to the right of the front view. This system, known as 
"first angle projection," was formerly in universal use, but was generally 
abandoned in this country twenty-five or thirty years ago and b now almost 
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Flo. 151. — First angle proioctioD. 



obsolete. 'Hic student should understand it, however, as it may be en- 
countered occasionally in old drawings, in some book illustrations and in 
foreign drawings. 

In England some attempt i.s being mailo to introduce the more practical 
third angle projection hut nearly all British drawings are either first angle, 
or with the curious combination of first angle for top and front viewa and 
third angle for the side view. 
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8. A line perpendicular to a plane of projection will be pro- 
jected as a point. 

9. An inclined line will have a projection shorter than its 
true length. 

In practice only as many views are made as are necessary to de- 
scribe the object, and the "ground lines" or intersections between 
the reference planes are not ^ u^ ^ ,- 

'^ r pfo space- oeQfnning of line 

represented. In beginning yi 

the study of projections it is 
well to draw freehand the 
three views of a number of 
simple objects, developing the 
ability to write the language, 
and exercising the imagina- 
tion in seeing the object 
itself by reading the three 
projections. 

As a general rule to be fol- 
lowed, the view showing the 
characteristic contour or shape of a piece should be drawn first. 

A line on a drawing always indicates an intersection of two sur- 
faces, a visible edge being represented by a full Une and an in- 
visible one indicated by a dotted line, t.6., a line made up of 
short dashes (see Fig. 48). Notice carefully the method of 
starting dotted lines as dhown in Fig. 152. 

One cannot read a drawing by looking at one view. Each line 
on the view indicates a change in direction, but the corresponding 
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Fio. 152. — Starting dotted lines. 
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Fio. 153. — A progressive series. 



part of another view must be consulted to tell what the change is. 
For example, a circle on a front view may mean either a hole or a 
projecting boss. The side view or top view will show immediately 
which it is. 

Fig. 153 shows successive cuts made on a block and the corre- 
sponding projections of the block in the different stages. The 
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effort should be made to visualize the object from these projections 
until the projection can be read as easily as the picture. A 
drawing as simple osA' or B' can be read and the mental picture 
formed, at a glance; one with more lines as E' will require a little 
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Fio. 154. — A progressive series. 

time for study and comparison of the different views. One 
cannot expect to read a whole drawing at once any more than he 
would think of reading a whole page of print at a glance. 

Fig. 154 is another progressive series illustrating the necessary 
use of dotted lines to represent invisible parts. 
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Fig. 155. — Problems to be sketched in orthographic projection. 

The objects in Fig. 155 are to be " written*' in orthographic 
projection by sketching their three views. Similar practice 
may be gained by sketching the projections of any simple models 
or objects with geometrical outlines such as those illustrated in 
Fig. 461. 
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After a study of the methods of pictorial representation (Chap- 
ter VIII) this operation should be reversed, and reading prac- 
tised by making the pictures of objects drawn in orthographic 
projection. 

Auxiliary Views. — Sometimes a view taken from another 
direction will aid in showing the shape or construction of an 
object to better advantage than can be done on the three refer- 
ence planes alone, and often such a view will save making one or 
more of the regular views. This applies when it is necessary to 
show some feature on an incUned surface. The true shape of 
the surface may be shown in what is known as an auxiliary view, 




Fio. 166. — Auxiliary projection. 



which may be thought of as simply a view looking straight 
against the surface. In other words it is a projection made on an 
auxiliary plane parallel to the inclined surface. 

Such planes may be set up anywhere perpendicular to one of 
the planes of projection and revolved parallel to the plane of the 
paper. In practical work extensive use is made of auxiliary 
views in showing the true size of sections and of faces of irregular 
pieces. A part for example Uke Fig. 156 would be drawn as 
shown, in this case making both the auxiliary views and the 
top view as partial views. 

The auxiliary projection is usually only a partial view of the 
piece, and it may be placed in any convenient space on the 
paper. 

Auxiliary views are worked from center or other reference lines 
and their dimensions are directly obtainable from the other views. 
Thus to draw the auxiliary view of the truncated prism, Fig. 
157, first draw the center line parallel to the cut face, project 
each point of the front view by drawing a perpendicular to the 
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center line from it. The width of the auxiliary view will evidently 
be the same as the width of the top view. Thus for each point 
measure its distance from the center line on the top view and 
lay off this distance from the center line on the auxiliary view. 
Revolution. — The natural way to place an object would be is 
the simplest position, with one face or edge parallel to a plane of 
projection. Sometimes, however, a piece must be showD in a 
position oblique to one 
or both planes. In such 
a case it may be neces- 
sary to draw it first in a 
simpler position, in order 
to find the dimensions, 
then to revolve it to the 
required position. 

fluic.- — If an object be 
revolved about an axis 
perpendicular to a plane, 
(1) its projection on that 
plane will remain un- 
>^ changed in size and 
shape; (2) the dimen- 
sions parallel to the axis 
on the other planes of 
projection will be »m- 
changed. 
Thus if the object at 

Rf. 157.-AuxiUan' projecUoi,. ^ .^^ pj^ j^g ^ revolved 

about a vertical axis through 30 degrees the top view will be 
unchanged in shape but will take a position as in B. The height 
of the object has not been changed in the revolution, so the new 
front view is found by projecting each point in order across 
from the original front view to meet a projection Une dropped 
from the new top view. The side view is found by the regular 
methods of projection, as shown. 

To avoid confusion, it is well to letter or number the corre- 
sponding points as the views progress. 

Similarly, if an object be revolved about a horizontal axis, 
perpendicular to the Y plane, Fig. 159, the front view would be 
unchanged and would be copied in its revolved position. The 
new top view would be found by projecting across from the origi- 
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nal top view and up from the new front view. The side view 
would be found as before. 

In a revolution forward or backward about an axis perpendicu- 
lar to the profile plane the side view is unchanged and the new 
front view is found bj^ projecting across from the side view, the 
width being the same as the oiiginal front view. 




Fio. 16S. — Revolution about &xia perpendicular to H. 

Successive revolutions may be made under the same rules. 
Fig. 160 is a block revolved first about an axis perpendicular 
to H through 30 degrees, from this position revomd about an 
axis perpendicular to V through 45 degrees, and from, this 




Fia. 169. — Revolution about axis perpendicular 



poeition revolved again about an axis perpendicular to the pro- 
file plane through 15 degrees. 

Evidently the only difference between the methods of revolu- 
tions and auxiliary projections is that in the former the object is 
moved while in the latter the plane of projection is moved. 
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Although in practical drawing objects would never be placed in 
these complicated positions unless unavoidable, problems in 
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Fio. 160. — Successive revolutions. 

revolution are an excellent aid in the 
understanding of the theory of projec- 
tion. 

The True Length of a Line. — A line 
inclined to both H and V will not show 
its true length in either projection. If 
it be revolved until it is parallel to one 
of the planes its projection on that plane will be its true length. 

This may .be easily understood by assuming the line to be an 
element on a cone, as in Fig. 161. The slant lines of the front 






True Length 




Fig. 101. — True length of a line. 



view of a cone show the true lengths of its elements. If the 
cone be imagined as revolved about its axis each element in 
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^Um will take a position parallel to the plane of projection. Thus 
if the line AB be assumed to be on a cone aa in the figurp, its 
true length would be found by revolving the top view until it is 
parallel, and projecting the end down to meet a horizontal line 
corresponding to the base of the oone. 

Sectional Views.^-Often it is not possible to show clearly the 
interior construction or arrangement of an object by outside 
riews using dotted lines for the invisible parts. In such case 
lie object is drawn as if a part of it nearest the observer were 




Fio. 162. — Picture of a cutting plnne. 



cut or broken away and removed. A projection of this kind is 
known as a sectional view, or section, and the exposed cut surface 
of the material is indicated by "section fining." It should be 
understood that in thus removing an obstructing portion so as 
to show the interior on one view, the same portion is not removed 
from the other views; but on the view to which the cut surface is 
is perpendicular the edge or "trace" of the cutting plane is 
indicated by a line. Fig. 162 illustrates pictorially a cutting 
plane A~B, and the appearance of the bearing after the part in 
front of the plane has been removed. Fig. 163 is the drawing 
of the bearing. The top view shows the trace of the cutting 
plane, and illustrates the fact that the cutting plane need not 
be continuous but may be taken so as to show the construction 
to the best advantage. The front view is a typical section. It 
illustrates the rule that shafts, bolts, nuts, rivets, keys, etc., whose 
axes occur in the plane of the section are left in full and not 
sectioned; and the rule that adjacent pieces are sectioned lined 
in opposite directions. 

Section lining is done with a fine line generally at -15 degrees, 
spaced uniformly to give an even tint, the spacing being governed 
by the size of the surface, but except in very small drawings 
not less than ^Ic"- 0" drawings to be inked or traced the sec- 
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tion lining is only indicated in pencil and is ruled directly in ink. 
The spacing is done entirely by the eye. Care should be exer- 
cised in setting the pitch by the first two or three lines, and one 
should glance back at the first Unes often in order that the pitch 
may not gradually change to wider or narrower. 

When a figure is symmetrical about an axis it is a common prac- 
tice to combine two views by showing one-half in section and the 
other half in full. 




— B 



Fig. 163. — Section on A-B, 



Sections are used very extensively in working drawings, 
and a decription of the use of broken sections, turned sections, 
dotted sections, and of the violation of theory will be found in 
Chapter X. 

PROBLEMS 

Selections from the following problems are to be made for prac- 
tice in projection drawing. They are intended to be drawn with 
instruments, but will give valuable training done freehand, on 
either plain or co5rdinate paper. 
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The two things to be told about an object are its shape and its 
size. The former is given by the projections, the latter, which is 
just as important, is given by the dimensions. These problems 
may be drawn as iotroductory working drawings by adding di- 
mension lines and figures. If this is done the section on Dimen- 
sioning in Chapter X, page 168, must be studied carefully, the 
dimensions placed according to the rules given, and checked for 
accuracy. 

If drawn to the sizes given the problems will each occupy a 
space not to exceed 5" X 7". 



Group I. Frojectioas from Pictorial Views 

Problems 1 to 8. — Figs. 164 to 171. Draw three viewa of earh piece. 
Scale full eise. The first requirement of a good drawing, after deciding on 
the requisite views, is to have the views well spaced on the sheet, allowing 
adequate room for dimensions. A quick preliminary freehand sketch will 
aid in this study. Then block out the three views together following the 
general order illustrated in Fig. 35(|. Work hghtly in pencil, and so accu- 
rately that the dinnensions may be put on by scaling the drawing instead of 
referring to the figure in the book. 

Group n. Views to he Supplied 

9, 10, 11, 12.— Figs, 172 to 175. Transfer thegiven views with thedivideri, 
doubling all dimensions. Draw three complete views of each piece. Check 
projections carefully. 

18, 14, 16, 16,— Figs- 176 to 179. Draw three views as specified. 

Group in. Auxiliary Problema 

17, 18, 19.— Figs. 180 to 182. Draw views given, and auxiliary view. 
30, 31, S3.— Figs. 183 to 185. Draw a vertical projection and other neces- 
sary view3 or part views. 

Group IV. Revolutions 

(H = horizontal plane, V = vertical plane, P = profile or side plane.) 
83. tl) Draw three views of one of the blocks of Fig. 183, in simplest 
position. (2) Revolve from position (I) about an axis i.11 through IS 
degrees. (3) Revolve from position i2) about an axis i.V through 45 
degrees, (4) Revolve from position (1) about an axis IP forward through 
30 degrees, (5) Revolve from position (2) about an axis LP forward 
through 30 degrees. (6) Revolve from position (3) about an axis XP for- 
ward through 30 degrees, 1(4), (5) and (6) may be placed to advantage 
under (1), (2) and (3) so that the widths of front and top views may be 
projei-ted down directly.] 

34. Complete top and front views of Fig, 187, and draw side view of box 
in position as shown using au.xiliary view shown at A to obtain projections 
of lid. Scale Q" = I ft, 

. Determine what views will represent the piece, Fig. 188, to the beat 
uitage. Submit sketch before drawing. Scale 1>S" = I ft, 
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Fiu. 185— Prob. 23, 
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Gnnip V. Tra« Lengtta 

36. Tind tnie length of the body dii^oaal of a 2" cube. 

ST. Find true length of an edge of one of the pyramids of Fig. 186. 

88. Find true length of any element, as AB, of oblique cone, Fig. 189. 
Scale 6" - 1 ft. 

S9. Find true length of line AB on brace, Fig. 190, and make a detail 
drawing of the brace. Scale H" >• 1 ft. 




Flo. 189.— Ptob. 28: 



Fio. IflO.— Prob. 20. 



Groap VL Sectional Wews 

50. Rg. 191. Draw in section, full size. 

51. Fig. 192. Draw in section, full size. 

82. Fig. 193. Draw end view in section, and front view with lower half 
in section. Scale 6" = 1 ft. 

S8. Fig. 194. Draw three views, front view in section. Scale 6" = 1 ft. 
S4. ng. 195. Draw three views, front view in section. Scale 3" = I ft. 
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S6. E^. 196. Draw three views, front and end views in section, full size. 
S6. f^. 197. Draw complete top and front views, front view in section. 
Find tangent points accurately. 

37. Fig. 198. Draw three views, front view in section, full size. 
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FiQ. 106.— Prob. 34. 

Group Vn. Drawing from Description 

38. Draw three views of a pentagonal priam, axis 1" long and perpendicu- 
lar to H, circumscribing circle of base l}i" diam., surmounted by a cylin- 
drical abacus (cap) IH" diam., ^" thick. 

99. Draw three views of a triangular card each edge of which is 1^" long. 
One edge is perpendicular to P, and the card makes an angle of 30 degrees 
with H. 
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Pio. 196.— Prob. 36. 



44X Draw three views of a circular card l^"diam., inclined 30' to H, and 
perpendicular to V. (Find 8 points on the curve.) 

il. Draw three views of a cylinder l"diam., 2"long, with hexagonal hole, 
H" long diam., through it. Axis of cylinder parallel to H and inclined 30 
degrees to V. 



96 



ENGINEERING DRAWING 



42. Draw top and front views 
of a hexagonal plinth whose 
faces are %" square and two of 
which are parallel to Hy pierced 
by a square prism 2%'* long, 
base yi" square. The axes 
coincide, are parallel to H, and 
make an angle of 30 degrees 
with V, The middle point of 
the axis of the prism is at the 
center of the plinth. 

4S. Draw the two projections 
of a line 2" long, making an 
angle of 30 degrees with V, and 
whose V projection makes 45 
degrees with GX., the line 
sloping downward and back- 
ward to the left. 

44. Draw three views of a 
square pyramid whose faces 
are isosceles triangles l^i" base 
and 2" alt., lying with one face 
horizontal, the H projection of 
its axis at an angle of 30 degrees 
with G.L. 




Prob. 




Fio. 108.— Prob. 37. 



45. Draw three views of a 
triangular pyramid formed 

of four equilateral triangles 
whose sides are l?i". The 
base makes an angle of 45 
degrees with Hy and one of 
the edges of the base is per- 
pendicular to V. 

46. Draw top and front 
views of a rectangular 
prism, base %" X l>i 
whose body diagonal is l?i 
long. Find projection of 
prism on an auxiliary plane 
perpendicular to the body 
diagonal. 
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CHAPTER VII 
Developed Surfaces and Intersections^ 

Surfaces. — A surface may be considered as generated by the 
motion of a line. Surfaces may thus be divided into two general 
classes, (1) those which can be generated by a moving straight 
line, (2) those which can be generated only by a moving curved 
line. The first are called nUed surfaces, the second, double curved 
surfaces. Any position of the moving line is called an element. 

Ruled surfaces may be divided into (a) planes, (&) single 
curved surfaces, (c) warped surfaces. 

A plane may be generated by a straight line moving so as to 
touch two other intersecting or parallel straight lines. 

Single curved surfaces have their elements either parallel or 
intersecting. These are the cylinder and the cone; and a third 
surface, which we shall not consider, known as the convolute, in 
which the consecutive elements intersect two and two. 

Warped surfaces have no two consecutive elements either par- 
allel or intersecting. There is a great variety of warped surfaces. 
The surface of a screw thread and of the pilot of a locomotive are 
two examples. 

Double curved surfaces are generated by a curved line moving 
according to some law. The commonest forms are surfaces of 
revolution, made by the revolution of a curve about an axis in 
the same plane, as the sphere, torus or ring, ellipsoid, paraboloid, 
hyperboloid, etc. 

Development. — In some kinds of construction full-sized pat- 
terns of different faces, or of the entire surface of an object are 
required; as for example in stone cutting, a templet or pattern 
giving the shape of an irregular face, or in sheet metal work, a 
pattern to which a sheet may be cut that when rolled, folded, or 
formed will make the object. 

* The full theoretical discussion of surfaces, their classification, proper- 
ties, intersections, and development may be found in any good descriptive 
geometry. 

7 97 



98 ENGINEERING DRAWING 

The operation of laying out the complete surface on one plane 
is called the development of the surface. 

Surfaces about which a thin sheet of flexible material (as paper 
or tin) could be wrapped smoothly are said to be developable; 
these would include figures made up of ptanea and single curved 
surfaces only. Warped and double curved surfaces are non- 
developable, and when patterns are required for their construc- 
tion they can be made only by some method of approximation, 
which assisted by the pliability of the material will give the re- 
quired form. Thus, while a ball cannot be wrapped smoothly, 
a two-piece pattern developed approximately and cut from 
leather may be stretched and sewed on in a smooth cover, or a 
flat disc of metal may be die-stamped, formed, or spun to a 
hemispherical or other required shape. 

We have learned the method of finding the true size of a plane 
surface by projecting it on an auxiliary plane. If the true size 
of all the faces of an object made of planes be found and joined 
in order, at their common edges, the result will be the developed 
surface. This may be done usually to the best advantage by 
finding the true lengths of the edges. 




Fia. 1B9. — The cylinder developed. Fia. 200. — The cone developed. 



The development of a right cylinder would evidently be a 
rectangle whose width would be the altitude, and length the 
rectified circumference, Fig. 199; and the development of a right 
cone with circular base would be a sector with a radius equal to 
the slant height, and arc equal in length to the circumference of 
the base. Fig. 200. 

In the laying out of real sheet metal problems an allowance 
must be made for seanis and lap, and in heavy sheets for the thick- 
ness and for the crowding of the metal; there is also the considera- 
tion of the commercial sizes of material, and of economy in cut- 
ting, in all of which some practical shop knowledge is necessary. 
This chapter will be confined to the principles alone. 
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In the development of any object its projections must first be 
made, drawing only such views or parts of views as are necessary 
to give the lengths of elements and true size of cut surfaces. 

To Develop the Hexagonal Prism. — Fig. 201. Since the base 
is perpendicular to the axis it will roll out into the straight line 
AB. This line is called by sheet metal workers the "stretchout. " 
Lay oS on AB the length of the perimeter of the base, and at 
p>oints 1, 2, 3, etc., erect perpendiculars, called "measuring lines," 
representing the edges. Measure on each of these its length as 
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Fio. 201. — Development of hexagonal prism. 



given on the front view, and connect the points. For the de- 
velopment of the entire surface in one piece attach the true size 
of the upper face and the bottom in their proper relation on com- 
mon lines. It is customary to make the seam on the shortest 
edge. 

To Develop the Right Cylinder.— Fig. 202. In rolUng the 
cylinder out on a tangent plane, the base, being perpendicular to 
the axis, will develop into a straight line. Divide the base, here 
shown as a bottom view, into a nmnber of equal parts, represent- 
ing elements. Project these elements up to the front view. 
Draw the stretchout and measuring lines as before. Transfer 
the lengths of the elements in order, either by projection or with 
dividers, and join the points by a smooth curve. Sketch the 
curve very lightly freehand before fitting the curved ruler to it. 
This might be one-half of a two-piece elbow. Three-piece, 
four-piece, or five-piece elbows may be drawn similarly, as illus- 
trated in Fig. 203. As the base is symmetrical, one-half only 
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ueed be drawn. In these cases the mtermediate pieces at B,C 
and D are developed on a stretchout line formed by laying off 
the perimeter of a section, called a "right section" obtained by 
a plane perpendicular to the elements. Taking this plane 




Fia, 203. — Dcvplopment of five piece elbow. 

through the middle of the piece the stretchout tine becomes th» 
center line of the development. 

Evidently any elbow could be cut from a single sheet without; 
waste if the seams were made alternately on the long and shorb 
sides. 
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The octagonal dome, Fig. 204 illustrates an application of the 
development of cylinders. Each piece is a portion of a cylinder. 
The elements are parallel to the base of the dome and show in 
their true lengths in the top view. The true length of the stretch- 
out line shows in the front view at O^A'. By considering 0*j1* 
as the edge of a right section the problem is identical with the 
preceding problem. ' 




Fio. 204, — Developmeat of octagonal dome. 



The true shape of a hip rafter is found by revolving it until 
parallel to the vertical plane, in the same manner as finding the 
true length of any line, taking a sufficient number of points on 
it to get a smooth curve. 

To Develop the Hexagonal Pyramid. — Fig. 205. Since this 
is a right pyramid the edges are all of equal length. The edges 
OA and OD are parallel to the vertical plane and consequently 
show in their true length on the front view. With a center 0| 
taken at any convenient place, and a radius O'A' draw an arc. 
On it step off the perimeter of the base and connect these points 
successively with efwh other and with the vertex Oi. 

The line of intersection of the cutting plane is developed by 
laying off the true length of the intercept of each edge on the cor- 
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responding line of the development. The true length of these 
intercepts is found by revolving them about the axis of the pjrra- 
mid imtil they coincide with O^A^ as explained on page 84. 
The path of any point, as K^, will be projected on the front 
view as a horizontal line. For the development of the entire 




Fia. 205. — Development of hexagonal pyramid. 




Fio. 206.- 



■Development of rectangular pyramid. 



surface of the truncated pyramid attach the base, also find the 
true size of the cut face and attach it on a common line. 

The rectangtilar pyramid, Fig. 206, is developed in a similar 
way, but as the edge OA is not parallel to the plane of projection 
it must be revolved to O^'Ar to obtain its true length. 
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To Develop &e Truncated Right Cone.— Fig. 207. Divide the 
top view of the base into a convenient number of equal parts, 
project these points on the front view and draw the elements 
through them. With a radius equal to the slant height of the 
cone, found from the contour element O'A' which shows the 
true length of all the elements, draw an arc, and lay off on it the 
divisions of the base, obtained from the top view. Connect these 
points with Oi giving the developed positions of the elements. 
Find the true length of each element from vertex to cutting 




plane by revolving it to coincide with the contour element O'A", 
and mark the distance on the developed position. Draw a 
smooth curve through these points. 

Triangulation. — Non-developable surfaces are developed ap- 
proximately by assuming them to be made up of narrow sec- 
tions of developable surfaces. The commonest and best method 
for approximate development is by triangulation, i.e., assuming 
the surface to be made up of a large number of triangular strips, 
or plane triangles with very short bases. This is used for all 
warped surfaces, and also for oblique cones, which although 
single curved surfaces and capable of true theoretical development 
can be done much more easily and accurately by triangulation. 

The principle is extremely simple. It consists merely in 
dividing the surface into triangles, finding the true lengths of 
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the sides of each, and, constructing them one at a time, joining 
these triangles on their common sides. 

To Develop an Oblique Cone. — Fig. 208. An oblique cooe 
differs from a right cone in that the elements are all of different 
lengths. The development of the right cone was practically 
made up of a number of equal triangles meeting at the vertex, 
whose sides were elements and bases the chords of short arcs 
of the base of the cone. In the oblique cone each triangle must 
be found separately, 

Divide the base into a number of equal parts 1, 2, 3, etc. (as 
the plan is symmetrical about the axis 0*C* one-half only need be 




*■ r^'r ■*' s- 6- 

Fio. 208. — Development nf oblique cone by triangulsUon. 

constructed). If the seam is to be on the short side the line OC 
will be the center line of the development and may be drawn 
directly at OiCi as its true length is given at O'C'. Find the 
true lengths of the elements d, Oi, etc. by revolving them until 
parallel to V. This can be done by the usual method, but may 
be done without confusing the drawing by constructing an 
auxiliary figure as shown. The true length of any element is the 
hypotenuse of a right triangle whose altitude is the altitude of 
the cone and whose base is the length of the H projection. Thus 
to find the true length of 01 lay off 0*1* at Dnln and connect 
On\n. 

With 0\ as center and radius OrIb draw an are on each side of 
OtCt. With C\ as center and radius C*!* intersect these arcs 
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at li then Oili will be the developed position of the element 
Ol. With li as center and arc 1*2* intersect Oi2i and continue 
the operation. 

Fig. 209 is an oblique cone connecting two parallel pipes of dif- 
ferent diameters. This is developed in a manner similar to Fig. 
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FlO. 210.— Ti 



208. The contour elements are extended to find the apex of the 
cone and the true lengths of the elements found as shown, 
measuring the lengths of the top views from the line O'D' 
on hoiizontal lines projected across from the base on the front 
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view. As the base of the cone is not shown in its true site on the 
top view the true lengths of the short sides of the triangles muBt 
be found by revolving the base parallel to H. With A* as a center 
revolve each point on the front view of the base down to a hori- 
zontal line, C' falling at Cn*. Project these points up to meet 
horizontal lines drawn through corresponding points on the top 
view. From this the distances Ch*1b, etc., may be found. 

Transition Pieces. — Transition pieces are used to conoect 
pipes or openings of different shapes of cross-section. Fig. 210, 
for connecting a round pipe and a square pipe on the sanae axis, 




Fio. 211. — TranaiUoD piece. 



is typical. These are always developed by triangulation. The 
piece shown in Fig. 210 is evidently made up of four isosceles 
triangles whose bases are the aides of the square, and four parts 
of oblique cones. As the top view is symmetrical about both 
center lines, one-fourth only need be divided. The construction 
is illustrated clearly in the figure. 

Fig. 211 is another transition piece, from rectangular to round. 
By using an auxiliary view of one-half the round opening the 
divisions for the bases of the oblique cones can be found. The 
true lengths of the elements are obtained as in Fig. 209. 

To Develop a Sphere. — The sphere may be taken as typical of 
double curved surfaces, which can only be developed approxi- 
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mately. It may be cut into a number of equ^ meridian sections, 
as in Fig. 212, and these considered to be sections of cylinders. 
One of these sections developed as the cylinder in Fig. 204 will 
give a pattern for the others. 

Another method is to cut the sphere in horizontal sections, 
each of which may be taken as the frustum of a cone whose 
apex is at the intersection of the extended chords, Fig. 213. 




Flo. 212. — Sphoe, gore method. 



Fio. 213. — Sphere, zone method. 



THE INTERSECTION OF SURFACES.— When two surfaces 
intersect, the line of intersection, which is a line common to 
both, may be thought of as a line in which all the elements of 
one surface pierce the other. Practically every line on a drawing 
is a line of intersection, generally the intersection of two planes, 
or a cylinder cut by a plane, giving a circle. The term "inter- 
section of surfaces" refers however to the more complicated 
lines occurring when geometrical surfaces such as cylinders, 
cones, prisms, etc., intersect each other. 

Two reasons make it necessary for the draftsman to be familiar 
with the methods of finding the intersections of surfaces; first, 
intersections are constantly occurring on working drawing, and 
must be represented; second, in sheet metal combinations the 
i must be found before the piece can be developed. 
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In the first case it is only necessary to find a few critical points, 
and "guess in'* the curve; in the second case enough points 
must be determined to enable the development to be laid out 
accurately. 

Any practical problem resolves itself into some combination 
of the geometrical type forms. In general the method of find- 
ing the Une of intersection of any two surfaces is to pass a series 
of planes through them in such a way as to cut from each 
the simplest lines. The intersection of the lines cut from each 
surface by a plane will give one or more points on the line of 
intersection. 

A study of the following typical examples will explain the 
method of working this class of problems. 



c— 




Fi(». 214. — Intersection of two prisms. 

To Find the Intersection of Two Prisms. — Fig. 214. Since the 
triangular prism would pass entirely through the square prism 
there are two closed *' curves" of intersection. A plane A- A 
parallel to the vertical plane through the front edge of the trian- 
gular prism cuts two elements from the square prism. The 
front view shows where these elements cross the edge of the 
triangular prism thus locating one point on each curve. The 
plane C-C will contain the other two edges of the triangular 
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prism and will give two more points on each cmre. As on the 
left side only one face of the square prism is penetrated, the 
curve would be a triangle, two sides of which are visible and one 
invisible. On the right side two faces are penetrated. The 
plane B-B is thus passed through the corner, the two elements 
cut from the triangular prism projected to the front view, where 
they intersect the corner as shown. 



..^•^ 




Fio. 215. — Intersection of two cylinders. 



To Find the Intersection of Two Cylinders. — Fig. 215. In 
the position shown, three views or part views are necessary. 
The planes A, B, C, D, parallel to V and shown in the same 
relative position on top and end views, cut elements from each 
cylinder, the intersections of which are points on the curve. The 
pictorial sketch shows a section on one of the planes. The 
development of the upper cylinder is evident from the figure. 

When the axes of the cylinders do not intersect, as in Fig. 
216, the same method is used, but care must be taken in the 
choice of cutting planes. Certain *' critical planes" give the 
limits and turning points of the curve. Such planes should 
always be taken through the contour elements. In the position 
shown the planes A and D give the width of the curve, the plane 
B the extreme length, and the plane C the tangent or turning 
points on the contour element of the vertical cylinder. After 
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determiDiDg the critical points a aufficient number of other cutting 
planes are used to give an accurate curve. 

To develop the inclined cylinder, a right section at S-S is 
taken, whose stretchout would be a straight tine. If the cutting 
planes are taken at random the elements would not be spaced 
uniformly. To simplify the development otier planes may be 
assumed, by dividing the turned section into equal parts, as 
shown. 




Fig. 216.^ — InteraectioD of tno cyliadera, 



it interaectiDs. 



To Find the Intersection of a Prism and a Cone. — Fig. 217. 
In this case the choice of cutting planes would be made as par- 
allel to H. Thus each plane would cut a circle from the cone and 
a hexagon from the prism, whose intersections would give points 
on the curve. The curve would be limited between the plane A 
cutting a circle whose diameter is equal to the short diameter 
of the hexagon and the plane C cutting a circle equal to the 
long diameter. As the prism is made up of six vertical planes 
the entire line of intersection of cone and prism would consist 
of the ends of six hyperbolas, three of which are visible, one 
showing its true shape, as cut by the plane D, the other two 
foreshortened. This illustrates the true curve on a chamfered 
hexagonal bolt head or nut. In practice it is always drawn 
approximately with three circle arcs. 

To Find the Intersection of a Prism and a Sphere. — Fig. 218. 
In this case the curve consists of six circle arcs. Of the three 
visible arcs one shows its true shape, as cut by the plane D, the 
other two are the ends of ellipses. The cutting planes may be 
chosen parallel to H as in the previous problem, or parallel to V 
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Fio. 217. — Intersectaon of prism 
and cone. 



Fio. 218. — Intersoction of prism 
and sphere. 
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Fio. 219. — IntorsectioD of cylinder and cone. 
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as shown in the figure, in which each plane {A, B, C, D), cuti 
a circle from the sphere and vertical lines from the prism. Thii 
is the curve of a rounded hexagonal bolt head or nut, in triiidi 
again three circle arcs are used in practical work. 

To Find the Intersection of a Cyliiider and a Cone.— Fig. 210. 
Here the cutting planes may be taken so as to pass throu^ the 
vertex of the cone and parallel to the elements of the cyliDder, 
thus cutting elements from both cylinder and c'one; or with a 
right cone they may be taken parallel to the base as so to cut 
circles from the cone. Both are illustrated in the figure. Some 
judgment is necessary in the selection both of the direction and 
number of the cutting planes. More points need be found at 
the places of sudden curvature or changes of direction of the 
projections of the line of intersection. 




To Find the Intersection of a Plane and a Suiftce of Revolu- 
tion. — Fig. 220. Planes perpendicular to the axis of any surface 
of revolution (right sections) will cut out circles. Thus ths 
intersection of u surface of revolution and a plane is found by 
passing a series of planes perpendicular to the axis of revolutioni 
tutting circles on the end view. The points at which these circles 
cut the "fiat" are projected back as points on the curve. 

PROBLEMS 

Selections from the following problems may be conatructeu 
accurately in pencil without inking. Any practical problem can 
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be resolved into eome combination of the "type solids," and the 
exercises given illustrate the principles involved in the various 
combinations. 

An added interest in developments may be found by working 
the problems on suitable paper, allowing for fastenings and lap, 
and cutting them out. It is recommended that at least one or 
two models be constructed in this way. 

In the sheet metal shops development problems unless very 
complicated are usually laid out directly on the iron. 

The following figures and their developments may be drawn in 
a space 7" X 10". 
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Fio. 221.— PriBms, Probe, 1 to 6. 
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Fio. 222.— Cyliinlt-rB, Prt 



Group I. Priuus. Fig. 221. 

1, S, 3. Develop entire surface of the prisms, 
4, S, C. Develop lateral surface of the prisms. 

Group n. Cylindert. Fig. 222. 

7 to 11. Develop entire surface of the cylinders, 
IS, IS. Develop lateral surface of the cylinders. 

Gioop m. Prlims and Cjlinders. Fig. 223. 
M, 16, 16, 17. Develop lateral surfaces. 
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Fio. 224.— FyramidB, Frobs. 18 to 21. 
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Fio. 225. — Coaea, Probs. 22 U 
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Fio. 226A.— PyramidB, Probs. 26 to 29. 
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Group IV. Prramidi. fig. 224. 

18, 19, SO. Develop lateral surfaces. 

81. Develop entire surface. 
Group V. Cones. Tig. 225. 

33, >S, M. Develop lateral surfaces. 




Fia. 227.— Trsiuitioa piecee, Probe. 36 to 42. 

SB, .4, B, C and D. Develop surface of cone cut by one of tbe planes. 
Show trae sise of cut surface. (Conic sections, Fig. 77.) 
Group VL Pyramids and Cones. Fig. 226. 

36 to U. Develop lateral surfaces. 
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Fia. 228,— Intorsectiona of prisms. Frohs. 43 to 41!. 
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^ Fio. 229.— InterseclionB of cylioders, Probs. 47 to 50. 
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GroDp VIL Tnuultion Pieces. Fig. 227. 

$5 to 43. Develop lateral nirfaces. 
Group VnL IntersKtioii of Prisms. Tig. 228. 




FiQ. 231. — Cyliadec Hud 



I, Froba. 65 U) 01. 



iS to 46. Find line of interaectiou. Use particiilur care in indicating visi- 
ble and inviaible portions of curves. 
Onnp IX. Intersectloa of Cylinders. Fig. 229. 

47 to 60. Find line of intersection. Use particular care in indicating 
viable and invisible pnrtiona of curves. 
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Group X. lulenectioDB. Pig. 230. 

61, 91. Find line of intersection. 

53. Find line of intersection, cone and equare prigm, and complete to 
form one view of a chamfered square bolt head (see Fig. 318). 

64.' Sphere and square prism. Complete to form rounded bolt head. 




iDtersecUon at surfaces and planes, Froba. 62 to 66. 



Group XI. Intersections. Fig. 231. 

66 to 61. Find line of int«rscction. 
Group XII. Surfaces Cut by Planes. Fig. 232. 

62, 63, 66. Complete views showing lines of intersection. 

04, W. Make separate views of sections on planes indicated. 




We have noted the difference between perspective drawing and 
'orthographic projection. Perspective drawing shows the object 
as it appeara to the eye, but its lines cannot be measured directly. 
Orthographic projection shows it as it really is in form and dinien- 
sions, but to represent the object completely we have found that 
at least two projections were necessary, and that an effort of the 
geometrical imagination was required to visualize it from these 
views. To combine the pictorial effect of perspective drawing 
with the possibility of measuring the principal lines directly, 
several kinds of one plane projection or conventional picture 
methods have been devised, in which the third dimension is 
taken care of by turning the object in such a way that three of its 
faces are visible. With the combined advantages will be found 
some serious disadvantages which limit their usefulness. They 
are distorted until the appearance is often unreal and unpleasant; 
only certain lines can be measured ; the execution requires more 
time, particularly if curved lines occur, and it is difficult to add 
many figured dimensions, but with all this, the knowledge of 
these methods is extremely desirable and they can often be used 
to great advantage. Mechanical or structural details not clear 
in orthograpliic projection may be drawn pictorially, or illustrated 
by supplementary pictorial views. Technical illustrations, 
patent ofEce drawings and the like are made advantageously in 
one plane projection; layouts and piping plans may be shown, 
and many other apphcations will occur to draftsmen who can 
use these methods with facility. One of the uses to which we 
shall apply them is in testing the ability to read orthographic 
projections by translating into pictorial representation. 

There are two general divisions of pictorial projection, axo- 
nometric, with its divisions into isometric, dimotric and trimetric, 
and obUque projection with Hs variation of cabinet projection. 
Other methods not theoretically correct, but effective, are some- 
I times used. 

119 
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Isometric Drawing. — The simplest of these systems is isometric 
drawing. If a cube in orthographic projection, Fig. 233, be 
conceived as revolved about a vertical axis through 45 degrees, 
then tilted forward until the edge AD is foreshortened with AB 
and AC, the front view in this position is said to be in isometric 
(equal measure) projection. The three lines AB, AC, and AD 
make equal angles with each other and are called the isometric 
axes. Since parallel lines have their projections parallel, the 
other edges of the cube will be respectively parallel to these 
axes. Any line parallel to an isometric axis is called an isometric 
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Fig. 233. — The isometric cube. 



Fio. 234. — Isometric scale. 



line, and the planes of these axes and all planes parallel to them 
are called isometric planes. It will thus be noticed that any line 
or plane which in its orthographic projection is perpendicular 
to either of the reference planes, will be an isometric line or plane. 
In this isometric projection the lines have been foreshortened to 
approximately ^Hoo of their length and an isometric scale to this 
proportion might be made as drawn in Fig. 234. If the eunount of 
foreshortening be disregarded and the full lengths laid oflF on the 
axes, a figure slightly larger but of exactly the same shape would 
result. This is known as isometric drawing. As the effect of 
increased size is usually of no consequence, and the advantage of 
measuring the lines directly with an ordinary scale is a great 
convenience, isometric drawing is used almost exclusively 
instead of isometric projection. 
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To Make an Isometric Drawing. — If the object is rectangular 
start with a point representing a front corner and draw from it 
the three isometric axes 120^ apart, drawing one vertical, the 
other two with the 30*^ triangle, Fig. 235. On these three lines 
measure the length, breadth, and thickness of the object, as 
indicated, through these points draw lines parallel to the axes. 
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Fio. 235. — Isometric axes. First position. 

completing the figure. To draw intelligently in isometric it 
is only necessary to remember the direction of the three principal 
isometric planes. Hidden lines are always omitted except when 
necessary for the description of the piece. 

It is often more convenient to start from a lower front corner, 
drawing axes as illustrated in Fig. 236. 
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Fio. 236. — Isometric axes. Second position. 

Lines not parallel to one of the isometric axes arc called non- 
isometric lines. The one important rule is, measuremejits can 
be made only on isometric lines; and conversely, measurements 
cannot be made on non-isometric lines. For example the diag- 
onals of the face of a cube are non-isometric lines, and although 
equal in length, will evidently be of very unequal length on the 
isometric drawing of the cube. 



122 



ENGINEERING DRAWING 



Objects CoDtotmng Non-isometric Lines. — Since a non-iso- 
metric line doea not appear in its true length, its extremities 
must be located and the line found by joining these points. 
In Fig. 236, AB is a non-isometric line, found by drawing the 
two perpendicular isometric lines and joining their ends. 




Fio. 237. — Box conetniotion. PriBm. 



Fio. 238— Pyrsmid. 



When the object contains many non-isometric lines it is drawn 
either by the "boxing" method or the "offset" method. In the 
first method the object is enclosed in a rectangular box, which is 
drawn in isometric and the object located in it by its points of 
contact, as in Figs. 237 and 239. It should be noted that lines 




Fia. 239.— Boi 



which are parallel on the object are parallel on the isometric 
view. Knowledge of this may often be used to save a large 
amount of construction, as well as to test for accuracy. Fig. 237 
might be drawn by putting the top face into isometric and draw- 
ing vertical lines equal in length to the edges downward from 
each corner. 
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It is not always Deceasary actually to enclose the whole object 
in a rectangular " crate. " The pyramid, Fig. 238 would have its 
base enclosed in a rectangle and the apex located by erecting a 
vertical axis from the center. 

The object shown in Fig. 239 is composed almost entirely of 
non-isometric lines. In such cases the isometric view cannot be 




Fio. 240. — Offaet oooHtruotion. 



drawn without first making the orthographic views necessary 
for boxing. In general the boxing method Is adapted to objects 
which have the non-isometric lines in isometric planes. 

When the object b made up of planes at a number of different 
angles it is better to locate the ends of the edges by the " offset" 
method. In this method perpendiculars are dropped from each 




Fia. 241.— Offset 



point to an isometric reference plane. These perpendiculars, 
which are isometric lines, are located on the drawing by isometric 
codrdinates, the dimensions being taken from the orthographic 
views. In Fig. 240 the line AB of the figure is used as a base line 
and measurements made from it as shown. Fig. 241 is another 
example of "offset" construction, working from a vertical plane. 
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Of course aisles in isometric drawing cannot be measured 
in degrees, so it is necessary to locate the direction of the including 
aides by ordinates, as in Fig. 242. This is well illustrated in 
Fig. 239. 




Fia. 242. — CoDftniction for angles. 



Objects Containing Curved Lines. — It is obvious that a circle 
or any curve on the face of a cube will lose its true shape when 
the cube is drawn in isometric. A circle on any isometric plane 
will be projected as an ellipse. 

Any curve may be drawn by plotting points on it from iso- 
metric reference lines, as in Fig. 243. A circle plotted in this way 
is shown in Fig. 244. 




F:i>. 2-13. — Construclion for 



Points plotted. 



The usual method for drawing an isometric circle is by a four- 
centered approximation, which is sufficiently accurate for all 
ordinary work. The center for any arc tangent to a straight line 
' lies on a perpendicular from the point of tangcncy. If perpen- 
diculars be drawn from the middle point of each aide of the cir- 
cumscribing square, the intersections of thefj* perpendiculars 
will be centers for arcs tangent to two sides, Fig. 245. Two of 
these intersections will evidently fall at the corners A and B of 
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the square, as the lines are altitudes of equilateral triangles. The 
construction of Fig. 245 may thus be made by simply drawing 60- 
degree lines from the corners, A and B.^ To draw any circle arc, 
the isometric square of its diameter should be drawn in the plane 






Fig. 246. — Circle. Four center approximation. 

of its face, with as much of this construction as is necessary to find 
centers for the part of the circle needed. Thus for a quarter- 
circle measure the true radius of the circle from the corner on the 
two isometric lines and draw perpendiculars from these points. 
Fig. 246. Their intersection will be the 
required center for the isometric radius. 

The isometric drawing of a sphere 
would be a circle with its diameter equal 
to the long axis of the elUpse inscribed 
in the isometric square of the real diam- 
eter of the sphere, as this ellipse would 
be the isometric of a great circle of the 
sphere. 

Reversed Axes. — It is often desirable 
to show the lower face of an object by 
tilting it back instead of forward, thus reversing the axes to 
the position of Fig. 248. The construction is just the same, 
but the directions of the principal isometric planes must be 
kept in mind. Fig. 249 shows the application of circle arc 




Fio. 246. — Isometric radii. 



1 Note. — If a true ellipse be plotted in the same square as this four 

centered approximation it will be a little 
longer and narrower, and of more pleasing 
shape, but in the great majority of draw- 
ings the difference is not sufficient to 
warrant the extra expenditure of time 
required in execution. The construction 
of a closer approximation with eight cen- 
ters is illustrated in Fig. 247. This might 
Fio. 247.— Eight centered approx- be used when a more accurate drawing 
imatioD. of an inscribed circle is required. 
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constructioB on the three visible faces of a reversed axia drawing. 
A practical use of reversed axis construction is in the representa- 
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Fio, 250. — Architectural detail with reversod 



tion of such architectural features as are naturally viewed from 
below. Fig. 250 is an example. 
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Sometimes a piece may be shown to better advantage with the 
main axis horizontal, as in Fig. 251. 

Isometric Sections. — Isometric drawings are, from their 
pictorial nature, usually outside views, but sometimes a sectional 




Fio. 251. — Main axis horizontal. 



view may be employed to good advantage to show a detail of 

shape or interior construction. The cutting planes are taken as 

isometric planes and the section lining done in a direction to give 

the best effect. As a general rule a half-section would be made 

by outlining the figure in full, then 

cutting out the front quarter by two 

isometric planes as in Fig. 252, while 

for a full section, the cut face would 

be drawn first and the part of the 

object behind it added afterward. 

Fig. 253. 





Fio. 252. — ^Isometrio half section. 



Fio. 253. — Isometric section. 



Oblique Projection. — This method, called also oblique drawing 
and sometimes cavalier projection, is based on the theoretical 
principle that with one face of the object parallel to the picture 
plane, if the projectors instead of being perpendicular to it as in 
orthographic and isometric are taken so as to make an angle of 
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45 degrees with it from any direction, lines perpendicular to the 
plane instead of being represented as points would be projected in 
their true length. A projecting line may be thought of as the 
hypotenuse of a 45-degree triangle with one side against the 
vertical plane, the other side perpendicular to it. Fig. 254 illus- 
trates the principle. The first panel shows the regular ortho- 
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Fio. 254. — Oblique projection and the picture plane. 

graphic projection of a rectangular block with its front face in the 
vertical plane. The line AB \^ thus projected as a point. An 
oblique projector from B will be the hypotenuse of a 45-degree 
right triangle of which AB '\^ one side. When this triangle is 
horizontal the other side, in the picture plane, will be AC. If the 
triangle be revolved about AB through any angle jS, C will revolve 
to C\ and A''C{' will be the oblique projection of AB. Since 
A^C^ = A*C\ A'C^ = AB. 




Fio. 255. — Oblique drawing. 

To Make an Oblique Drawing. — Oblique drawing is similar to 
isometric drawing in having three axes representing three mutu- 
ally perpendicular lines upon which measurements can be made. 
Two of the axes would always be at right angles to each other, 
being in a plane parallel to the picture plane, the third or cross 
axis may be at any angle, 30 degrees or 45 degrees being generally 
used. For a rectangular object. Fig. 255, start with a point 
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representing a front comer and draw from it the three oblique 
axeB. Od these three lines measure the length, breadth, and 
thickness of the object. 

Any face parallel to the picture plane will evidently be pro- 
jected without distortion, an advantage over isometric of par- 
ticular value in the representation of objects with circular or irre- 




Fio. 2G6. — Illuatratioa ot first rule. 
gular outline. The first rule for oblique projection is, place the 
object with the irregular outline or contour parallel to Ihe picture 
plane. Fig. 256 A instead of B or C. 

One of the greatest disadvantages in the use of either isometric 
or oblique drawing is the effect of distortion produced by the lack 
of convergence in the receding lines, the violation of perspective. 
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Fio- 257. — UliulratiOQ of second rule. Fig. 358,— Precedence ot first rule. 



This in some cases, particularly with large objects, becomes so 
painful as practically to prohibit the use of these methods. It 
ia perhaps even more noticeable in oblique than in isometric, and, 
of course, increases with the length of the cross axis. Hence the 
second rule, alwaya have the longest dimension parallel to the pic- 
ture plane. A not B in Fig. 257. 
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In case of conflict between these two rules ihe first should have 
precedence f as the advantage of having the irregular face without 
distortion is greater than is gained by the second rule, Fig. 258. 

It will be noted that so long as the front of the object is in one 
plane parallel to the plane of projection, the front face of the 




Fio. 259. — OfTsets from reference plane. 

oblique projection is exactly the same as the orthographic. 
When the front is made up of more than one plane, particular care 
must be exercised in preserving the relationship by selecting one 
as the starting plane and working from it. In such a figure as 
the link, Fig. 259, the front bosses may be imagined as cut off on 
the plane A-A, and the front view, i.e., the section on A-A 





Fig. 260. — Offsets from right section. 



drawn as the front of the oblique projection. On axes through 
the centers C and D the distances CE behind and CF in front 
may be'laid off. When an object has no face perpendicular to its 
base it may be drawn in a similar way by cutting a right section 
and measuring offsets from it as in Fig. 260. 
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This offset method, previously illustrated in the iflometric 
drawings, Figs. 240 and 241, will be found to be a most rapid 
and convenient way for drawing almost any figure, and it should 
be studied carefully. 

Fig. 344 is an illustration of a piping lay-out, showing the 
value of pictorial drawing in explaining clearly what would be 
very difficult to represent in orthc^aphic. 




Via. 261. — Oblique circle 



When necessary to draw circles on oblique faces they may 
either be plotted, or may be drawn approximately, on the same 
principle as Fig. 245, by erecting perpendiculars at the middle 
points of the containing square. In isometric it happens that 
one intersection falls in the comer of the square, and advantage ia 
taken of the fact. In oblique its position depends on the angle 
of the cross axis. Fig. 261 shows three oblique squares at 
different angles and their inscribed circles. 




Fia. 262. — Isometric, oblique and cabioet drawing 






Cabinttt drawing is a modification of oblique projection in 
which all the measurements parallel to the cross axis arc reduced 
one-half, in an attempt to overcome the appearance of excessive 
thickness produced in oblique drawing. The comparative 
appearance of isometric, oblique and cabinet drawing is illus- 
trated in Fig. 262. 
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Azonometric Projection. — The principle of isometric projection 
was shown in the double revolution of the cube. A cube might 
be revolved into any position showing three of its faces, and the 
angles and proportionate foreshortening of the axes used as the 

basis for a system of pictgrial representa- 
tion, known in general as axonometric 
(or axometric) projection. Isometric 
projection is therefore simply a si>ecial 
case in which the axes are foreshortened 
equally. 

Other positions which would show less 
distortion may be chosen, but on account 
of the added time and special angles neces- 
sary for their execution are not often used. 
When two axes are equal, and the third 
unequal, the system is sometimes called 
*' dimetric " projection. A simple dimetric 
projection in which the ratios are 1:1:J^ 
is shown in Fig. 263. In this position the 
tangents of the angles are 3^ and %, making the angles approxi- 
mately 7 and 41 degrees. 

When the three axes are unequal it is called trimetric pro- 
jection. 




Fio. 263. — Dimetric 
projection. 
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Fio. 2G4. — Analysis of clinographic axes. 

Pictorial drawings are sometimes made without reference to 
the theory of projection, on axis combinations of 15® and 30**, 
15° and 45°, 15° and 15°, 20° and 20°. 

A simple and pleasing trimetric system known as clinographic projection 
is used in the drawing of crystal figures in mineralogy. It is a form of 
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oblique projection in which the figure is imagined as revolved about a vertical 
axis through an angle whose tangent is Ki then the eye (at an infinite dis- 
tance) elevated through an angle whose tangent is }^. Fig. 264 is a graphic 
explanation: 1 represents the top and front views of the three axes of a 
cube; 2 is the top view revolved through tan~^ K> 3 is the side view of 
(2); 4 is a front view projected from (2) and (3), the projectors from (3) 
being at tan^^ H- 

When used in crystallography a diagram of the axes is usually constructed 
very accurately on card-board, and used as a templet or stencil, transferring 
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Fio. 265. — Stages of construction of clinographlc axes. 

the center and terminal points by pricking through to the sheet on which 
the drawing is to be made. Fig. 265 shows, in stages, a method of construct- 
ing this diagram, which as will be seen is simply a combination in one view 
of 2, 3 and 4 of Fig. 264. Take MON of convenient length, divide it into 
three equal parts, at and H, and draw perpendiculars as shown. Make 
MS =■ J^AfO and draw SVD, Then CD will be one horizontal axis. 

Make ML = HOG and draw LO. Project the point of intersection of LO 
and GC back horizontally to LM at Ay then AOB will be the other horizontal 
axis. 
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Fio. 266. — Crystals in clinographic projection. 



To obtain length of vertical axis make ME' == OG, and lay off OE and 
OF - 0E\ 

The axial planes, and some crystals drawn on these axes, are shown in 
Hg.266. 

These axes are for the isometric system of crystals. Axes for the other 
crystal systems may be constructed graphically in the same way, by draw- 
ing their orthographic projections, revolving, and projecting to the vertical 
plane with oblique projectors as tras done in Fig. 264. 
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Sketching. — One of the valuable usea of pictorial drawing is in 
making freehand Bketches, either dimensioned to form working 
sketches or for illustrating some object or detail of construction. 
The following points should be observed. 

Keep the axaa Sat. The beginner's mistake is in spoiling the 
appearance of his sketch by getting the axes too steep. 

Keep parallel Unes parallel. 

Always block in squares before sketching circles. 

In isometric drawing remember that a circle on the top face 
will be an ellipse with its axis horizontal. 

Keep dimension and extension lines in the plane of the face. 

Do not confuse the drawing with dotted lines. 

PROBLEUS 

The following problems are intended to serve two purposes; 
they are given first, for practice in the various methods of pictorial 
representation, second, for practice in reading and translating 
orthographic projections. 

In reading a drawing remember that a line on any view always 
' means a corner or edge, and that one must always look at the 
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Fio. 287.— Prob, 1. Fio. 268.— Ptob. 2. Fio. 269,— Prob. 3. 



other view to find out what kind of a corner it is- Do not try, 
nor expect to be able, to read a whole drawing at one glance. 

The problems may be drawn in a space 5X7 inches, and are 
arranged in groups for convenience in selection and assignment. 
Some of the figures in Chapter VI may be used for a still further 
variety of problems in this connection. 

Do not show invisible lines except when necessary to explain 
construction. 
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Group L Isometric Drawinf . Problems 1 to 11. 
Group n. Isometric SectiouB. 

IS to 16. Dr&w isometric sections or half sections on planes indicated. 

IT, 18. Draw isometric section on plane A-A, Figs. 105, 196. 
Group HL Oblique Diawing. Problems 19 to 38. 
Group IV. Oblique Sections, 

29 to S2. Draw obU<iue sections of Figs. 293 and 295. Oblique half sec- 
tions of Figs. 294 and 296. 

Group V. CKbinet and Dlmetric Drsvlng. Problems 33 to 36. 
Group VL Reading Exercises. Kgs. 301, 303. 

These figures are to be sketched frecliand in one of the pictorial systems, 
asa test in the abihty to read orthographic projections. 
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Fio. 273. — Frob, 7. Fio. 274.— Prob. 8. Via. 275.~Pri>b. 9. 




Fio. 276.— Prob. 10. 



Fio. 277.— Prob. 11. 
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Fio. 278.— Prob 12. Fio. 279.— Prob. 13. Fio. 280.— Prob. 14 
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Fio. 281.— Prob. 15. 




Fio. 282.— Prob. 16. 
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Fia. 284.- Ftob. 20. 
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Fio. 289.— Prob. 2S. 



^ 



Ma- 



Fio. 203.— Prob. 20. 
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Fia. 301.— Reading 
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FiQ. 302. — Reading exercises. 



CHAPTER IX 
Bolts, Screws, Keys, Rivets and Pipe 

The previous chapters of this book have been devoted to the 
theory, or grammar, of the language of drawing, and the problems 
and illustrations have been largely separate pieces. In the 
practical application of the language in making working drawings 
there occurs the necessity of representing the methods of fastening 
parts together, either with permanent fastenings (rivets) or with 
removable ones (bolts, screws and keys), and the engineer must 
know the fundamental forms of these fastening parts and be 
thoroughly familiar with the conventional methods of their 
representation. 

The one occurring most frequently is of course the bolt, which 
is illustrated in pictorial form in Fig. 303. It will be noted that 
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Fio. 303. — Hex head bolt and nut. 



the nominal length of a bolt is the length under the head, and the 
diameter is the size of the shaft on which the threads are cut. 

Forms of Threads. — Screws are used for fastenings, for ad- 
justment, and for transmitting power or motion. For these 
different purposes several different forms of threads are in use, 
Fig. 304. For fastenings the United States Standard (sometimes 
called the Franklin Institute, and Sellers standard) is the common- 
est, and in this country is the form intended when not otherwise, 
specified. It is a V shape at 60 degrees with the top flattened 
one-eighth of its height, which lessens the Uability of its being 
injured, and the root filled in the same amount, thus increasing 
the strength of the bolt. In drawing, these flats need not be 

represented. 
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The sharp T at 60 degrees is still used although it has little to 
recommend it. 

The British standard is the Whitworth thread, cut at 55 degrees, 
with tops and roots rounded onensixth of the depth of the triangle 
as shown m the figure. 

For transmitting power or motion these F shapes are not desira- 
ble as part of the thrust tends to burst the nut. The sqiuire 
thread is a preferred form as it puts all the force parallel to the 
axis of the screw. It can have, evidently, only half the number 
of threads per inch as a V thread of the same size, and thus in 
shear is only half as strong. The Acmey or 29-degree thread is a 




f4-7^ 




Fia. 304. — Forms of screw threads. 

modification used very generally. It permits the use of a dis- 
engaging, or spUt nut, which cannot be used on a square thread. 
The h\Mre%% thread, for transmitting power in one direction has 
the strength of The F thread. It is sometimes called the breech- 
lock thread as it is used to take the recoil in guns. 

The kniAckle thread is used for rough work, and can be cast in a 
mold. It may be seen in shallower form in sheet metal rolled 
threads, as on an ordinary incandescent lamp. 

The Helix. — ^A helix is the line of double curvature generated 
by a point revolving at a uniform rate about an axis while moving 
along uniformly in the direction of the axis. Thus a point on the 
tool cutting a thread on a rotating shaft describes a helix. The 
surface of the thread is a helicoid. The distance advanced 
parallel to the axis in one revolution is called the lead. 
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A more general definitioii might be stated thus — a helix is a 
space curve generated by a point moving uniformly along a 
straight line while the line revolves uniformly about another 
Une as an axis. 

If the moving line is parallel to the axis it will generate a cyl- 
inder, and the word "helix" alone always means a cylindrical 
helix, as discussed above. If the moving line intersects the axis 
(at an angle less than 90°) it will generate a cone and the curve 
made by the moving point will be a "conical helix." When the 
angle becomes 90 degrees the helix degenerates into a spiral. 

To Draw the Projection of a Helix. — Fig. 305. Divide the 
circle of the end view of the cylinder into a number of equal parts, 




F;o. 306. — Tha helii aad ita development. 



and the lead into the same number. As the point moves around 
through one division it will advance a proportional distance of the 
lead; when half way around the cylinder it will have advanced 
one-half the lead. Thus the curve may be found by projecting 
the elements represented by divisions of the circle to intersect 
lines drawn through corresponding divisions of the lead. If the 
cyUnder be developed the helix will appear on it as a straight 

line inclined at an angle whose tangent is ,■ The conical helix 

is drawn similarly, the lead being measured along the axis. 

Screw Threads. — Threads are always understood to be single 
and right hand unless otherwise specified. A single thread has 
one thread of whatever section cut on the cylinder. When it is 
desired to give a more rapid advance without using a coarser 
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thread two or more threads are cut side by side, giving double, 
triple, etc., threads, as illustrated in Fig. 306. 

A right-hand thread advances away from the body when turned 
clockwise. A left-hand thread is alwayamarked 
plainly "L.H." and may be recognized also by 
the direction of the slant. 

The pitch of a thread is the distance from 
center to center of consecutive threads. The 
lead has already been defined as the distance 
advanced in one revolution. In a single thread 
therefore the pitch and lead are equal, in a 
double thread the lead is twice the pitch, simi- 
larly for other multiple threads. 

To draw a screw thread we must know the 
shape of the thread, and the diameter of the 
shaft on which it is cut. For accurate repre- 
sentation the thread shapes would be drawn, 
and the lines of their tops and bottoms shown 
as heUces with the same pitch but different 
diameters, as illustrated in Fig. 307. If many 
threads are to be drawn a templet may be 
made by laying out the projections of the helices on a piece of 
card-board or thin wood and cutting out with a sharp knife. 

This drawing of the actual curves of a screw is a laborious pro- 
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Fia. 307. — Squsre threftd, external and interDiil 

ceeding, and is rarely done, then only on screws of large diameter. 
For ordinary practice the labor is altogether unnecessary, and the 
helix is conventionaUzed into a straight line. The square thread 
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screw would thus be drawn as in Fig. 308, A or B, which while 
not BO realistic or pleasing as Fig. 307, requires very much less 
time. 



Pio. 308. — CoQveDtional SQuare thtetd. 

The V thread would be drawn in the stages shown in Fig, 309 
and should be inked in the same order. 

For BcrewB less than perhaps an inch in diameter, the thread 
outlines, are omitted and one of the conventional forms of Fig. 310 




Fio. 309.— Stages in dr&wing V threads. 



used. {A ) i.s a very common convention. The lines representing 
the tops of the threads are drawn as before but spaced by eye. 
The spacings need not be to the correct pitch, but to look well 
should somewhat approximate it. The root lines are usually 




(ionol threndn. 



made heavier for ofToct. The beninnors' usual mistake of exag- 
gerating the slant must bo can-fully guarded against. It is a . 
question as to whether there is any neces.sity of slanting the lines 
at all, and in much good practice they are drawn straight across 
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as at (B). (C) is a simpler convention, in that it requires no 
pencil lines for limiting the root lines, as there is always a center 




FioB. 311. 312, 313. — Threaded holes 

line already drawn. In this the root lines are always placed on 
the shade side (see page 2S9). 

Bolt and screw ends are either rounded (with a radius of about 
twice the diameter) or chamfered. Lines 
representing threads must not be carried 
beyond the cylindrical part of the shaft. 

Fig. 311 shows different conventional 
representations used for threaded holes in 
plan, Fig. 312 holes in elevation and Fig. 
313 in section. In showing a threaded hole 
in section if the slant of the thread is^shown 
at all it would evidently be reversed, as the 
part represented fits the invisible side of 
the screw. In tapped holes not extending 
through the piece the "drill point" or shape 
of the bottom of the hole (drawn at 30 de- 
grees) should always be shown. 

When two pieces screwed together are 
shown in section the thread shapes must 
be drawn, as in Fig. 314at A. The same 
is true for a male thread in section as at B. eertioa. 

It is not necessary to draw the threads on the whole length of a 
long screw. They may be started at each end and a note used 
for the space between (Fig. 315). 




Fia. 315.— A long screw. 

Bolts and Screws. — As the necessity for the representation of 
bolts and screws is so frequent, the standard shapes and proper- 
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tions must be known, so that they may be drawn without hesita- 
tion. Of the many forms used for different purposes those which 
occur oftenest are given here. 

U. S. Standard Bolt — The adopted sizes for hexagonal and 
square bolt heads and nuts apply to both chamfered and rounded 
forms. On page 110 the projections of the curves resulting 
from chamfering, i.e., the intersection of a prism with a cone or 
sphere, were discussed. While some of the curves are actually 
hyperbolas and ellipses they are always drawn as circle arcs. 

The diameter "across flats" (short diameter) in both hex and 
square forms is one and one-half times the diameter of the bolt, 
plus one-eighth of an inch or. 



W = l}4d + H 



// 




W 

The thickness of the bolt heads is one-half this distance, or -«-, 

and the thickness of the nuts is equal to the diameter of the bolt. 

To Draw a Bolt. — In drawing a U. S. Standard hex head 

bolt a simple diagram (Fig. 316) drawn first, gives all the 

dimensions needed for head and nut both 
across flats and across corners. To draw the 
diagram lay off on a horizontal line a length 
d (diameter of bolt) + J^d + J^'' and com- 
plete with 30-degree triangle as shown. A 
Fig. 316. -^^ pj^ g^y shows the dimensions obtained 

by this diagram, and B and C their application in drawing a 
hex head and nut across corners, the dimensions being trans- 
ferred from the diagram with dividers. D and E show the 
method of drawing the hex head and nut across flats. The 
dotted lines suggested on diagram A indicate its derivation from 
the top view of the bolt. 

The square head bolt is drawn similarly, constructing the 
diagram at 45° instead of 30° ,Fig. 318. 

For rounded head bolts, as are used in some finished machine 
work the construction is the same. Fig. 319. It should be 
noted that the nut in this form differs from the head on account 
of the hole taking away the top of the sphere, the rounded end 
of the bolt gives the spherical effect, but the nut must be full 
thickness (d). A convenient radius for the sphere is 2d. 

A variation of the method described for drawing a bolt head 
is shown in stages in Fig. 320, where a semicircle is drawn with a 
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W 
radius Ri = -s- For a view across flats tangents to this semi- 
circle give the construction immediately. For a view across 
comers draw the semicircle and one tangent. A 30-degree line 
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Fio. 317. — ConBtruction of U. S. Std. hex head and nut. 
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Fio. 318. — Construction of U. S. Std. square head and nut. 

drawn from the center to this tangent will give the radius for 
another semicircle to which tangents are drawn for the outside 
edges. The points at which this circle cuts the top line of the 
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head gives the location of the inside lines. Complete chamfer 
curves as before. 

To draw the top view of a bolt head or nut first draw a circle, 
representing the chamfer, of a diameter equal to tlie width across 
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Fig. 319. — Construction of rounded hex head and nut. 









Fig. 320. — Semicircle construction. 



flats. Then circumscribe the hexagon or square by drawing 
tangents to the circle. 

Except in **show drawings" it is not customary to show end 
views of bolt heads or nuts in position, as for example on the 
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end view of a cylinder head. The holes only are shown. A table 
of dimensions of U. S. Standard bolts and nuts is given on page 
312 (append!^. 

Stods. — Studs have threads 
on both ends, and are used when 
through bolts are not suitable, 
for parts which must be removed 
frequently, such as cylinder 
heads. One end is screwed per- 
manently into a tapped hole and 
the other end receives a nut. 
Fig. 321. 

Locknuts. — Many different 
locking devices to prevent nuts 
from working loose under vibra- 
tion are used in machine design. The jam nut or checknut is a 
common method, Fig. 322, using two "three quarters" nuts, 
two standard nuts, or one full and one thin nut. Theoretically 
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Fia. 322.— Locknuts. 



the thin nut should be under but it is sometimes placed out- 
side. Spring washers, split keys, and special nuts are all used 
for lockii^ purposes. 

S. A. E. Standard Bolts, Fig. 323. In automobile work the 
standard of the Society of 
Automotive Engineers has 
been adopted. The bolts 
have finer threads and 
smaller heads and nuts than 
the U. S. standard. The 
head is slotted for screw-driver, and to provide against loosening 
the "castle nut" with pin through the bolt is used. A table of 
sises of 3. A. E. bolts is given on page 312. 




Fia. 323.— a A. E. 8td. bolt and costli 
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Cap screws dlEFer from bolts in that they are used for fastening 
two pieces together by passing through a clear hole in one and 
screwing into a tapped hole in the other. Their heads are of 
smaller diameter than standard bolts, and thicker, being equal 
to the diameter of the bolt. Fig. 324 shows several different 
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forms. The hex head cap screw is used oftener than all the 
others together, and the usual range of sizes is from %" to 1". 
A table of dimensions is given in the Appendix, 

Machine screws are used for the same purp(^e as cap screws. 
They are specified by gage number ranging from No. (.06" dia.) 
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Fio. 325.— Set acrewa. 
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to No, 30 (,45"). The various forms of heads and a table of 
sizes are given in the Appendix. 

if Set screws are used for holding two parts in relative position, 
being screwed through one part and having the point set against 
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the other. They are made regularly with square heads whose 
thickness and short diameter are equal to the diameter of the 
screw, and also in "low head" and " headless "^^form. Factory 
inspection laws are very strict regarding the use of projecting 
screws on moving parts, and if set screws are used, require them 
to be headless. Fig. 325 illustrates several forms together with 
various points for different purposes. 
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Fio. 326. — Wood screws. 
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SCREW HOOKS 



Wood screws have the threads so proportioned as to conform 
to the relative holding strengths of wood and metal. They are 
usually drawn as shown in Fig. 326, which shows also a lag screw, 
a wood screw with bolt head used for fastening machinery to wood 
supports. 
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Fio. 327. — Various bolts and screws. 



WING NUT 



Fig. 327 illustrates the method of representing various other 
bolts and screws. For many other special forms Machinists' 
handbooks and other references may be consulted. 

Dimensioning and Specifying Bolts and Screws. — If a thread 
is U. 8. Std. the only dimensions given for it are the outside 
diameter and length. When these are given the thread is 
assumed to be U. S. standard right hand, and the machinist 
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Fio. 328. — Bolt dimenaiomng. 
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knows the pitch, drill sixes, etc. The word pitch" has been 
defined as the distance between threads. A commonly accepted 
meaning among machinists is the nmnber of threads per inch, 
thus "8 pitch" would mean eight threads per inch. There is 
very little danger of misunderstanding in these two meanings but 
it is safer and better to say '' . . . threa()s per in." Some 
practice uses a Roman numeral on the thread, as " VIII." 

Bolts if standard are 
dimensioned or specified 
by giving the diameter, 
length under the head to 
edge of round end, or ex- 
tremity of chamfered 
end, and amount of 
thread. Fig. 328. If 
special give complete 
information. Studs y give diameter, length, length of thread on 
each end. Cap screws, give diameter, length under head, length 
of thread. Machine screws , give number, length, under the 
head for round and fillister heads, overall for counter-sunk 
heads. Set screws, give diameter and length, under bead to 
extreme point. Wood screws, give length, style of head and 
number. Lag screws, give diameter, length under bead, kind of 
head. Screw hooks and screw^eyes, diameter and length over all. 
Boiler patch bolt, for cup head length under head, for bevel head, 
length from largest diameter of bevel. 

Rivets. — Rivets are used 
for making permanent fasten- 
ings, generally between pieces 
of sheet or rolled metal. 
They are round bars of steel 
or wrought iron with a head 
formed on one end and are 
put in place red hot so that a 
head may be formed on the 
other end by pressing or hammering. Rivet holes are punched, 
punched and reamed, or drilled, ^e" larger than the diameter 
of the rivet, and the shank of the rivet is made just long enough 
to give sufiicient metal to fill the hole completely and make 
the head. 

It is not within our scope to consider the design of riveted 




Fio. 329.— Rivets. 
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joints, but we are concerned with the methods of representa- 
tion. The two general uses of rivets are in structural steel con- 
struction, and boiler and tank work. In the former only two 




Fio. 330.— Lap joints. 

kinds of heads are needed, button heads and countersunk heads. 
The symbols used are given on page 238. 

For boiler and tank work, pressure against the head as well as 
shear must be considered, and the heads shown in Fig. 329 are 
used. 

Fio. 331.— Butt joints. 

Plates are connected by either lap joints or butt joints. Single- 
and double-riveted lap joints are illustrated in Fig. 330 and butt 
joints with single and double straps in Fig. 331. 




Fio. 332,— Key way 3, 

Keys. — In machiae drawing there ia frequent occasion for 
representing keyed fastenings, as used in securing wheels, cranks, 
etc., to shafts. The commonest form is the sunk key, Fig. 332, 
with keyway in shaft and hub. Its top ia tapered, about ^i" 
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to 1 ft,, while the sides are parallel. There are various rules for 
sizes and proportions but the following is good practice. 

w = HeD + H", T = H2D + H" 

For very heavy work two or more keys are used. If two, they 
are usually placed 90° apart. 




Fio. 333— Key». 

As an aid in removal a sunk key is often made with a gib head 
as shown in Fig. 333 (A). In end views this head is not drawn, 
-the keyway only being shown. 

A feather is a straight key sometimes with gib head on each 
end, allowing a piece to slide lengthwise on a shaft whQe prevent' 
ing rotation. Saddle keys, Fig. 333 (B), and fiat keys (C) are 
used for very Ught work. Pin keys (D) 
are used at the end of a shaft, as for 
example in fastening a handwheel. A 
tapered pin (J4" to 1 ft.) is driven into 
a tapered hole drilled in shaft and 
hub together, as deep as the length of 
the hub. 

The Woodruff (or Whitney) key (E) is used extensively in 
machine tool work on shafts not over 2}^" in diameter. These 
are flat segmental discs, made of the same diameter as the shaft. 
SpriJig coUers are used on bolts and shafts to prevent a nut or 
piece backing off. Careless drawing of such details is very com- 
mon and should be guarded 
against. Fig, 334 shows a 
cotter pin in place. 

HeUcal Springs.— Fig. 335 
shows the method of drawing 
the true projection of a helical 
spring with round section, 



Fio. 334. — Cotter pin. 




Fio. 335, — Spring, true pro jection. 



by constructing the helix of the center line of the section, drawing 
on it a number of circles of the diameter of the wire and drawing 
an envelope curve tangent to the circles. Usually springs are 
drawn with straight lines as in Fig. 336 which shows elevation 
and section of both conical and cylindrical helical springs. 
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Pipe. — Standard wrought pipe of steel or iron as commonly 
used is designated by its nominal inside diameter, which differs 
slightly from the actual inside diameter, as will be noted from the 
table on page 314. For heavier pressures ''extra'' and "double 
extra" heavy pipe have the same outside diameter as standard 
weight pipe of the same nominal size, the added thickness being 
on the inside. Thus the outside diameter of 1" pipe is 1.315, the 




Fio. 336. — Springs, conventional. 

inside diameter of standard 1" pipe 1.05, of 1" extra strong 0.951, 
and of XX, 0.587. 

Pipe over 12'' in diameter is designated as O.D. pipe, and is 
specified by its outside diameter and the thickness of metal. 

Pipe is usually threaded on the ends for the purpose of screw- 
ing into fittings and making other connections. The form of 
thread used is known as the Briggs Standard, illustrated, in 
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Fig. 337. — Section of Briggs pipe thread. 

enlarged scale in Fig. 337. The pipe threads are cut on a taper 
so that the distance the pipe enters a fitting is fixed. 
. Pq)e Fittings. — Pipe fittings are the parts used in connecting 
and ''making Up" pipe. They are usually either cast iron or 
malleable iron, except couplings which are wrought iron. They 
are designated by the nominal size of the pipe with which they are 
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used. For smaller sizes screwed fittings are used, Fig. 338, while 
for large pipe flanged fittings, Fig. 339 are preferred. 
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Fio. 338. — Screwed fittings. 

Pipe Drawings. — When drawing piping to large scale, it is 

represented as in Fig. 340. 



The tables on page ft4 will 
be found useful in this con- 
nection, although the dimen- 
sions of fittings vary somewhat 
with different manufacturers. 
When drawn to small scale 
or in sketches the conven- 
tional representations of Fig. 
341 are used, with a single 
line for the runs of pipe no 
matter what the diameters 
may be. This single line 
should be made heavier than 
The arrangement of views is 




Fia. 339.— A flanged fitting. 

the other lines of the drawing. 




Fig. 340. — Piping— to scale. 

generally in accord with orthographic projection, Fig. 342, but 
two other methods must be mentioned. Sometimes it will be 
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found convenient to swing all of the piping into one plane and 
make only one "developed" view, Fig. 343. Isometric and 
oblique drawings are often used to show in one view the position 
of the piping in space, either alone, or in connection with the 
orthographic or developed make-up drawing, Fig. 344. 
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Fio. 341. — Piping — diagrammatic. 

Dimensions should be given to the centers of piping, valves and 
fittings in order to locate them. The allowances for "make-up" 
can best be left to the pipe fitter. The maximum space allowed 
for valves when wide open and for other piping apparatus should 
be indicated. The size of pipe should be specified by a note 
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Fio. 343. Fio. 344. 

-Piping in orthographic, developed and pictorial views. 



telling the nominal diameter, never by a dimension line on the 
pipe itself. 

Very complete notes are an important essential of all piping 
drawings and sketches. 
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When drawing pipe threads and threaded holes some draftsmen 
draw them straight, others slightly exaggerate the taper. 

PROBLEMS 

Gftrnp L Helices. 

1. Draw three complete turns of a cylindrical helix. Diameter 3", pitch 

IK". 

2. Draw three complete turns of a conical helix with l)>i" pitch, whose 
large diameter is 4" and small diameter 2". 

S. Draw four complete turns, two in section and two in full, of a helical 
spring made of ^^" square stock. Outside diameter 3H"i pitch IH"- 

4. Draw a helical spring 4" long made of }i" round stock. Diameter 
2>i", pitch 1". 

Grottp n. Screw Threads. 

5. Draw a square thread screw and section of nut. Diameter 2", length 
of screw 4''. Thickness of nut, standard. Show true helix. Nut and 
screw separate. 

6. Same as Problem 5, but with screw entering nut 2". 

7. Same as Problem 5 but for V thread with H" pitch. 

8. Draw in section the following forms of screw threads, V pitch. U. S. 
Std., Acme; Whitworth; Square (see Fig. 304). 

9. Draw screws 1" diameter and 2" long as follows: Single square thread ; 
single y thread; double V thread; left-hand single square thread. (See Figs. 
306, 308, 309.) 

10. Draw three conventional representations of screw threads on rods 
%" diameter and 1" long. (See Fig. 310.) Draw two conventional repre- 
sentations of threaded holes in section, and two in elevation, depth of holes 
1". 

Group m. Bolts. 

11. Draw one view of a U. S. Std. hex head bolt. Diameter 1", length 
5"; length of thread 23^". Show hex head across comers. Leave all 
construction which has been used in obtaining result. 

12. Same as 11, but with hex head across flats. 

13. Same as 11, but square head across comers. 

14. Same as 11, but square head across flats. 

15. Draw two views of 13^" hex nut across comers and two views of 
same across flats. 

16. Same as 15, for square nut. 

Group IV. Pipe. 

17. Pipe fittings (12 X 18 sheet). In the upper left-hand comer of sheet 
draw a 2" tee. Plug one outlet, in another place a 1)4" X 2" bushing, in 
remaining outlet use a 2" close nipple and on it screw a IJ^" X 2" reducing 
coupling. Lay out remainder of sheet so as to include the following 1}4" 
fittings; coupling, globe valve, R & L coupling, angle valve, 45° ell, 90"" ell, 
45f Y, cross, cap, 3 part union, flange union. Add extra pipe, nipples and 
fittings so the system will close at the reducing fitting first drawn. 
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18. A piping problem (12 X 18 sheet). Given two sources of pressure 
supply — a city main and a steam pump. A sprinkler system must have 
pressure on it at all times, and is to be connected so as to have city pressure, 
pump pressure, or pressure from an overhead tank. A battery of boilers is 
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Fio. 345.— Prob. 18. 

also to be connected to these three sources. The tank is to be capable of 
supply from either piunp or main. Design a pipe layout in elevation so that 
each system can be operated independently, and be prefectly interchange- 
able, using the fewest fittings and simplest connections. Fig. 345 is a sketch 
showing the position of the outlets. 



CHAPTER X 



Working Drawings 

A working drawing is a drawing that gives all the information 
necessary for the complete construction of the object represented. 

It is a technical description of a machine or structure which has 
been designed for a certain purpose and place, and should convey 
all the facts regarding it so clearly and explicitly that no further 
instruction concerning either manufacture or erection would be 
required. 

The drawing will thus include: (1) The full graphical repre- 
sentation of the shape of every part of the object. (2) The 




Fifl. 34fi— Outline aasombly drawing. 



figured dimensions of all parts. (3) Explanatory notes giving 
specifications in regard to materials, finish, etc. (4) A descriptive 
title. 

Often, as in architectural and structural drawing, the notes of 
explanation and information concerning details of materials 
and finish are too extcnfiive to be included on the drawings, 
so are made up separately in typewritten or printed form and 
called the xpedjication-s. These are considered as virtually a part 
of the drawings, the information in them having equal weight 
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and importance. Thus we. have the term "drawings and 
sjDecifications." 

Although isometric, oblique and cabinet drawings are used 
to some extent in special cases, the basis of practically all working 
drawing is orthographic projection. Thus to represent an 
object completely at least two views would be necessary, often 
more. The only general rule would be, make as many views 
as are necessary to describe the object and no more. 

Instances may occur in which the third dimension is so well 
understood as to make one view sufficient, as for example in the 
drawing of a shaft or bolt. In other cases perhaps a half-dozen 
views might be required to show the piece completely. Some 
thought will be involved as to what views will show the object 
to the best advantage; whether an auxiliary view or note will 
save one or more other views, or whether a section will better 
explain the construction than an exterior view. One statement 
may be made with the force of a rule — // anything in clearness 
may be gained by the violation of any one of the strict principles 
of projection, violate it. 

There is no guide but the draftsman's judgment as to when 
added clearness might result by disregarding a theoretical prin- 
ciple, but numerous examples will be found in this chapter illus- 
trating the appUcation of the statement. 

Classes of Working Drawings. — Working drawings may be 
divided into two general classes, assembly drawings and detail 
drawings. 

An assembly drawing is, as its name implies, a drawing of the 
machine or structiu*e put together, showing the relative position 
of the diflferent parts. The term "general drawing " is sometimes 
used. 

Under the term assembly drawings would be included prelimi- 
nary design drawings and layouts, piping plans, and final 
complete drawings used for assembUng or erecting the machine 
or structiu-e. 

Thede»igfndramn^isthe preliminary layout, full size if possible, 
on which the scheming, inventing and designing is worked out 
accurately, after freehand sketches and calculations have deter- 
mined the general ideas. From it the detail drawings of each 
piece are made. 

The Assembly- Drawing, — The design drawing is in some cases 

finished and traced to form the assembly drawing. Oftcner the 
11 
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aaseaibly drawing is drawn from it, perhaps to smaller scale to 
fit a standard sheet, and using the detail drawings to work from. 
This makes a valuable check on the correctness of the detail 
drawings. 

The assembly drawing will give the over-all dimensions, the 
distances from center to center, or from part to part of the dif- 
ferent pieces, indicating their location and relation, so that the 
machine can be erected by reference to it. It should not be over- 
loaded with detail, particularly invisible detail. Unnecessuy 
hidden lines should not be used on any drawing. 

Assembly drawings often have reference letters or numbers ihi 
the different parts, sometimes enclosed in circles, referring to the 




Fio. 347. — Aagcnibly working dniritiB. 

details and bill of material. The term "diagram drawing" is 
applied to this class of assembly drawings, as well as to thosr 
made to show piping, wiring, heating, etc. 

An outline assembly drawing is used to give a general idea of ii 
machine or structure, and contains only the principal dimensioot 
When made for catalogue or other illustrative purposes, dimen- 
sions are often omitted, Fig. 346. Shade lines are generally used 
on this class of drawings, and sometimes line shading. 

An assembly working dramng, showing fully the construction 
of each piece aa well as the relative positions, may be made for a 
simple machine, Fig. 347, and sometimes "part assembly" draw- 
ings of certain groups of parts are used instead of separated details 
of each part. 

A detail drawing is the drawing of a separate piece, giving a 
complete and exact description of its form, dimenaions and con- 
struction. A successful detail drawing will tell the workman 
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stmply and ttiredly the shape, size, material and finish of each 
part, what shop operations are necessary, what limits of accuracy 
Tiust be observed, and how many of each are wanted. Fig. 348 
13 a detail drawing of a small piece, illustrating the use of decimal 



The grouptjig of the details is entirely dependent upon the 
r^«quirements of the shop system. In a very simple machine and 
if cnly one or two are to be built, all the details may perhaps be 
Sz~«uped on a single sheet. If many are to be built from the 
e design, each piece may have a separate sheet. In general, 




Fia. 348. — Detail drawing, 

it is a good plan to group the parts of the same material or char- 
acter. Thus forgings may be grouped on one sheet, bolts and 
screws on another. 

A complete set of working drawings therefore consists of assem- 
bly sheete, and detail sheets for each of the classes of workmen, 
as the patternoiaker, blacksmith, machinist, etc. These special 
drawings need not include dimensions not needed by those trades. 
The set may include also drawings for the purchaser. 

There is a "style" in drawing, just as there is in literature, 
which in one way indicates itself by the ease of reading. Some 
drawings "stand out, " while others which may contain all the 
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information are difficult to decipher. Although dealing with 
"mechanical thought/' there is a place for some artistic sense in 
mechanical drawing. The number, selection, and disposition of 
views, the omission of anything unnecessary, ambiguous, or mis- 
leading, the size and placing of dimensions and lettering, and the 
contrast of lines are all elements concerned in the style. 

The diagram, Fig. 349, attempts to illustrate graphically the 
dififerent steps in the production of the drawings for a proposed 
machine or structure. 
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Fio. 349. — The source and path of a drawing. 

Making a Working Drawing. — Order of Penciling. — ^After the 
scheming, inventing and calculating has been done, the order of 
procedure would be: Firsiy lay off a sheet to standard size, and 
block out space for the title. Second^ decide what scale is to be 
used, choosing one large enough to show all dimensions without 
crowding, and plan the arrangement of the sheet by making a 
little preliminary freehand sketch, estimating the space each 
view will occupy, and placing the viows to the best advantage for 
preserving if possible a balance in the appearance of the sheet. 
Third J draw the center lines for each view and on these "block in " 
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the views by laying off the principal dimensioDs and outlines. 
Center linee are drawn for the axes of symmetry of all symmetrical 
views or parts of views. Thus every cylindrical part would have 
a center line through its axis. Every circle would have two 
center lines intersecting at its center. Fourth, finish the projec- 
tions, putting in minor details, such as fillets, rounded comers, 




Pio. 350. — Order of pcaciUae. 
etc., last. In Chapter VI the general principle was given that 
the view showing the characteristic shape should be made first. 
The different projections should however be carried on together 
and no attempt made to finish one view before starting another. 
Fifth, draw all necessary dimension lines, then put in the dimen- 
Bions. Sixth, lay out the title. Seventh, check the drawing 
carefully. 
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As an aid in tracing, the finished outline or parts of it may if 
necessary be brightened by running over a second iiime with the 
pencil. The overlapping and overextending lines of the con^ 
structive stage should not be erased before inking. These exten- 
sions are often convenient in showing the stopping points. All 
unnecessary erasing should be avoided as it abrades the surface 
of the paper so that dirt catches more readily. 

As an aid in stopping tangent arcs in inking it is often desirable 
on the pencil drawing to mark the tangent point by a short piece 
of the normal at the point of tangency. Fig. 350 illustrates the 
stages of penciling. 

Tracing. — Working drawings almost always go to the shop in 
the form of blue prints, generally printed from tracings made on 
tracing cloth, although often drawings are made on bond paper or 
other translucent paper and prints made directly from the pencil 
drawing. The beginner should read carefully pages 278 and 279 
before starting a tracing, noticing that the cloth is to be tacked 
down smoothly with the dull side up, prepared by chalking, and 
the selvage torn oflF. Also that no view should be left over night 
with only part of its lines traced. 

Order of Inking. — First, ink center lines. Second^ ink all 
circles, beginning with the smallest, then circle arcs. Third, 
ink any irregular curved lines. Fourthj ink straight full lines in 
the order, horizontal, vertical, inclined. Fifth, ink dotted circles, 
arcs, and lines. Sixth, ink extension and dimension lines. Sev- 
enth, ink arrow heads and dimensions. Eighth, section line all cut 
surfaces. Ninth, letter notes and title. Tenth, ink the border. 
Eleventh, check the tracing. Fig. 351 shows the stages of inking. 

Dimensioning. — After the correct representation of the object 
by its projections, i.e., telling its shape, the entire value of the 
drawing as a working drawing lies in the dimensioning, i.e., telling 
its size. Here our study of drawing as a language must be 
supplemented by a knowledge of the shop methods which will 
enter into the construction. The draftsman to be successful 
must have an intimate knowledge of pattern making, forging, 
sheet metal working and machine shop practice. 

The dimensions put on a drawing are not those which were used 
in making it, but those necessary and most convenient for the 
workman who is to make the piece. The draftsman must thus 
put himself in the place of pattern maker, blacksmith or machin- 
ist, and mentally construct the object represented, to see if it can 



WORKING DRAWINGS 



167 



be cast or forged or machined practically and economically, and 
what dimenaions would give the required information in the best 
way. In brief, the drawing must be made with careful thought 
of its purpose. 

The dimension lines should all be drawn first, beginning with 
the view which shows the characteristic shape of the piece, being 








Pio. 351. — Order of inking. 



careful not to crowd them (it is generally possible to keep dimen- 
sion lines at least three-sixteenths of an inch away from the lines 
of the drawing), and always bearing in mind the convenience and 
ease of reading the drawing. Thus related dimensions should 
be given on the same view, as for example the diameter and length 
of a cylinder, as in Fig. 351. The dimensions should then be found 
for each distance indicated, by scaling or computation or both. 



168 ENGINEEMNG DRAWING 

General Rules for Dimenstoning. — In the alphabet of lines in 
Fig. 48 the dimension line was shown as a fine full line, with long 
arrow heads whose extremities indicate exactly the points to which 

the dimension is taken, and having a space left 
^*^j^ for the figure. The shape of the arrow head must 



^^ Not thus be observed carefully. Fig. 352. Some practice 

Fio 352 ^^^^ ^ A»:^ line and some a red line for dimen- 
sion lines. It is common practice among struc- 
tural draftsmen to place the dimension above the continuous lin ^ 
but it is not recommended for machine or architectural wor 



1. Dimensions, of course, always indicate the finished size of Uie actu^^ 
piece, without any reference to the scale of the drawings. 

2. Dimensions should read from the bottom and right side of the shee^V 
no matter what part of the sheet they are on. 

3. Dimensions up to 24" should always be given in inches. An exception 
is again noted in structural practice. Over 24" practice varies, but th- 
majority use feet and inches. The sizes of wheels, gears, pulleys and cylin^ 
der bores, the stroke of pistons and the length of wheel bases are alwayif^ 
given in inches; and sheet metal work is usually dimensioned in inches. 

4. Feet and inches are indicate! thus, 5'-6" or 6 ft.-6". When ther^ 
are no inches it should be indicated as 5'-0", 5'-0J". When dimensioi 
arc all in inches the indi mark is often omitted from all the dimensions, as L 
FiR. 353. 

5. Fractions must be made with a horizontal line, as 2 J, 3^. 

6. Have figures large enough to be easily legible. In an effort for neatness 
tlie beginner often gets them too small. 

7. Dimensions should generally be placed between views. 

8. In general do not repeat dimensions unless there is special reason for it— 

9. Preferably keep dimensions outside the view, unless added clcamess^i 
simplicity and ease of reading will result from placing them inside. (See^ 
Fig. 353.) They should for appearance* sake be kept off the cut surfacesi* 
of sections. When necessary to be placed there, the section lining is omitted^ 
around tlie numbers. 

10. Extension lines should not touch the outline. 

11. In general give dimensions from or about center lines. Remember 
that rough castings will vary in size and do not locate drilled holes from the 
edges of unfinished surfaces. 

12. In finished work two edges at right angles may be taken as base lines 
and all dimensions given from these lines. This method is used in die work 
and other precision work. The jig plate, Fig. 354 is an example. 

13. If it is practicable to locate a point by dimensioning from two center 
lines do not give an angular dimension. 

14. Never use anv center line as a dimension line. 

15. Never put a dimension on a line of the drawing. 

16. A dimension not agreeing with the scaled distance or which has been 
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rhuiged after the drawing has been made should be heavily underacored, 
or indicated as in Fig. 355. 

17. The diameter of a circle should be given, not the radius. 
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Fia. 356. — DimcDsianinft in limited spare 



IS. Badii of arcs should be marked R or Had. 

19. Have dimensions so complete that the workman will not have to add 
}r subtract figures, in order to find an essential dimension. 
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20. Never give dimensions to the edge of a circular part but always from 
center to center. 

21. The diameter of the "bolt circle" of holes in circular flanges is given, 
with the number and size of holes. 

22. A number of dimensions in a row may be either continuous or 
staggered. 

23. Dimensions must never be crowded. If the space is small methods 
as illustrated in Fig. 356 may be used. 

24. The direction in which a section is taken should be indicated by 
arrows on the line representing the cutting plane, Fig. 357. 
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Fig. 357. — Indication of cutting planes. 

The Finish Mark. — Several methods are used for indicating 
that certain surfaces of metal parts are to be machined, and that 
allowance must therefore be made on the casting or forging 
for finish. The symbol in common use is a small "/" placed on 
the surface, on the views which show the surface as a line. If 
the piece is to be finished all over, the note "jin. all over^* is placed 
under it, and the marks on the drawing omitted. 

Some elaborate symbols for different kinds of finish have been 
devised, but it is much better to specify these in words, as ''spot 
face," "grind/' etc. 

Limits and Fits. — In dimensioning any working drawing the 
question of relative accuracy is confronted, and the draftsman's 
knowledge of shop practice is concerned. In the ordinary 
dimensioning for surfaces to be machined, American practice 
works to inches and sixteenths, so the usual dimensions are in 
fractions J, J, J, -Ari ir^i ^\' When closely fitting parts are to 



172 



ENGINEERING DRAWING 



be dimensioDed the former practice was to mark both parts 
with the same dimension and add a note such as " drive fit," 
"running fit," "loose &t," "shrink fit," etc., leaving the amount 
of allowance to the machine shop. In present practice, with 
the demand for interchangeability and quantity production the 
exact size in decimals is specified for "essential dimensions," 
with the amount of "tolerance" over and under that will be 
allowed. For example in F^. 358 the dimension 0.3372 — 
0.000 + 0.004 means that the distance must not be under 0.3372 
but may be up to 0.004 over. These limits are set by the engi- 



a&5^aml-as^o/ff' 
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FiQ. 358. — Limit dimensionini Cfroin shtapnel drawing). 



necring department and the shop follows orders explicitly. The 
" + " limit is usually placed over the " — " limit as in Fig. 4^2. 
The general tolerance is often stated in a note near the title 
as in Fig. 362. If a size need be only approximate the sign ± 
is placed after the numeral. 

The Metric System. — Knowledge of the metric system will 
be of advantage as it will be encountered on drawings from coun- 
tries where this system is the standard, and in occasional in- 
stances in the United States (e.^., ball bearings are dimensioned 
in the metric system). Drawings in the metric system are not 
made to half-size or quarter-size. The first scale smaller than 
full size is one-fifth size, then one-tenth size. The unit of measure- 
ment on drawings is the millimeter (mm.) and the figures are 
all understood to be millimeters, without any indicating mark. 
Fig. 359 is an example of mm. dimensioning. A table of metric 
equivalents is given on page 315. 
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Notes and SpecificatioiiB. — Some necessary information cannot 
be drawn and hence must be added in the form of notes. This 
would include the number required of each piece, the kind of 
material, kind of finish, kind of fit, and any other specifications 
as to its construction or use. Such special notes are lettered 
near the part referred to. General notes referring to the entire 
machine, or aU the drawings on one sheet, are collected and 
lettered in one place. 




Fio. 359.— A metric drftwing. 



Do not be afraid of putting notes on drawings. Supplement 
the graphic language by the English language whenever added 
information can be conveyed, but be careful to word it so clearly 
that the meaning cannot possibly be misunderstood. 

If a note as to the shape of a piece will save making a view 
without sacrificing clearness, use it. If two pieces arc alike 
but one "right-hand" and the other "left-hand," one only is 
drawn and a note added one-R.H., one-L.H. 

Standard bolts and screws are not detailed when specified 
in the bill of materials. Standard tapers are indicated by 
number. See Appendix. 

The bin of material is a tabulated statement placed on a 
drawing, or in some cases, for convenience, on a separate sheet, 
which gives the mark, name, number wanted, size, material, 
pattern number, and sometimes the weight of each piece. A final 
column is usually left for "remarks." 

Fig. 360 is a detail drawing illustrating the use of the bill of 
matwial. 
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With large parts a column giving the over-all dimensions of 
he piece when crated or boxed for shipping is sometimes added, 
>articiilarly in manufactures for foreign shipment. 

Title. — The title of a working drawing is usually boxed in the 
ower right-hand corner, the size of the space varying with the 
ize of the drawing. For 12" X 18" sheets the space reserved 
nay be about three inches long. For 18" X 24" sheets four or 
bur and a half, and for 24" X 36" sheets five or five and a half 
nches. 

A form of title which is growing in favor is the record strip, a 
itrip marked oflf entirely across the lower part of the sheet, 
containing the information required in the title, and ample 
jpace for the record of orders, changes, etc., Fig. 361 illustrates 
this form. 
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Fig. 361. — Record strip title. 

It is sometimes desired to keep records of orders and other 
rivate information on the tracing, but not have them appear 
tk the print. In such case both the corner title and record 
»rip are used and the record strip trimmed oflf the print before 
ending it out. 

Contents of Title, — In general the title of a machine drawing 
:^ould contain: 

1. Name of machine. 

2. General name of parts (or simply "details")- 

3. Name of purchaser, if special machine. 

4. Manufacturer; company or firm name and address. 

5. Date; usually date of completion of tracing. 

6. Scale or scales; desirable on general drawings, often omitted from fully 
imensioned detail drawings. 

7. Drafting room record; names, initials or marks of the draftsman, tracer, 
hecker, approval of chief draftsman, engineer or superintendent. 

8. Numbers; of the drawing, of the order. The filing number is often 
epeated in the upper left-hand comer upside down, for convenience in case 
he drawing should be reversed in the drawer. 

The title should be lettered freehand in single-stroke capitals 
dther upright or inclined, but not both styles in the same title. 
These letters and their composition have been discussed in 
Dhapter V. 
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Any revision or change in the drawing should be noted, with 
date, in the title or record strip. 

£ver>' drafting room has its own standard form for title. In 
large offices this is often printed in type on the tracing cloth. 
Fig. 362 is a characteristic example. 



■AT. 



THE DOMESTIC £7^iGIMEEIMNG COMPANY 



OATC 



Fig. 362.— Printed title. 



CHECKING.— Before being sent to the shop, a work£-^6 



iX- 

es 



Jy 
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drawing must be checked for errors and omissions by an 
perienced checker, who in signing his name to it beco 
responsible for any inaccuracy. This is the final "proof readin; 
and cannot be done by the one who has made the drawing nea 
so well as by another person. In small offices all the work 
checked by the chief draftsman, and draftsmen sometimes che 
each other's work; in large drafting rooms one or more checke 
who devote all their time to this kind of work are employee- 
Students may gain experience in this work by being assigned 
to check other students' work. 

To be effective, checking must be done in an absolutely sys- 
tematic way, and with thorough concentration. 

Professor Follows in his *' Dictionary of Mechanical Drawing" 
has specified admirably the work of checking, in twelve items, 
which are given with his permission. Each of these should be 
followed through separately, allowing nothing to distract the 
attention from it. As each dimension or feature is verified a 
checkmark should be placed* above it or under it. 

1. Put yourself in the position of those who are to read the drawing and 
find out if it is easy to read and tells a straight story. Always do this before 
checking any individual features; in other words, before you have had time 
to become accustomed to the contents. 

2. See that each piece is correctly illustrated and that all necessary views 
are shown, but none that are not necessary. 

3. Check all the dimensions by scaling, and, where advisable, by calcula- 
tion also. 
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4. See that dimensions for the shop are given as required by the shop, 
that is, that the shop is not left to do any adding or subtracting in order to 
get a needed dimension. 

5. Go over each piece and see that finishes are properly specified. 

6 See that every specification of material is correct and that all necessary 
ones are given. 

7. Look out for "interferences." This means check each detail with the 
parts that will be adjacent to it in the assembled machine and see that 
proper clearances have been allowed. 

8. When checking for clearances in connection with a mechanical move- 
ment, lay out the movement to scale, figure the principal angles of motion 
ind see that proper clearances are maintained in all positions. 

9. See that all the small details, as screws, bolts, pins, keys, rivets, etc., 
3U« standard and that, where possible, stock sizes have been used. 

10. Check every feature of the record strip. 

11. Review the drawing in its entirety in connection with any points that 
have suggested themselves during the above checking. 

12. Bearing in mind the value of explanatory notes, do not fail to add 
such notes as your experience tells you will increase the efficiency of the 
drawing. 

Sections. — Sectional views are used whenever the interior 
construction can be shown to better advantage than in an ex- 
terior view. The principle of sectional views was explained on 
page 85, and the usual rules of projection are generally followed. 
In using sections several points should be remembered. 

1. The cutting plane need not be continuous, Fig. 162. 

2. Shafts, bolts, nuts, rods, rivets, keys, and the like whose 
axes occur in the plane of the section have no interior parts to 
he shown and consequently are left in full and not sectioned. 
Tig. 363. 

3. On drawings to be inked or traced the section lining is 
usually only indicated freehand, and is inked with fine lines gen- 
erally at 45 degrees, spaced uniformly by eye to give an even 
tint, the spacing governed by the size of the piece, but except 
in very small drawings not finer than Ke" apart. 

4. Adjacent pieces are section lined in opposite directions and 
are often brought out more clearly by varying the pitch using 
closer spacing for smaller pieces. The same piece in different 
views or in different parts of the same view should always be 
sectioned in the same way. 

5. Revolved sections and broken-out sections arc very con- 
venient methods of showing the shapes of some particular detail. 
See Fig. 360. . 

6. Extra sectional views placed near the part represented may 

12 
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Fia. 3C3.— Section study. 
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Flo. 361.— Dotted section. 
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often be used to advantage to Bhow some detail of conatruction, 

Fig. 360. 
7. A combination full and sectional view known as a "dotted 
section" will sometimes show 
the construction of an object 
economically, Fig. 364, 

8. Large surfaces in section 
are sometimes sectioned only 
around the edge as illustrated by 
the partial view, Fig. 365. 

9. A "half section" is a com- 
mon and economical way of 
showing a piece symmetrical 
about an axis. In such a view 

either side. Fig. 366. 




Fio, 365. — Outline secUoning. 



dotted lines are unnecessary c 

10. Confusion in readii^ a complicated piece sometimes o 
if all the detail behind the cutting plane is drawn. To insure 
clearness such detail not required 
En explaining the object may be 
omitted. Fig. 367. 

Violations of Theory.— The 
statement was made that in the 

interest of clearness the strict 

principles of projection might be 

violated. This is often done in 

making sectional views, as in Fig. 

368. The true projection of a sec- 
tion of the valve seat is unsym- 

metrical and misleading, therefore 

not good practical drawing. The 

preferred form is shown below. 
Similarly, if a section is taken 

through the rib of a machine part 

and drawn as a true section the 

effect is heavy and misleading. 

The draftsman's usual method is 

to omit the section lines from the 

rib, as if the cutting plane were 

just in front of it, Fig. 369. Another method sometimes used 

to good advantage, is to omit alternate section lines on the rib 

as in the lower section of Fig. 370. It should be noted that 




Fio. 366. — Hslf-aection. 
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Fta. 367. — Omiaaion ot detail beyond seatioii. 







— Conventional ai 



the actual section is here 
taken through the rib, 
therefore the contour is 
dotted. The upper section 
shows the usual method, 
but in this case the view is 
the same as if there were 
no rib. The special repre- 
sentation of the lower vie* 
is designed to overcome 
this difficulty. 

The elevation or section 
of drilled flanges should 
always show the holes at 
their true distance from 
the center, whether or not 
they come in the plane of 
the section. In Fig. 371 
the true projections are 
evidently misleading- 
\Vhen the holes do not fall 
in the plane of the section 
they should be shown as if 
revolved into it, and may 
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Dhllji'oia. 




FiQ. 369. — Treatment of section through rib. 



be indicated either by full 
or dotted lines as shown in 
the two lower views. 

Another example in which 
a true section gives an un- 
symmetrical appearance to 
a symmetrical piece is 
shown in Fig. 372. In such 
cases the section is revolved 
or "aligned" to preserve the 
effect of symmetry. 

These departures from 
true projection occur in full 
views as well as sections. 
For example, if a front view 
shows a hexagonal bolt head 
"across comers," the theo- 
retical projection of the side 
view would be "across 
flats." In a working draw- 
ing when bolt heads occur 
they would be drawn across 
corners in both views, to 
show the space needed. 
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Fxo. 370. — Method of identifying rib on 

section. 
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Some typical examples in which true lines and curves of inter- 
section are of no value as aids 
in reading the drawing and 
are therefore ignored, are 
shown in Fig. 373. 

Suggested treatments of 
filleted and rounded intersec- 
tions are shown in Fig. 374. 

Pieces which have parts at 
an angle with each other such 
as the lever of Fig. 375 may 
have their alignment straight- 
ened out in one view, as 
shown. Similarly, bent pieces 
of the type of Fig. 376 should 
have one view made as a de- 
veloped view. 

Lugs or parts cast on for 
holding purposes, and to be 
machined off are often shown 
in dashed lines. Dashed lina 
are also used for indicatii^ 
the limiting positions of mov- 
ing parts, Fig. 49, and for 
showing adjacent parts which 
aid in locating the position or 
use of the piece, Fig. 377. 

Cosventioiial Symbols.— 
The various methods of indi- 
cating screw threads, sprii^i 
etc., described in the previous 
chapter were called "conven- 
tional representation" as they 
did not represent the real 
outlines of the objects. Other 
conventions are used by 
draftsmen for electrical ap- 
paratus, materials, etc. 

In specifying the materials 
of which objects are to be 
made the safest rule to follow is to add the name of the material 




Fio. 371.— Repi 
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Fio. 372.— Symmetrical section. 
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Fio. 373. — SugEMted treBtment of curves of iDtenection. 
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Fra. 374. — Suggeated treatment of Gllets and rounds. 
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as a note. There are cases however in which when the piece 
is shown in section adjacent parts made of different materials 
can be indicated to good advantage by using different characters 
of cross-hatching. 




Omwkp ^ Lmffh 



r 




Fig. 375. — Revolved view. 



Fig. 376. — Developed view. 



The commonest example of this is in distinguishing a bearing 
or lining metal poured into place hot, such as babbitt metal. 
It is a universal practice to show such metals by the conventional 
symbol of crossed lines shown in Fig. 366. 

The quickest way to make this symbol is to section over both 
the lining metal and the adjacent cast iron at once, then cross 
the lining metal in the other direction. 




Fig. 377. — Imiiration of relative position. 



There have been a number of different codes of symbols pro- 
posed and published for the representation on working drawings 
of different metals and materials. Aside from their doubtful 
value on account of the lack of agreer^ent, they are all open to 
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the same objection, that of added time necessary for their exe- 
cution. Those of the American Society of Mechanical Engineers 
have been designed to minimize this objection, and are being 
generally adopted. They ^re given on page 318 together with 
part of the codes of the Bm^au of Construction U.S.N, who re- 
quire the use of their symbols on assembly drawings submitted 
by firms estimating on Government work. 

Until a standard is adopted universally, it would seem neces- 
sary to add to a drawing made with symbolical section lining, 
a key to materials as is done in architectural drawing; or else to 
letter the name of the material on each piece, in which case the 
fancy section lining would appear to be unnecessary. 




POUND SECTION 



(KXINO SECTION 



UEE^^EEESEE: 



V 



PIPE 0WTUBIN3 



15 



1 r 



] 




ROLLED SHAPES 



CHAIN 

ROPE OP CABLE 
6 «• 



CHAIN 



flCARmo 



1^1 l=^ 



U— lUoUARF SFTTia 



SECTION 



Fio. 378. — Conventional breaks and other symbols. 



ConverUional Breaks. — In making a detail of a long bar or 
piece with uniform shape of section, perhaps with detail at each 
end, there is evidently no necessity for drawing its whole length. 
It may be shown to larger scale and much better by breaking 
out a piece, moving the ends together and giving the true length 
by the dimension. Fig. ^437. The characteristic shape of the 
cross section is indicated by the break. Various conventional 
breaks, together with other representations are shown in Fig. 378.^ 
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Croaaed dif^onals are used for two distinct purposes, to in- 
dicate position or fioish for a bearing, and to indicate a piece 
square in section, but are not apt to be confused. 

Sheet metal, and structural shapes to small scale in section 
may be shown most effectively in solid black with white spaces 
between parts. 
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Fio, 379. — Spur uid bevel gears. 

Electrical diagrammatic symbols are often needed. There is 
no universal standard but of those proposed on page 317, a number 
are in general use. The standard wiring symbols of the National 
Electrical Contractors Association are given on page 316. 

Gears. — The subject of gearing properly belongs in the study 
of mechanism but their representation and specification is of 
such common occurrence that the names used and the proportions 
should be familiar to machine 
draftsmen. 

Briefly, gears are a substi- 
tute for rolling cyUnders and 
cones, designed to insure posi- 
tive motion. There are many 
kinds of gears but the most 
common forms are spur gears 
....„ ^^j bevel gears, Fig. 379. 

When one of two gears is 
much smaller than the other, it is called a pinion. A rack may 
be thought of as the development of a large gear, and is used 
with a pinion, Fig. 379. 

The larger dimensions of a gear are the width of face, the out- 
side diameter, which is self-explanatory ; the root diameter, which 
is the diameter measured between the bottoms of the gear teeth. 
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and the pitch diameter, which is about halfway between the 
other two. Important information concerning gears and gear 
teeth as illustrated in Fig. 380 consists of the following: 

N "• number of teeth. 

D V di&meter of pitch circle >- pitch difttneter, 

P, •= circular pitch « distance from a point on one tooth to the 
same point on the next tooth measured along the pit«h 
circle — circumference of pitch circle divided by number of 
teeth = „- 

P = diameter pitch, commonly called "Pitch" = a factor ob- 
tained by dividing the number of teeth by the pitch diamr 




Fio. 381. — Cut spur gear. 



Addendum ^ distance tooth extends outside of pitch circle " „■ 
I>edcndum = distance tooth extends iuBide of pitch circle =ij + p ■ 
Depth of cut " addendum plus dedcndum. 

D. = outside diameter = pitch diameter plus two times the 
addendum. 

The necessary information concerning a gear may be found by 
counting the number of teeth and measuring the outside diameter. 
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Example.— Given N and D, to find P (Diameter Pitch). 

^ + p - D. from which P -^^5^ 
Given JV and P to find Z> (Klch Diameter). 

D -pOT N - D XP 
Given N and P to find D, (Outside Diameter). 
JV+2 




Fio. nss.— Cut Iwvel genr. 

In a similar way any rcquirc<i diinensioiis may he found by the 
solution of an equation. 

In the working drawings of gears and toothed wheels the teeth 
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Ue never drawn on the wheel. For cast gears the pitch circle, 
addendum circle and root circle are drawn, and the full-aized 
outline of one tooth, Fig. 381. 
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Fio. 3S4. — Csat bevel genr. 

For cut gears the blank is drawn, and notes added for full 
L-nformatioD regarding pitch, depth of cut, etc., Fig. 382. 

Bevel gears are specified in a similar manner, as shown in 
Figs. 383 and 384, which show a cut gear and a cast gear. For 
further information on bevel 
and other classes of gears, see 
gear manufacturers catalogues 
and books on mechanism. 
On assembly drawings gears 

are represented in elevation 

as in Fig. 385 and in section 

as in Fig. 382. 
Cams. — A cam is a machine 

element used to obtain an 

irregular or special motion 

not easily obtained by other 

means. The shape of a cam 

is derived from the motion 

required of it and may take the form of a circle, ellipse, involute, 

etc., or may be an irregular curve. One form of plate cam is 

shown in Fig. 387. A cyhndrical cam is shown in Fig. 386. 

The principle involved in drawing a cam is the same in all cases. 
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Fio. 385. — Gears in elevatioo. 
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Let it be required to move a machine part up and down with a 
Bpeciiied motion. The part moved may be a roller, in which 
ca^ the center of the roller is considered aa a moving point. A 
plate attached to a revolving 
shaft may be given auch a shape 
that it will cause the roller to 
rise and allow it to fall in a pre- 
determined manner. 

To find the cam outline. Fig. 
387. Given point C, the center 
of the shaft, point A the lowest 
position and point B the highest 
position of the center of the roller. It is required to raise the cam 
with harmonic motion during one-half revolution of the uni- 
formly revolving shaft, allow it to drop one-half way down in- 




Fio. 386.— Cylindrical 




stantly and then drop the remaining distance with uniform 
motion. 

Divide the rise into parts proportional to harmonic motion. 
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Divide the semicircle ADE into as many equal parts as there 
are spaces in the rise and draw radial lines. With C as a center 
and radius CI draw an arc intersecting the first radial line at l^ 
In the same way locate points 2', 3', etc., and draw a smooth 
curve through them. If the cam is revolved in the direction 
of the arrow, it will raise the roller with the desired motion. 

Draw B'F equal to one-half AB. Divide A3 into six equal 
parts and EGA into six equal parts. Tlien for equal angles the 
roller must fall equal distances. Circle arcs drawn as indicated 
will locate the required points on the cam outline. 

This outline is for the center of the roller, allowance for which 
may be made by drawing the roller in its successive positions and 
then drawing a tangent curve as shown in the auxiliary figure. 

Commercial Practice. — In commercial drafting accuracy and 
speed are the two requirements. The drafting room is an ex- 
pensive department and time is an important element. The 
draftsman must therefore have a ready knowledge not only of 
the principles of drawing, but of the conventional methods and 
abbreviations, and any device or system that will save time with- 
out sacrificing clearness is desirable. 

The usual criticism of the student by the employer is his lack 
of appreciation of the necessity of speed, 

PROBLEMS 

The first part of any working drawing problem consists of 
the selection of views, the choice of suitable scales, and the 
arrangement of the sheet. In class work a preliminary sketch 
layout should be submitted for approval before the drawing is 
commenced. 

All views of any piece must be drawn to the same scale, but 
different pieces on the same sheet may be drawn to different 
scales. 

The problems here given may be drawn on 12* X 18* or 18* 
X 24' sheets. They have been designed to cover the points 
outlined in the text, and their division into groups will suggest 
a selection of one or more from each group in making up a course. 

Group I. Exterior Detail Drawings. 

Problems 1 to 6, Figs. 388 to 393. Make complete working drawings 
fully dimensioned and with necessary notes, from which the pattern could 
be made and the piece finished in the shop. 



192 



ENGINEERING DRAWING 



Oionp n. Detail Dnwiofs in Section. 

7. Fig. 3S4. Working drawing, one view in aection. 
B. Fig. 395. Worldng drawing, aizo to be asaigiied. 
9. Fig. 396. Worldng drawing, aiie to be assigned. 




Fia. 388.— Prob. 1. 

10. Fig. 397. Working drawing of fly wheel, outside diameter 60", hub ' 
6", bore 3", keyway M" X %". Arms at rim ?i size at hub. 

11. Fig. 398. Working drawing of pulley, figure dioiendons from 
formulas given. Suggested sizes (o) 24" diam. 6" face, 2" bore; (6) 42" 
diam. 14" face, 3Hs" bore; (c) 20" diam. 10" face, 2?fB" bore; (rf) 12" diam. 




Prob. 2. 



16" face, 2^6" bore; (e) 60" diam. 8" face, 3' Jfe" bore; (/) 60" diam. 4" 
face, lJia"borc, 

IS. Pig. 399. Working drawing of acid pnn. Larger scale part sections 
of inlet and outlet should be made, t« avoid crowding d 
complete views. 



WORKINQ DRAWINGS 




ENGINEERING DRAWING 




Fio. 392. — Prob. 5. 




Fio. 393— Prob. C. 
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Fio. 395.— Prob. 8. 




Fio. 386.— Prob. 8. 
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IS. Fig. 400. Working drawing of base plate. 
14. Fig. 40t. Working drawing of bearing. 




Fio. 397.— Prob. 10. 



Fio. 398.— Piob. 11. 



Group ni. ABsembly Drawings from Details. 

15. fig. 402. Assembly drawing of form for making piston woihen. 
Supply ] Ji" bolt and nut. 

16. Fig. 403. Assembly drawing of friction clutch shifter. The detoil" 
are given in Hg. 360. 




Fio. 390.— Prob. 12. 



17. Fig. 404. Detail and asaembly drawings of pop safety valve, from 
sketches. 

16. Assembly drawing of leveling block ftom sketches in Fig. 460. 
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Fio. 403.— Prob. 18. 
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Gm^ IV. Dimenrioning Studies. 

19, SO, 31, SS. f^ga. 405 to 40S. The figures given are half-fliie. Make 
full-^iie working drawings from them, and dimension completely. Assume 
aod indicate finished surfaces. 




Fio. 404,— Prob. 17. 



S3, S4. Figs. 409, 410. Make freehand working sketches (orthographic), 
and show the location of all dimensions, according to the rules for dimenaion- 




Fio. 405.— Prob. 10. 

ing, bjr adding dimension lines with arrow-heads, leaving blank space for 
figures. Fill in the blank space with consecutive numbers indicating the 
order in which the dimension lines should be drawn. 
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Fio. 406.— Prob. 20. 
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Fio. 407.— Prob. 21. 
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Fio. 408.— Prob. 22. 





Fio. 409.— Prob. 23. 



Fio. 410.— Prob. 24. 




Fio. 411.— Prob. 26. 



Fio. 412.— Prob. 26. 




Fio. 413.— Prob. 27. 



Fig. 414.— Prob. 28. 
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St, Se. FigH. 411, 412. Make freehand ortbognqiliic eketchee, indicatini 
dimensioDfl for the blacksmith. Holes to be punched. 

ST, S8. I<igs. 413, 414. Make freehand orthogr^hic Bketcfaea, indkslmi 
neceasaiy machine shop dimeiuions. 
Group V. Detalli bom Aiaembl; Dntwinga. 

S9. Fig. 415. Make detail drawings for tool post. 

SO. Fig. 416. Make detail drawinga for hanger. 



/ 750/ /hif Scrvttr 




Flu. 415.— Prob. 29. 



31. Fig. 417. Make detail drnwings for belt tigiitener. Numbei 
parts and make a material list. 
Group VI. Section Studies. 

33 to 36. Figs. 418 to 422. Make working drawings with sectional v 
observing conventional practice. 
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Fiu. 41(1.— Prob. 32. 



Fio. ilB.— Prob. 33. 




Fio. 420.— Prob. 34. 
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Group Vn. SpecUl Raprraoitation. 

ST to 42. figB. 423 to 428. Make working drawingB, selecting views 
carefully. True projection Bometimea gives views not only difficult to draw 




AMr - f,/ii3f> affiK/fsxtt surfaas. and elsewhere as indicalea. 
Fio. 422.— Prob. 36. 



but often of doubtful value in representstioD. These examples illustrate 
the statements of pages 179 to 182 regarding the violation of theory, both 
in sectional and exterior views. 
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Group VUL Caois and G«u>. 

4i. Fig. 429. M^e a dnwinE for a plate cam to satisfy the following 
conditions: With crater at 0, revolution in direction ai arrow, the follower 



tfi 




Fia. 423.— Prob. 37. 



starts at point A and rises to B with uniform motion during }i revolutioD, 
remains at rest ^ revolution and drops with unifomi motion the last H 
revolution, to the starting point. AO = %"; AB = 1%,"; diam. of shaft 




Tia. 424.— Prob. 



Ji"; diam. of huh \}i"; thickness of plate H"; length of hub l%"; diam. 
of roller }i". 

44. A broken spur gear has been measured and the following infonnation 
obtained. No. of teeth, 33. Outside diam. A%"; width of face 1"; diam. 
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of shaft J^"; length of hub 1^". Moke drawing of gear blank with all 
dimenaions and information necessary for making a new gear. Dimensions 
not given above are to be obtained from drawing as it is made. 




FiQ. 426.— Prob. 40. 



U. Moke drawing for a spur gear. The only information available is as 
follows: Root diam. 8.1372; outside diam.8.2"; width of face 1^; diam. 
of shaft IH"; length of hub 2". 



208 ENGINEERING DRAWING 




\o I- 



-a-i 



K[0. 439.— Prob. i 



WORKING DRAWINGS 



209 



atoup IX. Checking Studies. 

46, 47, 48. Figs. 430, 431, 432. These drawings are incorrect in several 
places, both in representation, placing of dimensions, and distances. Check 
(or errors, following the system given on page 176, and redraw in good form. 
Fig. 432 is very faulty in technic. Mark the faults, in pencil, on the 
figure before redrawing. 
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Fig. 430. — Prob. 46. An incorrect drawing to bo checked for errors. 

^roup X. Assembly and Detail Drawings. 

49. Figs. 433 and 434. Make an assembly drawing (exterior) of the 
^nch press, or shaft straightener. The drawing is to have such dimensions 
iS are necessary to show the space required, to indicate the capacity and 
or purposes of locating. Other dimensions to be omitted. Supply neces- 




Fio. 431. — Prob. 47. An incorrect drawing to bo checked for errors. 



iary bolts, screws, and pins. Shade lines may be used to advantage in this 
Irawing. (See page 288.) 

60. Fig. 435. Make assembly drawing of gas engine mixer from details. 

61. Figs. 436 and 437. Make complete detail drawings of 6" X 12'' water 
md of pump. Note that the figures shown are freehand sketches which 

14 
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Fio. 434.— Prob. 49. 
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are not to be copied but used as sources of inform&tion from which to make 
the neceeeary choice of views, using sections or different views where 
desirable. 

n. Mga. 436 and 437. Make sectional aasembly drawing, two viewi, d 
6" X 12" water end of pump (6" diam. 12" stroke). ChooM sections which 
will tell the most about the pump. Draw the piston at the left end of 
stroke, just' starting to the right, showing tlie proper valves open or cloKd. 
Details of the valve parts are given in Fig. 421, and may be drawn in thii 
assembly either in full or in section. Put <m all dimeanons except thoK of 
use only to the patternmaker. 




03. Fig. 4^)8. Draw two views of piston and piston rod assembled, with 
(.■omplcte dimensions. Make the piBton in section in both views, and section 
such other portions of the assembly as will show the construction and ar- 
rangement to the best ailvantago. 

B4. Fig. 439. Make detail (IrawingB for Corliss engine dash pot. Show 
each piece separately with complete dimensions and notes for materials and 

68. Fig. 440. Moke assembly drawing of milling machine vise from 
details. The sketch is given to show the arrangement of the parts. 
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66. Fig. 441. Mak« aaaembly drawing <tf center grinder from details. 

67. Fig. 442. The rectangular inset shows the detail sketch of a dumper 
cluteh fork and a picture ot the jig used in machining it. The sketchee of 




the parts of the jig are given in the figure. Make complete detail drawings 
for the jig, with bill of material and title. 

U. Sig. 442. Make complete assembler drawings, three views, of jig 
with clutch foric in place, giving "go together" dimensions. 



engineering drawing 
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57 ia omitted, this nmrnihly drawing should be fullT 
kbly drawing, Tif. 



If problen 
dimennoaed. 
59. Make detail drawii^ of exponuoD jiuiit from 



60. Select a simple machine such aa a bench grinder, power back a> or 
bench drill, or a part of a larger machine. Learn the namea of the parti ud 




Fio. 430.— Prob. 54. 

their purposes. Make a akcl-ch showing the relative positions of the parts 
when aasembted, liut with only the important reference dimensions. Sketch 
each detail, and add dimensions and complete notes. From these sketches 
make detail drawings without further reference to the machine. Make an 
assembly drawing without dimensions but with parts numbered to show their 
location. 
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Technical Sketching 

From its long use in connection with art the word "sketch" 
has come to suggest the impression of a free or incomplete or 
careless rendering of some idea, or some mere note or suggestion 
for future use. This meaning is entirely misleading and wrong 
in the technical use of the word. A sketch is simply a working 
drawing made freehand, without instruments, the quick expres- 
sion of graphic language, but in information adequate and 
complete. 

Purpose. — So necessary to the engineer is the training in free- 
hand sketching, it might almost be said in regard to its importance 
that the preceding ten chapters have all been in preparation for 

this one. Such routine men 
as tracers and detailers may 
get along with skill and speed 
in mechanical drawing, but 
the designer must be able to 
sketch his ideas with a sure 
hand and clear judgment. 
In all mechanical thinking in 
invention, all preliminary de- 
signing, all explanation and 
instructions to draftsmen free- 
hand sketching is the mode of 
expression. 

It represents the mastery 
of the language, gained only 
after full proficiency in mechanical execution, and is the mastery 
which the engineer, and inventor, designer, chief draftsman, and 
contractor, with all of whom time is too valuable to spend in 
mechanical execution, must have. 

It may be necessary to go a long distance from the drawing 
room to get some preliminary information and the record thus 
obtained would be valueless if any detail were missing or obscure. 
Mistakes or omissions that would be discovered quickly in 
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Fig. 443. — A note book sketch. 
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making an accurate scale drawing; may easily be overlooked in 
a freehand sketch, and constant care must be observed to prevent 
their occurrence. A part of a page from a sketch book is shown 
in Fig. 443 giving the essential information for the design of a 
guide to be added to a machine. 

Sometimes, if a piece is to be made but once a sketch is used 
as a working drawing and afterward filed. 

Practice. — The best preliminary training for this work ia the 
drawing in the public schools, training the hand and eye to see 
and represent form and proportion. Those who have not had 
this preparation should practice drawing lines with the pencil, 
until the hand obeys the eye to a reasonable extent. 

Sketches are made in orthographic, axonometrie, or perspective 
drawing, depending upon the use which is to be made of them. 
Sketches of machine parts to be used in making working drawings, 
etc., would be made in orthographic; explanatory or illustrative 
sketches ,might be made either in orthographic or in one of the 
pictorial methods. 

' The beat practice is obtained by sketching from castings, 
machine parts, or simple machines, and making working drawings 
from the sketches without further reference to the object. In 
class work a variation may be introduced by exchanging the 
sketches so that the working drawing is made by another student. 
This emphasizes the necessity of putting down all the information 
and not relying on memory to supply that missing; and working 
with the idea that the object is not to be seen after the sketch 
is made. A most valuable training in the observation of details 
ia the sketching from memory a piece previously studied. It is 
an excellent training in sureness of touch to make sketches 
directly in ink, perhaps with fountain pen. 

Materials and Technic— The only necessary materials for 
sketching are a pencil (H or 2H), sharpened to a long conical 
point, not too sharp, a pencil eraser, to be used sparingly, and 
paper, either in note book, pad or single sheet clipped on a board. 

In making working sketches from objects a two-foot rule and 
calipers are needed to obtain dimensions. In addition to these, 
other machinists' tools may be required, such as a try square, 
surface gauge, depth gauge, thread gauge, and for accurate meas- 
urements a micrometer caliper. Sometimes a plumb line is of 
service. Much ingenuity is often required to get dimensions from 
an existing machine. 




Fla. 444. — Sketching a vertical line. 
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The pencil should be held with freedom, not close to the point, 
vertical lines drawn downward, Fig. 444, and horisontal lines 
from left to r^t, Fig. 445. 

MakiiigaSketcb.- 
In iT> airing an ortho- 
graphic sketch the 
principles of projec- 
tion and all the rul^ 
of practice for worst- 
ing drawings are to ^ 
remembered a^^ 
applied. The object 
should be studied a-»^ 
the necessary vie"** 
decided upon. Th^« 
views will probably not be just the same as would be made ia=» * 
scale drawing. For example, a note in regard to thickness *" 
shape of section will 
often be used to save a 
view, Fig. 446. The 
end view of a piece cir- 
cular in cross section 
would be entirely un- 
necessary (as Fig. 449 
illustrates). In other 
cases additional views, 
part views and extra 
sections may be 
sketched rather than complicate the figures by added lines which 
would confuse a sketch, although the same lines might be 
perfectly clear in a scale drawing. Use judgment in the size of 
sketches. Have them large 
enough to show all detail 
clearly, allowing plenty of 
room for dimensions, notes 
and memoranda. Small parts 
are often sketched larger than 
full size, although working 
drawings are not made over 
full size except for very small pieces. Do not attempt to crowd 
all the views on a single sheet of paper; use as many as may be 




Fiu. 445. — Sketching a horiioDtBl li 
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required, but name each view and indicate the direction in which 
it is taken in reference to the other views. 

In beginning a sketch always start with center lines or datum 
lines, and remember that the view showing the contour or char- 
acteristic shape is to be drawn first. This is generally the view 
showing circles if there are any. 

In drawing on plain paper, the location of the principal points, 
centers, etc., should be marked so that the sketches will fit the 
sheet, and the whole sketch with as many views, sections and 
auxiliary views as are necessary to describe the piece, drawn 
m'tkout taking any measurementa, but in as nearly correct pro- 
portion as the eye can determine. 

A machine should, of course, be represented right side up, i.e., 
in its natural working position. If symmetrical about an axis, 
often one-half only need be sketched. Circles may be drawn 
with some accuracy by marking on the center lines points equi- 
distant from the center. 

If a whole view cannot be made on one page it may be put on 
two, each being drawn up to a break line used as a datum line. 

Sketches should be made entirely freehand, no ruled lines 
being used. 

Dimensioning a Sketch.— After the sketching of a piece is 
entirely fini.'ihed it should be gone over and dimension lines for 
all the dimensions needed for 
the construction added, draw- 
ing extension lines and arrow 
heads carefully and checking 
to see that none are omitted, 
but still making no measure- 
menU. Fig. 446. 

Measuring. — Up to this 
stage the object has not been 
handled and the drawing has 
been kept clean. The meas- 
urements for the din 
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indicated on the drawing may 
now be added. The two-foot rule or a steel scale will serve for 
most dimensions. Never use the draftsman's scale for measur- 
ing castings. Its edge will be marred and it will be soiled. The 
diameters of holes may be measured with the inside calipers. It 
is often necessary to lay a straight edge across a surface as in 
Fig, 447. In measuring the distance between centers of two 
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holes of the same eize measure from edge to correspoDding 
edge. Always measure from fiuished surfaces if possible. Judg- 
ment must be exercbed in measuring roi^ castings so as not 
to record inequalities due to the foundry. Fig. 448 illustrates 
measurii^ a curve by offsets. 

It is better to have too many dimensions rather than too few. 
It is a traditional mistake of 
the beginner to omit a vitsl 
figure. 

Add all remarks and notes 
that may seem to be of any 
value. 

The title should be written 

F:o. «8.-Mea.uremenW by offseta. ^^ lettered on the sketch, aod 
for class sketches the amount of time spent. 

Always date every sketch. Valuable inventions have been 
lost through the inability to prove priority, because the first 
sketches had not been dated. In commercial work the drafts- 
man's notebook with sketches and calculations is preserved aa 
a permanent record, and sketches should be made so as to stand 
the test of time, and be legible after the details of their making 
have been forgotten. 

Cross Section Paper. — T![~ ■'Ur^^t^ 

Sketches are often made ." " -'* T* . ^j '^jS h ' ■'V'A, ^i^'~ 

on coordinate paper ruled T -'.'..' ; '"y j^ ; _ !:t; 

faintly in sixteenths, '[ , - - ^..^v^..'-"; — ~"^'.'; ■^'■- ';'' "iij;:; 
eighths or quarters of an '. - - '-'-^ ' . r':"— -] , ^^, ..J^.."' 

inch, using it either sim- ■ '^ ■ 1" |-...^j:}" v" "'" "p*!"!"^ 

ply as an aid in drawing •' ~' ■■ ■^■"^— ^..I,."_,'I~r~" ]£-) 
straight lines and judging . '^ ' " '• [ 'vx'-'- 

proportions, or by assign- -JV/.; i^y '•-''^'' ■''- v "i'^;'' 

ing suitable vahies to the ' ^'' 

unit spaces and drawing Fjo. 44tl.—Sketth on coordinate paper. 

to appro.ximate scale. 

Fig. 449. The latter use is more applicable to design sketches 
than to sketches from the object. 

Kinds of Technical Sketches. — Sketches may be divided into 
two general classes, first, those made before the structure is 
built, second, those made after the structure Js built. In the 
first class are included the sketches made in connection with the 
designing of the structure, and might be classified as (.1) Schem- 
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ing or idea" sketches, used in studying and developing the ar- 
rangenoient and proportion of parts. These are followed by 
(2) Computai on sketches, made in connection with the figured 
calculations for motion and strength. (3) Executive sketches, 
made by the chief engineer, inventor or consulting engineer to 
give instructions for special arrangements or ideas which must be 
embodied in the design. (4) Design sketches, used in working up 
the schemes and ideas in such form that the design drawing can 
be started. (5) Working sketches, made as substitutes for work- 
ing drawings. 

The second class includes (1) Detail sketches, made from existing 
parts, with complete notes and dimensions, from which duplicate 
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FiQ. 460. — Detail sketcli. 

parts may be made directly, or from which mechanical drawings . 
may be made. Fig. 450. The method of making these sketches 
has already been discussed. (2) Assembly sketches, made from 
an assembled machine to show the relative positions of the various 
parts, with center and location dimensions, or sometimes for a 
simple machine with complete dimensions and specifications. 
(3) OtUline or diagrammatic sketches. These are generally made 
for the purposes of location, sometimes to give the size and loca- 
tion of pulleys and shafting, piping or wiring, for use in connec- 
tion with setting up of machinery; sometimes to locate a single 
machine, giving the overall dimensions, sizes and center distances 
for foundation bolts, and location and sizes of pulleys, piping, etc. 
SKETCHING BY PICTORIAL METHODS.— The pictorial 
sketch of an object or of some detail of construction will often 
explain it when the orthographic projection cannot be read in- 

15 
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telligently by a workman. If a working drawing is difficult to 
understand, one of the best ways of reading it is to start a pic- 
torial sketch of it. Usually before the sketch is finished the 
orthographic drawing is perfectly clear. Often, again, a pictorial 
sketch may be made more quickly and serve as a better record 
than orthographic views of the same piece would do; and the 
draftsman who can make a pictorial sketch with faciUtywill 
find abundant opportunity for its advantageous use. 

The three pictorial methods are axonometric, oblique, and 
perspective. The first two have been explained in detail in 
Chapter VIII and their application in sketching referred to on 
page 134. 

Azonometric Sketching. — Since measurements are not made' 
on sketches there is absolutely no advantage in sketching on 




Fiu. 451. — 120° axes and flattened axes compared. 

isometric axes 120 degrees apart and making an mmecessary 
distortion. A much better effect is gained and the distortion 
greatly lessened by drawing the cross axes at a much smaller 
angle with the horizontal, Fig. 451, and foreshortening them 
until satisfactory to the eye. It is legitimate in such an isometric 
sketch still further to decrease the effect of distortion by sUghtly 
converging the receding lines. Objects of rectangular outline 
are best adapted to sketching in axonometric projection. 

When it is important to show the top surface the axes may be 
drawn at greater angles to the horizontal, and the vertical axis 
foreshortened, thus tipping the object forward. 

Some care must be exercised in adding dimensions to a pictorial 
sketch. The extension lines must always be either in or per- 
pendicular to the plane on which the dimension is being given. 
Fig. 452; (See also Figs. 164 to 171.) 

Oblique Sketching. — The advantage of oblique projection in 
preserving one face without distortion is of particular value in 
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sketching, and the painful effect of this kind of drawing done 
mechanically may be 

greatly lessened in ^-'"''^^^^'^^ // /'T^'i'n:'^-^ 

sketching, by fore- 
short :ning the cross 
axis to a pleasing pro- 
portion, Fig. 453. By 
convergng the lines 
para lei to the cross 
axis, the effect of 
parallel perspective is 
obtained. This con- 
verging in either iso- 
metric or oblique is 




— Pictorial sketch. 



Fio. 452.- 

sometimes called "fake perspective." 

Perspective Sketching. — A sketch made in perspective will of 
course give the best effect pictorially. As we do not in this book 
take up the subject of mechanical perspective, with its rules and 




Fto. 463. — Oblique, with and without forcshortcaing. 

methods, only the phenomena of perspective and their applica- 
tion in freehand sketching can be considered in this connection.' 

' Pertpeetive Contlrveium. — Some knowledge of raerhanipal perspective 
ii of great aid in freehand sketchinK. This note gives a condeoscd Htatement 
of the priitcipleB. Titles of several books on the subject will be found in 
Chapter XVIII. 

When a perspective drawiag is to be constructed from the plan and eleva- 
tion, a picture plane is imagined as set up in front of the object, and the 
obeerver's eye located at a "station point" at a distance from the plane at 
least twice the length of the object. A little thought will show that the 
vanishing point for any system of parallel lines is the conical projection on 
the picture plane of their infinite ends, the eye looking farther and farther 
out until the line of vision is parallel to the given lines. Hence the 
KMitkinn point for any tytlem of parallel lines is found by draieing from the 
ttalion point a line parallel to tlie given lines and finding where it pierces the 
picture plain. A line drawn from the station point perpendicular to the 
^ture plane pierces it ia a point called the "center of vision." Evidently 
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Perspective has already been defined as being the representa- 
tion of an object as seen by the eye horn some particular station 

all linea perpendicular to Vu piawe plane wiU vaitUk in the center of nrim. 
ThiB IB the baaifl of pftrallel perspective. 
An object with one face in the picture plane, to be drawn in parallel 




Fio. 455, — Angular pcrspectii 



perspective as it would appear from S.P. is shown at A, Fig. 454. At B 
is shown the top view of A with the cone of rays. C shows the picture 
plane detached and set forward in order that it may not interfere with the 
plan when revolved. D is the top view of C after the picture plane has been 
revolved, and represents (with B) the construction that would be made in 
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point. Geometrically, it is the intersection of the cone of rays 
from the eye to the object, with the vertical plane, or "picture 
plane." There is a distinction between ^'artist's perspective" 
and "geometrical perspective," in that the artist draws the object 
as he sees it projected on the spherical surface of the retina of his 
eye, while geometrical, or mechanical perspective is projected on 
a plane, as in a photograph, but except in wide angles of vision 
the difference is not very noticeable. 

The ordinary phenomena of perspective, affecting everything 
we see, the fact of objects appearing smaller in proportion to their 
distance from the eye, and of parallel lines appearing to converge 
as they recede, are of course well known. 

The outline of the object in Fig. 457 is drawn from a photo- 
graph. It will be noted that the vertical lines remain vertical 
in the picture, and that the two sets of horizontal lines each 
appear to converge toward a point called the "vanishing point." 
These two vanishing points will lie on a horizontal line drawn at 

^ perspective drawing. Thus, to draw an object in parallel perspective 

"by the "cone of rays" method, draw the plan parallel to P.P. From each 

point of the plan draw a ray to S. P. At any convenient place draw a horizon 

and below it (5 feet) a groimd line. As all lines perpendicular to P.P. 

vanish at C.V. the perspective of any point would be found by finding the 

perspective of a perpendicular 

containing it and dropping a 

perpendicular to this line from 

the point of intersection with 

P.P. of the ray through the 

point. 

Vertical ^measurements are 
made on measuring lines in the 
picture plane and "vanished" 
back to the line to be measured. 

ilg. 455 is a series illustrating 

an object in angular perspective, Fiq. 456.— Vanishing point of oblique lines. 
A, the object, with one comer 

in the picture plane; B the plan showing the finding of the vanishing points 
for the two series of horizontal lines by drawing lines through the station 
point parallel to them; C the picture plane moved forward bringing with it 
the horizon and vanishing points; D, the picture plane revolved. B and 
D together illustrate the layout for an angular perspective drawing. The 
figure illustrates the general case. It is usual in practice to take S.P. 
directly in front of the corner in the P.P. 

Pig. 466 illustrates the principle that the vanishing point of a system of 
oblique lines is on a perpendicular from the vanishing point of their 
projectionB. 
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the level of the eye, called the "horizon;" and the first rule is, 
aU horizontal lines vanish on the horizon. 

When the object is turned as in Fig. 457, with its vertical faces 
at an angle with the picture plane, the drawing is said to be 
in angular perspective. It is sometimes called ''two-]X)int" 
perspective because of having two vanishing points. 

If the object is turned so that one face is parallel to the picture 
plane, the horizontal lines on that face and all lines parallel to 
them would remain horizontal in the picture and would thus have 
no vanishing point. The object drawn in this position is said 
to be in parallel, or "one-point" perspective. 




Fio. 457. — Perspective (from photograph). 

In sketching in perspective from the model the drawing is made 
simply by observation, the directions and proportionate lengths 
of lines being estimated by sighting and measuring on the pencil 
held at arm's length; and knowledge of the geometrical rules and 
principles used only as a check. 

With the drawing board or sketch pad held perpendicular to 
the '^iine of sight" from the eye to the object, the direction of a 
line is tested by holding the pencil at arm's length parallel to the 
hoardy rotating the arm until the pencil appears to coincide with 
the line on the model, then moving it parallel to this position, 
back to the board. 

The apparent lengths of lines are estimated in the same way, 
holding the pencil in a plane perpendicular to the line of sight, 
marking with the thumb the length of pencil which covers a line 
of the model, rotating the arm, with the thumb held in position, 
until the pencil coincides with another line, and estimating the 
proportion of this measurement to the second line, Fig. 458. 

The sketch should be made lightly, with free sketchy lines, and 
no lines erased until the whole sketch has been blocked in. 
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Do not make the mistake of getting the sketch too small. 
In starting a sketch from the object, set it '.n a position to give 
the most advantageous view and 
sketch the directions of the prin- 
cipal lines, running the lines past 
the limits of the figure. Block in 
fv>-CT^..,„^ the enclosing squares for all circles 

r^ ten* ^"'■'^^X ^""^ circle arcs and proceed with the 

^— -dll^> \ figure, drawing the main outlines 

first and adding details later. Then 





Fto. 458. — ElstimBting proportion. Fio. 459. — Parallel perspective sketch. 

brighten the sketch with heavier lines. A good draftsman often 
adds a few touches of surface shading, to aid in reading; the 
banner should not attempt this. 




Pio. 460. — AriKuIar perapective sketch. 



Pig. 459 shows the general appearance of a "one-point" per- 
spective sketch before the construction lines have been erased. 
Fig. 460 is a sketch in angular perspective with inclined lines. 
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PROBLEMS 

As mentioned at the beginning of this chapter, the best practice 
is to be had in sketching from models. The problems below are 
given for use where models are not convenient. To be of value 
they must be done carefully, and with attentive supervision by 
the instructor. They should be made to fill a 7' X 10' space. 




Fig. 461.— Probs. 1 to 9. 



Group I. Orthographic Sketches of Details. 

1 to 9. Fig. 461. Sketch the necessary views without dimensions. 

10 to 17. Figs. 164 to 171. Make working sketches with dimensions. 
Group II. Pictorial Sketches. 

18 to 24. Sketch Figs. 182, 185, 191, 194, 176-177 in suitable pictorial 
method and add dimensions. 

25. Make sketch of a chamfered hex nut for 2" bolt. 

26. Make sketch of rounded hex nut for 2" bolt. 
Group m. Assembly and Detail Sketches. 

27. Make sectional assembly sketch of mold for piston washer, Fig. 402. 

28. Make assembly sketch of leveling block. Fig. 450. 

29. Make assembly sketch of tool post. Fig. 415. 

30. Make detail working sketches of each part of expansion joint, Fig. 347. 

31. Same as 30, for Fig. 439. 

32. Make outline assembly sketch (without dimensions) of shaft straight- 
ener, Figs. 433, 434. 

Other figures may be used for sketching purposes, particularly the 
problems of Chapter VIII. 



CHAPTER XII 
The Elements op Structural Drawing 

Structural drawings diflfer from other drawings only in certain 
details and practices which have developed as peculiar to the 
materials worked with and their method of fabrication. The 
diflFerences are so well established that it is essential for the engi- 
neer to know something of the methods of representation in use in 
structural work. 

Steel structures are made up of "rolled shapes" put together 
permanently with rivets. The function of a structural drawing is 
to show the shapes and sizes used and the spacing of rivets. The 
names and dimensions of standard steel shapes, together with 
much other information with which the structural draftsman 
must be familiar; are given in the various structural steel hand- 
books. For wooden structures where the parts are not so com- 
pletely standardized complete details and dimensions of every 
part are desirable. 

Classification. — Professor Ketchum^ has classified and de- 
scribed the drawings for structures as follows: 

1. General Plan. — This will include a profile of the ground; location of 
the structure^ elevations of ruling points in the structure; clearances; grades; 
(for a bridge) direction of flow, high water, and low water; and all other data 
necessary for designing the substructure and superstructure. 

2. Stress Diagram.^-This will give the main dimensions of the structure, 
the loading, stresses in all members for the dead loads, live loads, wind loads, 
etc., itemized separately; the total maximum stresses and minimum stresses; 
sizes of members; typical sections of all built members showing arrangement 
of material, and all information necessary for the detailing of the various 
parts of the structure. 

3. Shop Drawings. — Shop detail drawings should be made for all steel and 
iron work and detail drawings of all timber, masonry and concrete work. 

4. Foundation or Masonry Plan. — The foundation or masonry plan should 
contain detail drawings of all foundations, walls, piers, o^c, that support the 
structure. The plans should show the loads on the foundations; the depths 
of footings; the spacing of piles where used; the proportions for the concrete; 

^ Structural Engineers' Handbook by Milo S. Ketchum. 

9aa 
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the quality of maBOiir>' and mortar; the allowable bearing on the soil, and 
all data necessary for accurately locating and constructing the foundations. 

5. Erection Diagram. — ^The erection diagram should show the relative 
location of every part of the structure; shipping marks for the various mem- 
bers; all main dimensions; number of pieces in a member; packing of pins; 
size and grip of pins, and any special feature or information that may assist 
the erector in the field. The approximate weight of heavy pieces will 
materially assist the erector in designing his falsework and derricks. 

6. Falsework Plans. — For ordinary structures it is not common to prepare 
falsework plans in the office, this important detail being left to the erector in 
the field. For difficult or important work erection plans should be worked 
out in the office, and should show in detail all members and connections of the 
falsework, and also give instructions for the successive steps in carrying out 
the work. Falsework plans are especially important for concrete and ma- 
sonry arches and other concrete structures, and for forms for all walls, piers, 
etc. Detail plans of travelers, derricks, etc., should also be furnished the 
erector. 

7. Bills of MateriaL — Complete bills of material showing the different 
parts of structure with its mark, and the shipping weight should be prepared. 
This is necessary in checking up the material to see that it has all been 
shipped or received, and to check the shipping weight. 

8. Rivet List. — The rivet list should show the dimensions and nimiber of 
all field riyets, field bolts, spikes, etc., used in the erection of the structure. 

9. List of Drawings. — A list should be made showing the contents of all 
drawings belonging to the structure. 

General Drawings.— The general drawings correspond in 
many respects to the design drawings and assembly drawings of 
the mechanical engineer, and include the general plan, stress 
diagram and erection diagram. In some cases the design draw- 
ing is worked out completely by the engineer, giving the sizes and 
weights of members and the number and spacing of all rivets. 
In other cases the general dimensions, positions and sizes of the 
members and the number of rivets is shown, leaving the details 
to be worked out in the shop or to be given on separate complete 
detail shop drawings. 

In order to show the details clearly the structural draftsman 
often uses two scales in the same view, one for the center lines or 
skeleton of the structure, showing the shape, and a larger one for 
the parts composing it. The scale used for the skeleton is 
determined by the size of the structure as compared to the sheet; 
/^i''^ %" and J^" to one foot are commonly used. Shop details 
are made ^", 1" or 13^^", and for small details 3" to the foot. 

Fig. 462 is a typical drawing of a small roof truss, giving com- 
plete details. Such drawings are made about the working lines. 
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which were used io calculating the streesCB and sizes of the mem- 
bers. These Hnes form the skeleton, as illustrated separately to 
small scale in the "box" on the figure. The length of each work- 
ing line is figured accurately and from it the intermediate dimen- 
sions are obtained. 

The erection diagram is often put on the same sheet as the 
truss. 

When one-half of a truss only is shown it is always the left- 
hand end, looking toward the side on which the principal connec- 
tions are made. 

Detail Drawings. — Separate drawings made to a sufficiently 
large scale to carry complete information are called shop detail 
drawings. All parts are shown to scale, noting particularly that 
rivets and rivet heads are drawn accurately to scale. When 
possible all members are shown in the position which they will 
occupy in the completed structure, vertical, horizontal or inclined. 
Long vertical or inclined members may be drawn horizontally, a 







vertical member always havinp its lower end at the left, and an 
inclined member drawn in the direction it would fall. Except in 
plain building work a diagram to small scale showing by a heavy 
line the relative position of the member in the structure, should 
be drawn on every detail sheet. 

Fig. 4G3 is a beam detail, giving all the information for five 
different beams in One drawing, and illu.'^t rating the method of 
representing a bent plate. It is obvious that in such a drawing 
the lengths are not to scale. 

Structural Drawing Practice, — The standard size of sheet for 
structural drawings is 24" X 3G" outside, with a half-inch border. 
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In a number of drafting rooms a second half-inch border is drawn 
inside and the first one used as the trimming line for blue prints. 
Inked outlines should be of sufficient weight to make the main 
material stand out distinctly, while dimension lines and gage 
lines are made in very fine full lines in black. Some prefer red 
ink for dimension and gage lines. This makes the tracing some- 
what easier to read, but the prints are not so satisfactory, and red 
ink is not permanent. When new work is to be attached to 
old, the old is often drawn in red. 

Dimensions are always placed over the line instead of in the 
line. Dimensions of 10 inches and over are given in feet and 
inches thus O'-IO", l'-23^^". Care should be taken that dimen- 
sions are given to commercial sizes of materials. Sizes of mem- 
bers are specified by figures parallel to them, as 2Ls 2^ X 2 
X M X 7'-3" which means two angles having legs of 2}^^" and 
2", }i" thick and 7'-3" long. Angle or bevel cuts, as for gussets 
are indicated by their tangents on a 12" base line. See Fig. 462. 
Checking is usually indicated by a dot in red ink placed under the 
dimension. Elevations, sections and other views are placed by 
the theory of third angle projection except that when a view is 
given under a front view, as 
in Figs. 462 and 463 it is made 
as a section taken above the 
lower flange, looking down, 
instead of as a regular bottom 
view looking up. Large sec- 
tions of materials are shown 
with uniform cross hatching. 

Small scale sections are blacked in solid, leaving white spaces 
between adjacent pieces. 

Rivets are spaced along "gage lines," measured from the backs 
of angles and channels and from center to center on I beams. 
Fig. 464. The distance between rivets measured along the gage 
line is called the pitch. 

The size of most structures prevents their being completed in 
the shop so they are *' fabricated '' as large as transportation 
facilities allow, and the necessary connections made where the 
structure is erected. The holes for these *' field rivets" are 
always indicated in solid black to scale on the drawing, while shop 
rivets are indicated by circles of the diameter of the rivet head. 
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A bill of field rivets is always furiUBhed. In drawing rivets the 
drop pen, Fig. 21, is a favorite instrument. 
Fig. 465 shows the Osbom symbols for riveting, which are so 
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Fio. 465. — OBborn rivet symbol*. 

universally used that no key on the drawing is necessary. Fig. 

466 shows rivets to larger scale. 

Bent plates should be developed and the "stretchout" length 

of bent forged bars given. The length of a bent plate may be 
taken as the inside length of the 
bend plus half the thickness of the 
plate for each bend. 
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A bill of material always accom- 
|< panies a structural drawing. This 
I -J may be put on the drawing but the 
J J- best practice is to attach it as a 
I I I separate "bill sheet" generally on 

8>^XU paper. 
Each member of a structure is 
given a shipping mark consisting of a capital letter and a num- 
ber, which appears on the drawings and on the bill sheet. See 
Figs. 462 and 463. 
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Lettering is done in rapid single stroke either inclined or verti- 
cal. An example of a printed title form is given in Fig. 467. 



® 




.i«i. 



COMTIIACT. 



jm- 



VfWt 



KiNQ Briooc Company 



P.O. a.. 



u 



o 



Fio. 467. — A printed title form. 

Timber Structures. — The representation of timber-framed 
structures involves no new principles, but requires particular 
attention to«details. Timber members are generally rectangular 




Fio. 468. — Timber truss drawing. 



in section and are specified to nominal sizes in even inches, as 
8" X 12". As nominal sizes are generally larger than the actual 
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dimensions the general drawing must give center and other 
important distances accurately. Details drawn to larger scale 
give specific information as to separate parta. Sizes of wood 
members vary so much that nothing should be left to "guess in" 
when erecting. The particulars of joints, splices, methods of 
fastening, etc., should be given in full. As this requires a special- 
ized knowledge of wood-framing construction, acquired only 
through large experience in this class of work, it should not be 
attempted by the novice. 




^JPIHy^SBB'^iSs^^^R^^^^IH^WW^w" 



Fia. 40t—Dra«ing for railroad trestle 



Two scales may sometimes be used to advantage on the gen- 
eral drawing, as was done in Fig. 468. 

Fig. 469 shows the construction of a wooden trestle on "mud 
sills." Timbers of the sizes shown are used for heights up to 20 
feet. Complete notes are an essential part of such drawings, 
especially when an attempt at dimensioning the smaller details 
would result in confusion. 

Masonry Structures. — In drawing masonry the symbols used 
bear some resemblance to the material represented. Fig. 470 
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gives those in common uae and shows the stages followed to secure 
uniformity of effect in rendering earth and concrete. An effect- 
ive method of cross hatching, leaving a white line around the 
edge of the stone is shown in Fig. 471. Drawings for piers, foun- 
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Fio. 470. — MtLsanry BymboU. 

dations for machines and other structures are met with in all kinds 
of engineering work. Grade levels, floor levels and other fixed 
heights should be given, together with accurate location 
dimensions for foundation bolts. All materials should be marked 
plainly with name or notes. A pier is illustrated in Fig. 472. 

A division of masonry con- 
struction of increasing im - 
portance, needing careful at- 
tention in representation is 
reinforced concrete It is 
almost impossible to show 
definitely the shapes and posi- 
tions of reinforcing bars in 
concrete by the usual ortho 
graphic views, without a 9>s 
tematic scheme of markmg 
In Fig. 473 the various bars 
are designated by reference letters and numbers on horizontal 
and vertical center lines. Note the horizontal tines G and F, 
and the vertical lines numbered 1, 2, 3, 4, 5. The first bar in 
the line G is called Gl, the second G2, etc., similarly for bars 




Maso ory aectioD 



ENGINEERING DRAWING 




Fio. 472.~Pier drawing. 



Fl, F2. Each of the bare a 
marked with ita same combi- 
nation of letter and figure ia 
the other views, and they ue 
detailed in separate bending 
diagrams, thus completely 
defining their location and 
shape. Sometimes the at- 
tempt is made to give bending 
dimensions in the views of the 
structure but as this greatJy 
increases the difficulty of 
reading the drawing, it is not 
good practice. 

The usual symbol for con- 
crete in section is used voy 
commonly for reinforced con- 
crete, adding the reinforcing 
bar sections in heavy black 
dots, with dashed or full lines 
for the bars parallel to the 
section. This, however, giveB 
a very confused appearance. 
The reinforcing bars can be 







Fio. 473.— Reinforoed concreW aaotion. 
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shown in place much more clearly if the concrete is represented 
by an even tint instead of using the regular symbol. This tint 
may be made by section lining in colored ink or in very dilute 
black ink, or, if the tracing is made on the smooth side of the 
cloth, by stumping the back with soft pencil. Any of these 
methods gives a light blue tint on the blue print and enables the 
details of the reinforcing (which is the important item) to be shown 
clearly. The two methods are shown side by side in Fig. 473. 
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Fio. 474. — Masoory section, weir dam. 

Certain classes of engineering structures involve much free- 
hand rendering, and the ease of reading (usefulness) depends upon 
the care with which this rendering is done. 

The section of a submerged weir, Fig, 474 is an example of this, 
where there is comparatively little mechanical execution. Any 
means of "bringing out" the construction, such as surface shad- 
ing, or use of solid black is legitimate. 



CHAPTER XIII 
The Elements op Architectural Drawing 

It is entirely beyond the scope of this book to take up architec- 
tural designing. But in the application by the architect, of 
engineering drawing as a language, there are idioms and peculiari- 
ties of expression with which all engineers should be familiar, 
as in the interrelation of the professions they are often required 
to read or work from architects' drawings, or to make drawings 
for special structures. 

Characteristics of Architectural Drawing. — The general prin- 
ciples of drawing are the same for all kinds of technical work. 
Each profession requires its own special application of these 
principles, and the employment of particular methods, qnnbols 
and conventions. In architectural drawing the necessary small- 
ness of scale requires the general drawings to be made up largely 
of conventional symbols for the different parts. The necessary 
notes of explanation and information regarding the details of 
material and finish are too extensive to be included on the draw- 
ings so are written separately and are called the specifications. 
These specifications are regarded as part of the plans, and have 
equal importance and weight. 

Architecture is one of the fine arts, and in the make-up of 
an architect's drawings there is an evidence of artistic feeling, 
produced in part by the freehand work and lettering upon them 
that gives them an entirely different appearance from a set of 
machine drawings. One peculiarity found in many modern 
architectural drawings is the tendency to overrun corners. This 
in an experienced draftsman's work gives a certain snap and free- 
dom, but it must not be taken by the beginner as a license for 
carelessness. Imitation of it is affectation. 

Some architects still adhere to first angle projection. Another 
distinctively architectural feature is the use of the "reflected 
view," the drawing, usually a part view, as of a soffit or ceiling, 
being made as if reflected in a mirror on the ground. 

OA.A. 
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Kinds of Drawings. —Architectural drawings may be divided 
into three general classes: (1) Preliminary sketches and draw- 
ings, (2) display and competitive drawings, (3) working 
drawings. 

Preliminary Sketching.— The architects' designing problems 
present so many solutions that a great amount of preliminary 
sketching is necessary, and the architectural draftsman must be 
facile with the pencil. Schemes are carried on first in very small 




iSdy sketches, not to scale, and afterward worked up enlarging 
them in sketches to scale. Tracing paper is used largely in this 
work as one sketch can be made over another, thus saving time 
in laying out and enabling the preservation of all the different 
solutions. The final preliminary sketches are submitted to the 
client, and should give all the general dimensions. In preparing 
these sketches the important consideration to be kept in mind 
is that the client is usually' a person not accustomed to reading a 
drawing, and that they must therefore be particularly clear and 
free from ambiguity. Tracing paper drawings are often mounted 
for display either by tipping or floating as described on page 300. 
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Display Drawiogs.^ — ^The object of display drawings is to give ft J 
realistic or effective representation of the arrangement and ap* J 
pearance of a proposed building for illustrative or competitive! 




Fio. 476.— A ti 





it or display plans. 



purposes. They may be either plans and elevations, or i 
include perspective drawings; and contain little or no etructui 
information. For legibility and t 
tiveness, they are "rendered" general 
on Whatman, eggshell, tracing, or < 
white paper, in water color, pen-and-iulc^l 
crayon or pencil, giving the effect « 
color, or light and shade. Such acces- 
sories as figm'es, adjacent buildings, 
foliage, etc., are often introduced in 
elevations and perspective drawings, not 
so much for pictorial effect as to give 
scale, an idea of the relative size of the 
building. 

A pen drawing in perspective, as u 
in a competition drawing' is shown iq 
Fig. 475, 

In rendering plans for display o 

"fi'o "477 petitive purposes, tints and shadows a 

often used to show the plan in relief 

The terms poch4 and mosaic are used in this connection, "pochfi^ 

meaning simply the blackening of the walls to indicate thai 

' Figs. 475, 6 and 7 are from a drawing by Kelly and Lenski. Court 
of the Upper Ailington Company. 
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relative importance in the composition, and "mosaic" the ren- 
dering in light lines and tints of the floor design, furniture, etc., 
on the interior, and the walks, drives and planting of the exterior. 
The first and second floor plans of the house of Fig. 475 are shown 
in Fig. 476, and the lot plan in Fig. 477. 

The architect must be familiar with perspective drawing as he 
uses it both in the preliminary study of his problem, and in show- 
ing his client the finished appearance of the proposed structure. 
In rendering a perspective, it is best to transfer it by frott^, or 
rubbing, as described on page 302 in order to preserve the surface 
of the paper. 

Working Drawings. — All the general principles in Chapter X 
regarding working drawings are applicable to architectural 

■KmenavriBtt-miEaion- ■FmisHEo-Lvnifun-sfCTHift- -wooD-m-EiivrtTioH- 
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Fig. 478.— Symbols tor building ir 

working drawings. The assembly drawings are plans, elevations 
and sections. The commonest scale used is M" = 1', or as 
often expressed "one inch equals eight feet." For small build- 
ings, perhaps up to sixty feet long }i" = 1' is used. In order to 
keep the drawings to convenient working size, only one view, 
usually, is drawn on a sheet. The draftsman must be familiar 
with local and state building codes, and legal requirements as 
to approval, permits, and restrictions. 

Plans. — -A floor plan is a horizontal section at a distance above 
the floor varying so as to cut the walls at a height which will 
best show the construction. The cut would thus evidently 
cross all openings no matter at what height they were from the 
floor. The joist system or construction of the floor, and also 
any information regarding the ceiling above, as beams, gas and 
electric outlets, etc., may be shown on the same drawing. 
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Hie difFereut detaOa of the plan, Buoh u windowa, and doora, 
muBt be indicated by cooTentional repniBentation, unng synibols, 
which are readily understood by the contraoton who liave to 
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TiTiffiCU fCR^ DRAWINGS AT ^''\-o' (X^j^-^-O' 
Fio. 480.— Symbols for doors. 

read the drawings. WaUs are shown by double hnes, giving 
their thickness, the space between generally section-lined (or 
tinted) to indicate the material. Symbols for different materials 
are shown in Fig. 478. As there ia no universally accepted 
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standard of symbols, a key to materials represented in 
section should always be given on the drawing. The conven- 
tional methods of representing windows, and their derivation 
from the actual sections are shown in Fig. 479. Doors and case- 
ment windows are given in Fig. 480. The standard symbols 
for wiring plans will be found on page 316. 

Figs. 481, 482, and 483 are representative floor plans of a frame 
residence designed and drawn by Mr. W. B. Field. Careful 
study of these will be of value. 

Elevations. — An elevation is a vertical projection showing the 
front, side or rear view of a structure, giving the heights and 
exterior treatment. The visualizing power must be exercised 
to imagine the actual appearance or perspective of a building from 
its elevations. Roofs in elevation are thus often misleading to 
persons imfamiliar with drawing, as their appearance in projec- 
tion is so different from the real appearance of the building when 
finished. Figs. 484 and 485 illustrate what features are shown 
and what dimensions are given on elevations. The pump 
house, Fig. 486, shows the typical treatment of plan and 
elevation of this class of buildings. 

Sections. — A section is an interior view on a vertical cutting 
plane, and is used primarily to indicate the heights of the floors 
and different parts, and to show the construction and archi- 
tectural treatment of the interior. In a simple structure a part 
section or wall section shown with the elevation either to the 
same scale or larger, as in Figs. 485 and 486, is often sufficient. 
This cutting plane, as with the horizontal, need not be continuous, 
but may be broken so as to include as much information as 
possible. 

Details. — A set of drawings will contain in addition to the 
plans, elevations and sections, larger scale drawings of such parts 
as are not shown with sufficient detail on the small scale drawings. 
Stair details and the like may be shown clearly to the scales of 
,^4" or 1". As the building progresses the drawings are supple- 
mented by full size drawings usually made in soft pencil only, 
of mouldings and other mill work details. 

Dimensioning. — The correct dimensioning of an architectural 
drawing requires a knowledge of the methods of building con- 
struction. The dimensions should be placed so as to be the 
most convenient for the workman, should be given from and to 
accessible points, and chosen so that commercial variation in the 
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Fig. 480. — Drawing for a putop bouse. 
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sizes of materials will not affect the general dimensions. A study 
of the dimensioning on the ^ures of this chapter will be of value. 
The statement that the notes were put in the specifications does 
not at all imply that no notes are to be placed on the drawings 
On the other hand there should be on architectural working 
drawmgs clear exphcit notes in regard to material, construction 
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Fio. 487,— Foundation details. 

and finish. The builders are apt to overlook a point mentioned 
only in the specifications, but as they are using the drawings 
constantly, will be sure to see a reference or note on the drawing 
of the part in question. 

Details of Building Construction. — The engineer and architect 
are mutually dependent. In building, such questions as strength, 




-PARAPtT- ^^-CORTlICCOECTiOHJ' 
Fm. 488.— Cornice details. 

mechanical apparatus and construction, are engineering problems 
while plan and exterior design are architectural problems. 

In the design of a building for engineering or manufacturing 
purposes there are many considerations involved which the archi- 
tect cannot be expected to know. The young engineer should be 
able to prepare preliminary layouts or to make drawings for 
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Bimple plsDt buildingB. A few parts of such drawings are included 
here to suggest the method of representatioQ, and the names of 
the dilTereDt pieces are given. 

DifFerent forms of foundation, door and wall construction for 
buildings without basement are shown in Fig. 487. Details of 
the methods of making connection between walls and different 
kinds of roofs are shown in Fig. 488. Column details may be 
represented as in Fig. 489 where the lower end, floor connections 




• TYFIO^L- COLUMN • DCTAIL.^ 
Fia. 4S9. 



HOMING- rOJt;r!fl0AD-OPr:NIN&i ■ 
Fio. 490. 



and upper end are illustrated. Part of the details for large 
openings in both brick and frame walls are given in Fig. 490. 

A part of an elevation of one "bent" of a wooden factory build- 
ing, showing the sizes and locations of the different timbers is 
shown in Fig. 491. Similar drawings may be required for floor 
and roof framing. The extent of detail on such drawings varies 
but in all cases it is necessary to have all the information either 
OD the drawings or in the specifications so that there will be no 
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possibility of misunderstanding after the construction work is 
started. 

Drawing a Plan. — A plan is always laid out with the front of the 
building at the bottom of the sheet. After selecting the scale 
{yi" = 1' for ordinary house plans) draw and measure a line 
representing the outside face of the front wall. If the plan is 
symmetrical draw the main axis. The axes of a plan correspond 
to the center lines of a machine drawing and have a very im- 
portant place in design. Complete the exterior walls and interior 
partitions (frame walls are drawn 6'' thick, brick walls 9", 
13", 17", etc.), then locate stairways, doors, and other interior 
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Fio. 491. — ^One bent, single story shop building. 



construction. The windows are not drawn until the elevations 
have been designed, but center lines for their symmetrical posi- 
tion in the wall space are indicated. The first floor plan is made 
first and the outlines for the others traced or drawn from it. 

Drawing an Elevation. — First draw a wall section at the side 
of the sheet, starting with the foundation, and showing grade 
line, floor heights, sill and head of windows, cornice, and pitch 
of roof, and thickness of walls. Carry the grade line across the 
sheet as the working base line. Project the floor and ceiling 
lines across lightly. With the plan sheet placed above the ele- 
vation project down for widths. Locate the windows, and com- 
plete the elevation as shown in the figures. 

Lettering. — There are two distinct divisions in the use of 
lettering by the architect, the first Office Lettering^ including all 
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the titles and notes put on drawings for information, the second, 
Design Lettering, covering drawings of letters to be executed in 
stone or bronze or other material in connection with design. 

The Old Roman is the architect's one general purpose letter, 
which serves him, with few exceptions, for all his work in both 
divisions. It is a difficult letter to execute properly, and the 
draftsman should make himself thoroughly familiar with its 
construction, character and beauty before attempting to design 
inscriptions for permanent structures, or even titles. 
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Fio. 492. — Titles from architectural drawings. 



Titles on display drawings are usually made in careful Old 
Roman, either in outline or solid. One alphabet is given in Fig. 
131. On working drawings a rapid, single stroke based on Old 
Roman, such as Fig. 132 is used. 

An architectural title should contain part or all of the following 
items: 

1. Name and location of structure. 

2. Kind of view, as roof plan, elevation (sometimes put on different part of 
sheet). 

3. Name and address of owner or client. 

4. Date. 

5. Scale. 

6. Name and address of architect. 

7. Number (in the set). 

8. Key to materials. 

9. Office record. 

Three examples of working drawing titles are shown in Fig. 
492. 

PROBLEMS 

The sketch plans given in Fig. 493 are suggested as a basis from 
which complete working plans may be drawn. 
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Fio. 403.— Problem studio 



CHAPTER XIV 
Map and Topographical Drawing 

Thus far in our consideration of drawing as a graphic language 

\¥e have had to represent the three dimensions of an object, either 

pictorially or, in the usual case, by drawing two or more views of 

it. In map drawing, the representation of features on parts of 

the earth's surface, there is the distinct difference that the 

drawing is complete in one view, the third dimension (the height) 

either being represented on this view, or in some cases omitted 

as not required for the particular purpose for which the map was 

made. 

The surveying and mapping of the site is the first preliminary 
work in improvements and engineering projects, and it is desir- 
able that all engineers should be familiar with the methods and 
symbols used in this branch of drawing. Here again, as in our 
discussion of architectural drawing, we cannot consider the 
practice of surveying and plotting, or go into detail as to the work 
of the civil engineer, but we are interested in his use of drawing 
as a language, and in the method of commercial execution of 
plats and topographical maps. 
Classification. — Maps in general may be classified as follows: 

1. Those on which the lines drawn represent imaginary or 
unreal lines, such as divisions between areas subject to different 
authority or ownership, either public or private; or lines indicat- 
ing geometrical measurements on the ground. In this division 
may be included plats or land maps, farm surveys, city subdivi- 
sions, plats of mineral claims. 

2. Those on which lines are drawn to represent real or material 
objects within the limits of the tract, showing their relative 
location, or size and location, depending upon the purpose of the 
map. When relative location only is required the scale may be 
small, and symbols employed to represent objects, as houses, 
bridges or even towns. When the size of the object is an impor- 
tant consideration the scale must be large and the map becomes a 
real orthographic top view. 
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3. Those on which lines or symbols are drawn to tell the rela- 
tive elevation of the surface of the ground. These would be 
called relief maps, or if contours are used with elevations marked 
on them, contour maps. 

Various combinations of these divisions may be required for 
different purposes. A topographic map, being a complete de- 
scription of an area, would include 1, 2 and 3, although the term 
may be used for a combination of any two. 

Plats. — A map plotted from a plane survey, and having the 
third dimension omitted, is called a ''plat" or ''land map*." 
It is used in the description of any tract of land when it is not 
necessary to show relief, as in such typical examples as a farm 
survey or a city plat. 

The first principle to be observed in the execution of this kind 
of drawings is simplicity. Its information should be clear, 
concise and direct. The lettering should be done in single 
stroke, and the north point and border of the simplest character. 
The day of the intricate border corner, elaborate north point, 
and ornamental title is, happily, past, and all such embellish- 
ments are rightly considered not only as a waste of time, but as 
being in extremely bad taste. 

Plat of a Survey. — The plat of a survey should give clearly all 
the infer mat ion necessary for the legal description of the parcel 
of land. It should contain: 

1. Lengths and bearings of the several sides. 

2. Acreage. 

3. Location and description of monuments found and set. 

4. Jjocation of highways, streams, etc. 

5. Official division lines within the tract. 

6. Names of owners of abutting property. 

7. Title and north point. 

8. Certification. 

Fig. 494 illustrates the general treatment of this kind of draw- 
ing. It is almost always traced and blue printed, and no water- 
lining of streams or other elaboration should be attempted. It is 
important to observe that the size of the lettering used for the 
several f(»atures must be in proportion to their importance. 

A Railroad Property Map. — Of the many kinds of plats used in 
industrial work one only is illustrated here, the portion of a rail- 
w\ay situation or station map, Fig. 495. This might represent 
also a plant valuation map, a type of plat often required. The 
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information on Buch maps varies to meet the requiremente of 
particular cases. In addition to the preceding list, it might 
include such items as pipe lines, fire hydrants, location and 
description of buildings, railroads and switch points, outdoor 
crane runways, etc. 







Fio. 4M.— Plat of a 



Plats of Subdivisions. — The plats of subdivisions and allot- 
ments in cities are filed with the county recorder for record, and 
must be very complete in their information concerning the 
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Fio. 435. — Part of a railroad property map. 




Fia. 406.— A city subdivision. 
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location and size of the various lots and parcels composing the 
subdivisions, Fig. 496, All raomiments set should be shown and 
all measurements of lines and angles given, so that it will be 
possible to locate any lot with precision. 




CLEVELAND OHIO 

MAPLE HEIGHTS ADDITION 

FOREST CITY lAND CC 



Sometimes landowners desire to use these maps in display to 
prospective buyers, and some degree of embellishment is allow- 
able, but care must be taken not to overdo the ornamentation. 
These drawings are usually finished as blue prints. Fig. 497 is 
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an example Bhowing an acceptaUe style of execution and 
finish. 

When required for reproduction to small size for illustrative 
purposes a rendering such as shown in Fig. 498 is sometimes 
effective. 

City Plats.— Under this head is included chiefly maps or plats 
drawn from subdivision plats or other sources for the record of 
city improvements. These plats are used for the record of a 
variety of information, such as, for example, the location of 
sewers, water mains, street railways, and street improvements. 
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\ shade lino map. 



One valuable use is in the levying of assessments for street pav- 
ing, sewers, etc. As they are made for a definite purpose they 
should not contain unnecessary information, and hence will not 
include all the details as to sizes of lots, location of monuments, 
etc., which are given on subdivision plats. They are usually 
made on mounted paper and shouUJ be to a scale large enough to 
show clearly the features required, 100' and 200' to the inch are 
frequent scales, and as large as 50' is sometimes used. For 
smaller cities the entire area may be covered by one map; in 
larger cities the maps are made in convenient sections so as to be 
filed readily. 

A stuiiy of Fig. 499, a sewer map, will show the general treat- 
ment of such plats. The appearance of the drawing is improved 
by adding shade lines on the lower and right hand side of the 
blocks, i.e., treating the streets and water features as dcpre 
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A few of the more important public buildings are shown, to 
facilitate reading. The variouB wards, subdivisions or districts 
may be shown by large outline letters or numerals as illustrated 
in the figure. 




ffiffl-iffire 



Fio. 499. — A sewer map. 



Topographical Drawing. — As before defined, a complete topo- 
graphical map would contain: 

1. The imaginary lines indicating the divisions of authority or 
ownership. 

2. The geographical position of both the natural features and 
the works of man. They may also include information in regard 
to the vegetation. 

3. The relief, or indication of the relative elevations and depres- 
sions. The relief, which is the third dimension, is represented 
in general either by contours or by hill shading. 



268 ENGINEERING DRAWING 

A contour is a, line on the surface of the ground which at every 
point passes through the same 
elevation, thus the shore line 
of a body of water represents 
a contour. If the water 
should rise one foot the new 
shore line would be another 
Fio. soo.-Contours. contour, with one foot "con- 

tour interval." A series of 
contours may thus be illustrated approximately by Fig. 500. 

Fig. 501 is a perspective view of a tract of land. Fig. 502 is a 





I. 501. — Pcrapcctive 



contour map of this area, and Fig. 503 is the same surface shown 
with hill shading by haehures. Contours are drawn as fine, full 




Flu. 502. — Application of 



lines, with every fifth one of heavier weight, and the elevations 
in feet marked on them at intervals, usually with the sea level 
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as datum. They may be drawo with a swivel pen, Fig. 18, or 
with a fine pen such as GiUott's 303. On paper drawings they 
are usually made in brown. 
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The showing of relief by means of hill shading gives a pleasing 
effect but is very difficult of execution, does not give exact ele- 
vations and would not be applied on maps to be used for engi- 
neering purposes. It may sometimes be used to advantage in 
reconnaissance maps, or in small scale maps for illustration. 
There are several systems, of which hachuring is the commonest. 
The contours are sketched lightly in pencil and the hacbures 
drawn perpendicular to them, starting at the summit and making 
heavier strokes for steeper slopes. The rows of strokes should 
touch the pencil line, to avoid white streaks along the contours. 

Fig. 504 is a topographic map of the site of a proposed filtra- 
tion plant, and illustrates the use of the contour map as the neces- 
sary preliminary drawing in engineering projects. Often on the 
same drawing there is shown, by lines of different character, both 
the existing contours and the required finished grades. 

Vater-lining. — On topographic maps made for display or 
reproduction the water features are usually finished by "water- 
lining," running a system of fine lines parallel to the shore lines, 
either in black or in blue (it must be remembered that blue will 




not photograph for reproduction nor print from a tracing). Poor 
water-lining will ruin the appearance of an otherwise well-exe- 
cuted map, and it is better to omit it rather than do it hastily or 
carelessly. The shore line is drawn first, and the water-lining 
done with a fine mapping pen, as Gillott's 170 or 290, always 
drawing toward (he body and having the preceding line to the 
left. The first line should follow the shore line verj- closely, and 
the distances between the succeeding lines gradually increased 
and the irregularities lessened. Sometimes the weight of lines is 
graded as well as the intervals but this is a very difficult opera- 
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3n and is not necessary for the effect. A common mistake is to 
ake the lines excessively wavy or rippled. 
In water-lining a stream of varying width, the lines are not to 
J crowded so as to be carried through the narrower portions, but 
frresponding lines should be brought together in the middle of 
e stream as illustrated in Fig. 505. Care should be taken to 
'^oid any spots of sudden increase or decrease in spacing. 
Topographic Sjrmbols. — The various symbols used in topo- 
aphic drawing may be grouped xmder four heads: 

1. Culture, or the works of man. 

2. Relief — ^relative elevations and depressions. 

3. Water features. 

4. Vegetation. 

When color is used the culture is done in black, the relief in 
•own, the water features in blue, and the vegetation in black or 
een. 
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These symbols, used to represent characteristics on the earth's 
irface, are made, when possible, to resemble somewhat the fea- 
ires or object represented as it would appear either in plan or 
evation. No attempt is here made to give symbols for all 
le features that might occur in a map, indeed one may have to 
vent symbols for some particular locality. 
Fig. 506 illustrates a few of the conventional symbols used for 
ilture or the works of man, and no suggestion is needed as to 
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the method of their execution. When the scale used is large, 
houses, bridges, roads, and even tree trunks can be plotted so 
that their principal dimensions can be scaled. A small scale 
map can give by its symbols only the relative locations. 

In Fig. 507 is given the standard symbols used in the develop- 
ment of oil and gas fields; in Fig. 508 symbols used to show relief; 

let^^on, riff ffref/i//mffm^/.,a ^/ki^m/lltsfiimiigfffoi/....-^ 

0//mf//.. .. • Ooslt^/L ^ 

Smff// OH tft//. f Oas tt^mm sfiotrmff ofa/..Jif; 

Bfy»o/e - .-(J- So/zmrff. e 

M/mber of n^/Zs, tht/s, - — Ci, ** ^ • -fr 

Show ifo/umes.Mt/s J^ ^jkSi «^ a,*''»i- ^^ 

Fio. S07. — Oil and goB aymbols. 

in Fig. 509 water features and in Fig. 510 some of the commoner 
symbols for vegetation and cultivation. 

Draftsmen should keep in mind the purpose of the map, and 
the relative importance of features should be in some measure 
indicated by their prominence or strength, gained principally 
by the amount of ink used. For instance, in a map made for 

^^^ _ Deprvss on 'll{ | H'> ' " ^ 

— ,: Concurs Milt-sftading 

Oeferm ed '^ ^^K^l^^^ 

^eyo on Sand SandDun/^ jUh^ ei,^ 

F a 508 —Re ef 

military maneuvering a cornfield might be an important feature; 
or in maps made to show the location of special features, such as 
fire hydrants, these objects would be indicated very plainly. 
This principle calls for some originality to meet varying cases. 

A common fault of the beginner is to make symbols too large. 
The symbols for grass, shown under "meadow," Fig. 510, if 
not made and spaced correctly will spoil the entire map. This 
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symbol is composed of from five to seven short strokes radiating 
from a conmion center and starting along a horizontal line, as 
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Fio. 609. — Water features. 
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shown in the enlarged form, each tuft beginning and ending with 
a mere dot. Always place the tufts with the bottom parallel 
to the border and distribute them uniformly over the space, but 
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Fio. 510. — Vegetation. 
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not in rows. A few incomplete tufts, or rows of dots improve 
the appearance. Grass tufts should never be as heavy as tree 
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symbols. In drawing the ajinbol for deciduous trees the 
sequence of strokes shown should be followed. 

The topographic map. Fig. 51 1 , is given to illustrate the general i 
execution and placing of sjTnboIs. 

The well-known maps of the Coast Survey and Gcologiod 1 
Surve> illustrate the applicat on of topographical drawing 1 
The quadrangle sheets issued bv the topographical branch of t 
X. 8 Geological 'lune^ are excellent examples and so easdj 




Fia 511 — P»rt of a topoBTsphic map 
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available that every draftsman should be familiar with thei 
These sheets represent 15 minutes of latitude and 15 minuti 
of longitude to the Bcale of 1 : 62500 or approximately 1 inch to 
the mile. The entire United States is being mapped by the 
Department in cooperation with the different states, and in 
1918 over 41% had been completed, the amounts varying 
widely in dififercnt states, as 91% of New York, 56% of Pennsyl- 
vania, 10% of Indiana, all of Ohio and five other states. Much 
territory in the West and South has been mapped }^i inch to 
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the mile, and earlier some in the West was mapped } i inch to 
the mile. These maps may be secured for ten cents each {not 
stamps) by addressing The Director, U. S. Geological Survey, 
Washington, D. C. from whom information as to the completion 
of any particular locality or the progress in any state may 
be had. 

Lettering. — The style of lettering on a topographic map will 
of course depend upon the purpose for which the map ia made. 
If for construction purposes, such as a contour map for the study 
of municipal problems, street grades, plants, or railroads, the 
single-atroke Gothic and Reinhardt is to be preferred. For a 
finished map vertical modern Roman letters for land features, 
and inclined Roman and stump letters for water features 
should be used. The scale should always be drawn as well as 
stated. 

Profiles.— Perhaps no kind of drawing is used more by civil 
engineers than the ordinary profile, which is simply a vertical 
section taken along a given line either straight or curved. Such 
drawings are indispensable in problems of railroad construction, 
highway and street improvements, sewer construction, and 
many other problems where a study of the surface of the ground 
is required. Very frequently engineers other than civil engineers 
are called upon to make these drawings. Several different types 
of profile and cross-section paper are in use and may be found in 
the catalogues of the various firms dealing in drawing materials. 
One type of profile paper in common use is known as "Plate 
A" in which there are four divisions to the inch horizontally and 
twenty to the inch vertically. Other divisions which are used 
are 4 X 30 to the inch and 5 X 25 to the inch. At intervals 
both horizontally and vertically somewhat heavier lines are made 
in order to facilitate reading. 

Horizontal distances are plotted as abscisses and elevations 
as ordinates. The vertical distances representing elevations, 
being plotted to larger scale, a vertical exaggeration is obtained 
which is very useful in studying the profile for the establishing 
of grades. The vertical exaggeration is sometimes confusing 
to the layman or inexperienced engineer, but ordinarily a profile 
will fail in the purpose for which it was intended if the horizontal 
and vertical scale are the same. Again the profile unless so 
distorted would be a very long and unwieldy afifair, if not entirely 
impossible to make. The difference between profiles with and 
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without vertical exaggeration is shown in Figs. 512 and 513. 
F^. 514 is a profile together with the alignment which is 
drawn just below the profile proper. This figure represents a 




Fio. 513.— Profile. (Vert, and hor. scales equal.) 



conuium method employed by draftsmen in railroad ofiices. 
Attention is called to the method of straightening out the align- 
ment. Such a method is also used on surveys for improvement 
of highways and the like. 



Wtr iSStD TyPOGRAPHICAL DRAWING 277 

[lBti[li}: r r'-t-!''- 1 { 1 li : | I I B I f l[llllll l i mw i ™ illlllll M ^ 




CHAPTER XV 
Duplication and Drawing for Reproduction 

As has been stated, working drawings or any drawings which 
are to be duplicated are usually traced. Sometimes drawings of 
a temporary character are, for economy, traced on white tracing 
paper, but tracing cloth is more transparent, much more durable, 
prints better, and is easier to work on. 

Drawings intended for blue printing are sometimes penciled 
only, or penciled and inked on bond or ledger paper. A print 
from these papers requires more exposure and has a mottled 
appearance, showing plainly the texture and watermarks. 

Tracing cloth is a fine thread fabric, sized and transparentized 
with a starch preparation. The smooth side is considered by the 
makers as the right side, but most draftsmen prefer to work on 
the dull side, principally because it will take a pencil mark. The 
cloth should be tacked down smoothly over the pencil drawing 
and its selvage torn off. It should then be dusted with chalk or 
prepared pounce and rubbed off with a cloth, to remove the 
traces of grease which sometimes prevents the flow of ink (a 
blackboard eraser serves very well for this purpose). 

To insure good printing the ink should be perfectly black, and 
the outline should be made with a bolder line than would be used 
on paper, as the contrast of a white line on the blue ground is not 
so strong as the black line on a white ground. Red ink should 
not be used unless it is desired to have some lines very inconspicu- 
ous. Blue ink will not print. Sometimes, in maps, diagrams, 
etc., to avoid confusion of lines, it is desired to use colored inks 
on the tracing; if so a little Chinese white added will render them 
opaque enough to print. 

Sometimes, instead of section lining, sections are indicated by 
rubbing a pencil tint over the surface on the dull side, or by put- 
ting a wash of color on the tracing either on the smooth side or on 
the dull side. These tints will print in lighter blue than the 
background. 

Ink lines may be removed from tracing cloth by rubbing with 
a pencil eraser. A triangle should be slipped under the tracing 
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to give a harder aurfaee. The rubbed surface should afterward 
be burnished with an ivory or bone burnisher, or with a piece of 
talc (tailor's chalk) or, in the absence of other means, with the 
thumb nail. Do not take up a blot with a blotter but scoop it 
up with the finger leaving a smear. Erase the smear when dry, 
with a pencil eraser. In tracing a part that has been section 
lined, a piece of white paper should be slipped under the cloth 
and the section lining done without reference to the drawing 
underneath. 

For an unimportant piece of work it is possible to make a 
freehand tracing from an accurate pencil drawing in perhaps one- 
half the time required for a mechanical drawing. 

Tracing cloth is very sensitive to atmospheric changes, often 
expanding over night so as to require restretching. If the com- 
plete tracing cannot be finished during the day some views should 
be finished, and no figure left with only part of its lines traced. 
In making a large tracing, if cloth is used from the roll, it is well 
to cut off the piece required and lay it exposed flat for a short 
time before tacking it down. 

Water will ruin a tracing, and moist hands or arms should not 
come in contact with the cloth. The habit should be formed of 
keeping the hands off drawings. It is a good plan, in both draw- 
ing and tracing on large sheets, to cut a mask of drawing paper 
to cover all but the view being worked on. Unfinished drawings 
should always be covered over night. 

Sometimes it is desired to add an extra view, or a title, to a 
print without putting it on the tracing. This may be done by 
drawing the desired additions on another piece of cloth the same 
size as the original and printing the two tracings together. 

Tracings may be cleaned of pencil marks and dirt by rubbing 
over with a rag or waste dipped in benzine or gasolene. To pre- 
vent smearing in cleaning, titles if printed from type on tracing 
cloth should be printed in aTi ink not affected by benzine. Local 
printers are often unable to meet this requirement, but there are 
firms which make a specialty of this kind of printing. 

The starch may be washed from scrap tracing cloth to make 
penwipers or cloths. 

The tracing is a "master drawing" and should never be allowed 
to be taken out of the office, but prints may be made from it by 
one of the processes described below. Any number of prints may 
be taken from one tracing. 
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Blue Printing. — The simplest of the printing processes is blue 
printing) made by exposing a piece of sensitized paper in contact 
with the tracing to sunlight or electric light in a printing frame 
made for the purpose. The blue print paper ia a white paper 
free from sulphites, coated with a solution of citrate of iron and 
ammonia, and ferricyanide of potassium. On exposure to the 
light a chemical action takes place, which when fixed by washing 
in water gives a strong blue color. The parte protected from the 
light by the black lines of the tracing wash out, leaving the white 
paper. Blue print paper is usually bought ready sensitised, and 
may be had in different weights and different degrees of rapidity. 
When fresh it is of a yellowish-green color, and an unexposed 
piece should wash out perfectly white. With age or exposure to 
light or air, it turns to a darker gray-blue color, and spoils alto- 
gether in a comparatively short time. In some emergency, it 
may be necessary to prepare blue print paper. The following 
formula will give a paper requiring about three minutes' exposure 
in bright sunlight. 

1. Citrate of iron and ammooia (brown scales) 2 or., water 8 oi. 

2. Red pruseiata of potash l^ ot., water S oc. 
Keep in eeparate bottlea away from the light. 

To prepare paper take equal parts of (1) and (2) and apply evenly to 
the paper with a sponge or camel's-hair brusli, by subdued light. 

To Make a Blue Print. — Lay the tracing in the frame with the 
inked side toward the glass, and place the paper on it with its 
sensitized surface 
against the tracing. 
Lock up in the frame 
so there is a perfect 
contact between 
paper and cloth. See 
that no corners are 
turned under. Ex- 
pose to the BunUght 
or electric light. If a 
print frame. frame having a hinged 

back is used, Fig. 515, 
one side may be opened for examination. When the paper is taken 
from the frame it will be a bluish-gray color with the heavier lines 
lighter than the background, the lighter lines perhaps not being 
distinguishable. Put the print for about five minutes in a bath 
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inniug water, taking care that air bubbles do Dot collect on 
the surface, and hang up to dry. An overexposed print njay 
often be saved by prolonged washing. The blue color may be 
intensified and the whites cleared by dipping the print for u 
moment into a bath containing a solution of potassium bichro- 
mate (1 to 2 oz. of crystals to a gallon of water), and rinsing 




Fro. 5 10.'^ Electric blue priDting machine with wanhing nnd dijicB ei^uipiuent. 

thoroughly. This treatment will bring back a hopelessly 
"burned" print. Sodium bichromate is the generally used 
substitute since potash has become so scarce. Prints may be 
cleared successfully by dipping in a bath of hydrogen peroxide, 
I oz. to the gallon. 

KM independent of the weather, most concerns use electric 
mifacturcd by The C. F. Pease Cumpaoy, Chicago. 
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printing machines, either cylindrical, in which a lamp is lowered 
automatically inside a glass cylinder about which the tracing and 
paper are held, or continuous, in which the tracing and paper are 
fed through rolls, and in some machines, printed, washed, 
''potashed" and dried in one operation. Fig. 516 is a machine 
of this type. 

A clear blue print may be made from a typewritten sheet which 
has been written with a sheet of carbon paper back of it, so that 
it is printed on both sides. 

In an emergency it is possible to make a fair print by holding 
tracing and paper to the sunlight against a window pane. 

Blue print making is a recognized business, and blue-print 
concerns are found in every city. Many manufacturers and 
architects find it more satisfactory and economical to send their 
tracings out for blue or brown printing, than to maintain a 
blue print room. 

Van Dyke paper is a thin sensitized paper which turns dark 
brown on exposure and fixing, which is done by first washing in 
water, then in a bath of hyposulphite of soda, and washing again 
thoroughly. A reversed negative of a tracing may be made on it 
by exposing with the inked side of the tracing next to the sensi- 
tized side of the paper. This negative, if printed on blue print 
paper will give a blue-line print with white background. The 
Van Dyke negative may be **transparentized" so as to print in 
one-half to one-third the time, by a solution sold by the dealers, 
or by a solution of paraffin cut in benzine. 

Several direct blue-line and black-line papers are on the 
market. Prints on them cost about twice as much as ordinary 
blue prints, but all white-ground prints have the advantage 
that additions or notes may be made in ink or pencil, and that 
tints may be added. 

Changes are made on blue prints by writing or drawing with 
any alkaline solution, such as of soda or potash, which bleaches 
the blue. Potassium oxalate is the best. A little gum arabic 
will prevent spreading. A tint may be given by adding a few 
drops of red or other colored ink to the solution. Chinese white 
is sometimes used for white-line changes on a blue print. 

A blue print may be made from a drawing made in pencil or 
ink on bond paper or tracing paper, but with thick drawing 
paper the light will get under the lines and destroy the sharp- 
ness. A print may be made from Bristol or other heavy white 
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paper by turning it with the ink side against the paper, thereby 
reversing the print, or by making a Van Dyke negative, with a 
long exposure; or it may be soaked in benzine and printed while 
wet. The benzine will evaporate and leave no trace. 

A blue-line print may be taken from a blue piint by fading 
the blue of the first print in weak ammonia water, washing 
thoroughly, then turning it red in a weak solution of tannic 
acid, and washing again. Transparentizing at this stage will 
assist. 

In printing a number of small tracings they may be fastened 
together at their edges with gummed stickers and handled as a 
single sheet. 

Any white paper may be rendered sufficiently translucent to 
give a good blue print, with the " transparentizing solutions" 
mentioned before, enabling drawings to be made on white paper 
in pencil, from which linished prints can be made without inking 
or tracing. On such drawings arrowheads and dimensions are 
best put on in ink. 

The methods of the hectograph or gelatine pad, neostyle, 
mimeograph, etc., often used for dupUcating small drawings, are 
too well known to need description here. 

Large drawings or drawings in sets are often photographed 
to reduced size and blue prints or other prints made from the 
negatives giving convenient prints for i-eference. 

A direct photographic method for reproducing drawings and 
documents in white lines on a dark background is in use. The 
Rectigraph, the Photostat and the Cameragraph are machines 
used for this purpose. 

Tracings are duplicated successfully, giving exact reproductions 
in black ink on tracing cloth or paper by a gelatine process in 
which a special "matrix" print is made on a blue print machine 
and transferred to a gelatine-surfaced table, the impression inked 
and prints pulled from it. The Janney process, manufactured 
by E. S. Holland & Co., Singer Building, New York, and the 
Eureka process of the Rexim Company, 908 Chestnut St., Phila- 
delphia, are based on this principle. 

Drawing for Reproduction. — By this term is meant the prepara- 
tion of drawings for reproduction by one of the photo-mechanical 
processes used for making plates, or "cuts," as they are often 
called, for printing purposes. Such drawings wQI be required 
■ in the preparation of illustrations for books and periodicals, for 
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catalogues or other advertising, and incidentally for Patent Offiffl 
drawings, which are reproduced by photo-lithography. 
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Fio. 617. — Drawing for i)ne~h&lf redui^tioQ. 

Line drawings are usually reproduced by the process known k 
zinc etching, in which the drawing is photographed on a procee 
plate, generally with some reduction, the negative film reverse* 
and printed so as to give a positiv 
on a sensitized zinc plate (when ; 
particularly fine result is desired, ^ 
copper plate is used) which is etchef 
with acid, leaving the tines in relifl 
and giving, when mounted type-hi^ 
on a wood base, a block which can b 
printed along with type in an ordinal 
printing press. 

Drawings for zinc etching shoul 
be made on smooth white paper ( 
tracing cloth in black drawing ink 
and preferably larger than the required reproduction. 
If it is desired to preserve the hand-drawn character of the 
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original, the reduction should be slight; but if a very smooth ef- 
fect is wanted, the drawing may be as much as three or four 
times as large as the cut. The best general size is from one and 
one-half to two times linear. Fig. 517 illustrates the appearance 
of an original drawing and Fig. 518 the same drawing reduced 
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Fio, 519.— Drawing foi 

one-half. Fig, 519 is another original which has been reduced 
two-thirds, fig. 520. The coarse appearance of these originals 
and the open shading should be noticed. 

A reducing glass, a concave lens mounted like a reading glass is 
sometimes used to aid in judging the appearance of a drawing on 
reduction. If lines are drawn too 
close together the space between them 
will choke in the reproduction and 
mar the effect. 

One very convenient thing not per- 
missible in other work may be done on 
drawings for reproduction — any irreg- 
ularities may be corrected by simply 
painting out with water-color white. If it is desired to shift a 
tigure after it has been inked it may be cut out and pasted on in 
the required position. The edges thus left will not trouble the 
engraver, as they will be tooled out when the etching is finished. 
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Wash dxawiagB and photognpha ue reproduoed in » a 
way on copper by what is known aa the hatf-tone proceas, in 
which the negative is made throu^ a ruled "soreeQ" in front of 
the plate, which breaks up the tints into a series d dots of varying 
siie. Screens oS different fineness are iiaad for different kinds 
of paper, from the coarse screen newspaper half-tone of 80 to 
100 lines to the inch, the ordinary commercial and **\'*g^'"^** 
half-tone of 133 lines, to the fine 150 and 175 line half-4onea for 
printing on very smooth coated paper. 

Photographic prints for reproduction am often retouched and 
worked over, shadows being strengthened with water color, 
highlights accented with white, and details brouj^t out that 
would otherwise be lost. In catalogue illustration of machinety, 
etc., objectionable backgrounds or other features can be removed 
entirely. Commeroiat retouchers use the air-brush as an aid 




Fio. 631. — A wax plate. 



in this kind of work, spraying on color with it very rapidly and 
smoothly and securiog results not possible in hand work. 

So-called "phantom drawings" or "X-ray drawings" are made 
in this way, sometimes using a double exposure negative as a 
basis. 

The "Ben Day" film is another aid in commercial illustration 
that is used very extensively. Fig. 16 is a simple example. 

Line illustrations are sometimes made by the "wax process" 
in which a blackened copper plate is covered with a very thin 
film of wax, on which a drawing may be photographed and its 
outline scratched through the wax by hand with different sieed 
gravers. The lettering is set up in type and pressed into the 
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^wax; more wax is then piled up in the wider spaces between the 
lines and an electrotype taken. Drawings for this process need 
not be specially prepared, as the work may be done even from a 
pencil sketch or blue print. Wax plates print very clean and 
sharp and the type-lettering gives them a finished appearance, 
but they lack the character of a drawing, are more expensive 
than zinc etching and often show mistakes due to the lack of 
familiarity of the engraver with the subject. Fig. 521 shows the 
characteristic appearance of a wax plate. 

Maps and large drawings are usually reproduced by litho- 
graphy, in which the drawing is either photographed or engraved 
on a lithographic stone, and transferred from this either to an- 
other stone from which it is printed or in the offset process to a 
thin sheet of zinc which is wrapped around a cylinder, and prints 
to a rubber blanket which in turn prints on the paper. 



CHAPTER XVI 
Shade Lines and Line Shading 



Shade Lines. — The general practice in working drawings is 
to use a uniform bold full line for the visible outline. It is 
possible by using two weights of lines to add something to the 
clearness and legibiUty of a drawing, and at the same time to 
give to its appearance a reUef and finish very effective and de- 
sirable in some classes of work. This is used to advantage in 
such cases as the illustrations seen in technical periodicals, where 
space is limited and where the definition of shape is the predomi- 
nant feature. By the use of shade lines a single view will 
often serve the desired purpose, and can therefore be made to 
larger scale, with consequent clearness of detail. 

Shade lines are required on Patent Office drawings, and are 
used in a few shops on assembly drawings, but for ordinary 
shop drawings the advantage gained is much overbalanced by 
the increased cost. It is correct to use them whenever the gain 
in legibility and appearance is of sufficient importance to warrant 
the expenditure of the added time and skill necessary. 
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Fia. 522. — Conventional shade lines. 



Theoretically the shade-line system is based on the principle 
that the object is illuminated from one source of light at an in- 
finite distance, the rays coming from the left in the direction 
of the body diagonal of a cube, so that the two projections of 
any ray each make an angle of 45° with the ground line. Part 
of the object would thus be illuminated and part in shade, and 
a shade line is a line separating a light face from a dark face. 
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The strict application of this theory involves some trouble, and 

it is never followed out in 

practice but the one simple 

rule of shading the lower and 

right hand lines of all views is 

observed, Fig. 522. The 

method of determining which 

lines are shaded is illustrated 

in Fig. 623, which shows the ^ ^ 

treatment of lines represent- ^xq. 523.— Determination of shade Unes. 

ing surfaces parallel and 

nearly parallel to the direction of the Ught. 

The light lines should be 
comparatively fine and the 
shade lines about three 
times as wide. The width 
of the shade line is added 
outside the surface of the 

Fio. 524.— Measurements on shaded drawings. P^^CO, Fig. 624. They are 

never drawn in pencil but 
their location may be indicated, if desired, by a mark on the 
line. The method of shad- 
ing two pieces in combina- 
tion is illustrated in Fig. 
525. At A the faces of 
parts 1 and 2 are in the 
same plane, the line of the [ 
joint is consequently a fine 
line. At B and C the faces 
are not in the same plane. 
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Fia. 526. — Shifting the center. 



C 
Fia. 525. — Shading two pieces in combination. 

It will be observed that dotted lines 
are never shaded. 

In inking a shaded drawing it is 
important to follow the order of 
inking carefully. Ink (1) light 
arcs, (2) light to heavy arcs, (3) 
heavy arcs, (4) light lines, (5) 
heavy lines. 

A circle may be shaded by shift- 
ing the center on a 45° line toward 
the lower right hand corner, to an 



amoimt equal to the thickness of the shade line, and drawing 
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another semicircular arc with the same radius, Fig. 526; or it 
may be done much more quickly, particularly with small circles, 

after the ''knack'' has been acquired, 
by keeping the needle in the center 
after drawing the circle, and springing 
the needle point leg out and back 
gradually while going over the half to 
be shaded, pressing with the middle 
finger in the position of Fig. 627. 
Never shade a circle arc so that it ap- 
pears heavier than the straight lines. 
A comparison of two drawings of 
the same object is shown in Fig. 528. 
By covering the lower views the aid 
in reading given by the shade lines 
will be apparent. 
Shade lines in isometric drawing have no value so far as aiding 
in the reading is concerned, but they may by their contrast add 




Fia. 527. — Springing the point. 





Fio. 528. — Effect of shade lines. 
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Fig. 520. — Methods of nhnding isometric drawing. 



some attractiveness to the appearance. Assuming the light 
as coming from the left in the direction of the body diagonal of 
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the isometric cube, and disregarding shadows, shade lines sepa- 
rating light from dark faces would appear as at B in Fig. 529. 
Another method popular among patent draftsmen and others 
using this kind of drawing for illustration is to bring out the 
nearest corner with heavy lines as at C. 

Line Shading. — Line shading is a method of representing the 
effect of light and shade by ruled lines. It is an accomplish- 
ment not usual among ordinary draftsmen as it is not used on 
working drawings and the draftsman engaged in that work does 
not have occasion to apply it. It is used on display drawings, 
illustrations, Patent Office drawings and the like, and is worthy of 
study if one is interested in this class of finished work, 

To execute line shading rapidly and effectively requires con- 
tinued practice and some artistic ability, and, as much as any- 
thing else, good judgment in knowing when to stop. Often the 
simple shading of a shaft or other round member will add greatly 
to the effectiveness of a drawing and may even save making 
another view; or a few lines of "surface shading" on a flat sur- 
face will show its position and character. The pen must be 
in perfect condition, with its screw working very freely. 




Theory of Line Shading. — The theoretical direction of the 
light is, as already mentioned, in the direction of the body diag- 
onal of a cube. Thus the two projections of a ray of light would 
be as A* and A' Fig. 530, and two visible faces of the hexagonal 
prism would be illuminated, while one is in shade. It is imme- 
diately observed that the theoretical shade lines differ from the 
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conventional ones as used in the preceding discu^on. 
figure illustrates the rule that an inclined illuminated surface it 
lightest nearest the eye and an inclined surface in shade is darin 
nearest the eye. 

A cylinder would be illuminated as in Fig. 531, Theoretically 
the darkest place is at the tangent or "shade line" and the light- 
est part at the " brilliant line " where the light is reflected directly 



Fin. 6a3.— Flat nnd graded tinla. 

to the eye. Cylinders shaded according to this theory are the 
most effective, but often in practice the dark side is carried out 
to the edge, and in small cylinders the light side is left unshaded. 
A method of finding the brilliant point and shade line of a 
sphere is shown in Fig.*532. An auxiliary view of the sphere and 
circumscribing cube is taken parallel to the body diagonal of 
the cube, and the angle between the ray of light and the center 
lino to the e\e bi'seetpd giving the brilliant point. Tangents 
locate the shade line 




Fio. 634.— CyliadOT ahkding. 



Practice.^ Three preliminary exercises in flat and graded tints 
are given in Fig. 533. In these the pitch, or distance from center 
to center of lines is equal. In wide-graded tints as B and C 
the setting of the pen is not changed for every line, but several 
lines are drawn, then the pen changed and several more drawn. 
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Fig. 534 is a row of cylinders of different sizea. Tiie effect of 
polish is given by leaving several brilliant lines, as might occur 
if the light came in through several windows, A conical surface 




Fio. 635.~C(me Bhading. 



FlQ. 536.— Sphere shad in 



may be shaded by driving a fine needle at the apex and swinging 
a triangle about it as in A, Fig. 535. To avoid a blot at the 
apex of a complete cone the needle may be driven on the exten- 
sion of the side as in B or the lines may 
be drawn parallel to the sides as in C. 

It is in the attempt to represent 
double-curved surfaces that the line- 
shader meets his principal troubles. 
The brilliant line becomes a brilliant 
point and the tangent shade line a 
curve, and to represent the gradation 
between them by mechanical lines is a difficult proposition. 

Three methods of shading a sphere are shown in Fig, 536. The 
first one, A is the commonest. Concentric circles are drawn from 





the center, with varying pitch, and shaded on the lower side by 
springing the point of the compasses. At B the brilliant point, 
usually "guessed in," is used as a center. At C, the "wood cut" 
method, I he taper on the horizontal lines is made by starting 
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with the pen out of the perpendicular plane and turning the 
handle up as the line progresses. 

Applications of shading on flat and cylindrical surfaces are 
shown in Figs. 637 and 638; spherical surfaces in Fig. 539, 
and knurling in Fig. 540. 

Patent Office Drawings. — 
In the application for letters 
patent on an invention or 
discovery there is required a 
written description called the 
specification, and in case of a 
machine, manufactured arti- 
cle, or device for making it, 
a drawing, showing every 
feature of the invention. If 
it is an improvement, the 
drawing must show the in- 
vention separately, and in 

another view a part of the Fio. 639.— Shaded d^le curved surfaces. 

old structure with the inven- 
tion attached. A high standard of execution, and conformity 
to the rules of the Patent Office must be observed. A pamphlet 
called the '' Rules of Practice,'' giving full information and rules 
governing Patent Office procedure in reference to application 

for patents may be had gratuitously by 
addressing the Commissioner of Patents, 
Washington, D. C, 

The drawings are made on smooth 
white paper specified to be of a thick- 
ness equal to three-sheet Bristol-board. 
Two-ply Reynolds board is the best 
paper for the purpose, as prints may be 
made from it readily, and it is preferred 
by the Office. The sheets must be 
exactly 10 by 15 inches, with a border 
line one inch from the edges. Sheets 
with border and lettering printed, as 
Fig. 541, are sold by the dealers, but are not required to be used. 
A space of not less than Iji inches inside of the top border must 
be left blank for the printed title added by the Office. 

Drawings must be in black ink, and drawn for a reproduction 
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Fio. 540. — Knurling. 
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to reduced scale. As many sheets as are necessary may be iised. 
In the case of large views any sheet may be turned on its side 
so that the heading is at the right and the signatures at the left, 
but all views on the same sheet must stand in the same direction. 

Patent Office drawings are not working drawings. They are 
descriptive and pictorial rather than structural, hence will have 
no center lines, no dimension lines nor figured dimensions, 
no notes nor names of views. 
The scale chosen should be 
large enough to show the 
mechanism without crowding. 
Unessential details or shapes 
need not be represented with 
constructional accuracy, and 
parts need not be drawn 
strictly to scale. For exam- 
ple, the section of a thin 
sheet of metal drawn to 
scale might be a very thin 
single line, but it should be 
drawn with a double line, 
and section lined between. 

Section lining must not be 
too fine. One-twentieth of 
an inch pitch is a good limit. 
Solid black should not be 
used excepting to represent 

insulation or rubber. Shade lines are always added, except in 
special cases where they might confuse or obscure instead of aid 
in the reading. Surface shading by line shading is used when- 
ever it will add to the legibility, but it should not be thrown 
in indiscriminately or lavishly simply to please the client. 

Gears and toothed wheals must have all their teeth shown, 
and the same is true of chains, sprockets, etc., but screw threads 
may be represented by the conventional symbols. The Rules 
of Practice gives a chart of electrical symbols, symbols for 
colors, etc., which should be followed. 

The drawings may be made in orthographic, axonometric, 
oblique, or perspective. The pictorial system is used extensively, 
for either all or part of the views. The examiner is of course 
expert in reading drawings, but the client, and sometimes 




Fio. 541. — Blank for patent drawing. 
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WITNESSES: 

iMtilx. KMU4, 



Duquesne Sprague TSVEINTOH. 



Fia. 542. — A patont office drawing (reduced one-halt). 
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the attorney, may not be, and the drawing should be clear to 
them. In checking the drawing for completeness it should be 
remembered that in case of litigation it may be an important 
exhibit in the courts. Only in rare cases is a model of an inven- 
tion required by the OflSce. 

The views are lettered "Fig. 1," "Fig. 2," etc., and the parts 
designated by reference numbers through which the invention 
is described in the speciiScations. One view, generally "Fig. 1," 
is made as a comprehensive view that may be used in the Official 
Gazette as an illustration to accompany the "claims." 

The draftsman usually signs the drawing as the first witness. 
The inventor signs the drawing in the lower right hand corner. 
In case an attorney prepares the application and drawing, the 
£tttorney writes or letters the name of the inventor, signing his 
own name underneath as his attorney. 

To avoid making tack holes in the paper it should be held 
to the board by the heads of the thumb tacks only. 

The requirements for drawings for foreign patents vary in 
different countries, most countries requiring drawings and 
several tracings of each sheet. 

Fig. 542 is an example of a Patent Office drawing, reduced to 
one-half size. 



CHAPTER XVn 

Notes on Cohhercial Practice 

There are many items of practical information of value to the 
student and draftsman which are not included in the ordinary 
course in drawing, but are learned through experience. This 
chapter tells approved methods of accomplishing a few of the 
things necessary in the commercial lises of drawing. It is not 
intended to be complete, but si^gests kinds of information which 
are worth collecting and preserving in notebook form. 

To Sharpen a Pen. — Fens that are in constant use require fre- 
quent sharpening and every draftsman should be able to keep his 
own pens in fine condition. The points of a ruling pen should 




Fig. 543.— Corroded ruli 



have an oval or elliptical shape as A, Fig. 543, with the nibs 
exactly the same length. B is a worn pen and C, D and E incor- 
rect shapes sometunes found. The best stone to use is a hard 
Arkansas knife piece or knife edge. It is best to soak a new stone 
in oil for several days before u.sing. The ordinary carpenter's 
oil stone is too coarse to be used for instruments. 

The nibs must first be brought to the correct shape as A and 

as indicated on the dotted lines of B, C and D. This is done by 

screwing the nibs together until they touch and, holding the pen 

as in drawing a line, drawing it back and forth on the stone, 
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startiug the stroke with the handle at perhaps 30 degrees with 
the stone, and swinging it up past the prependicular iis the line 
across the stone progresses. ThLs will bring the nibs to exactly 
equal shape and length, leaving them very dull. They should 
then be opened slightly and each blade sharpened in turn until 
the bright spot on the end has just disappeared, holding the pen 
a.s in Fig. 544 at a small angle with the stone and rubbing it back 
and forth with a slight oscillating or rocking motion to conform 
t<3 the shape of the blade. 
The pen should be examined 
frequently and the operation 
stopped just when the reflect- 
ing spot has vanished. A 
pocket magnifying glass may 
be of aid in examining the 
points. The blades should 
not be sharp enough to cut 
the paper when tested by drawing a line, without ink, across it. 
If over sharpened the blades should again be brought to touch 
and a line drawn very lightly across the stone as in the first 
operation. When tested with ink the pen should be capable of 
drawing clean sharp lines down to the finest hair line. If these 
finest lines are ragged or broken the pen is not perfectly 
sharpened. It should not be necessary to touch the inside of the 
blades unless a burr has been formed, which might occur with 
very soft metal or by using too coarse a stone. In such cases 
the blades should be opened wide and the burr removed by a very 
light touch, with the entire inner surface of the blade in contact 
with the stone, which of course must be sufficiently thin to be 
inserted between the blades. The beginner had best practise 
by sharpening several old pens before attempting to sharpen a 
good instrument. After using, the stone should be wiped clean 
and a drop of oil rubbed over it to prevent hardening and 
glazing. 

Stretching Paper. — If a drawing is to be tinted the paper 
should be stretched on the board. First, dampen it thoroughly 
until limp, either with a sponge or under the faucet, then lay it on 
the drawing board face down, take up the excess water from the 
edges with a blotter, brush glue or paste about one-half inch wide 
around the edge, turn over and rub the edges down on the board 
until set, and allow to dry horizontally. 
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Drawings or maps on which much work is to be done, even 
though not to be tinted, may be made advantageously on 
stretched paper; but Bristol or calendered paper should not be 
stretched. 

Tinting is done with washes made with moist water colors. 
The drawing may be inked (with waterproof ink) either before, 
or preferably after tinting. The drawing should be cleaned and 
the imnecessary pencil marks removed with a very soft rubber, 
the tint mixed in a saucer and applied with a camel's-hair or 
sable brush, inclining the board and flowing the color with hori- 
zontal strokes, leading the pool of color down over the surface, 
taking up the surplus at the bottom by wiping the brush out 
quickly and picking up with it the excess color. Stir the color 
each time the brush is dipped into the saucer. Tints should be 
made in light washes, depth of color being obtained if necessary 
by repeating the wash. To get an even color it is well to go over 
the surface first with a wash of clear water. 

Diluted colored inks may be used for washes instead of water 
color. 

Motmting Tracing Paper. — Tracings are mounted for display, 
on white mounts, either by "tipping" or "floating." To tip a 
drawing, brush a narrow strip of glue or paste around the under 
edge, dampen the right side of the drawing by stroking with a 
sponge very slightly moistened, and stretch the paper gently 
with the thumbs on opposite edges, working from the middle of 
the sides toward the corners. 

To float a drawing make a very thin paste and brush a light coat 
over the entire surface of the mount, lay the tracing paper in 
position and stretch into contact with the board as in tipping. If 
air bubbles occur force them out by rubbing from the center of 
the drawing out, laying a piece of dean paper over the drawing 
to protect it. 

Motmting on Cloth. — As a protection to maps and drawings 
requiring much handling it is advisable to mount them on cloth. 
The method to be used depends largely upon the weight and qual- 
ity of the material to be mounted. A method suitable for one 
case might fail in another, but having a general idea of the re- 
quirements it is possible to vary the method to suit the case. 
There are two methods used, hot mounting and cold mounting. 
The adhesives used are photo library paste and liquid glue. 
The commercial products of each are so easily obtained that a 
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formula for their preparation is unnecessary and the ones to 
be used are largely a matter of choice and availability. 

Hot mounting is the most satisfactory for the average work 
because of the saving in time. The mounting cloth is usually a 
first grade of white, light weight, sheeting. For small work dust- 
colored dress lining is well suited. This is stretched tightly, and 
tacked down, over a table which has been previously covered with 
cloth. The paste is prepared by heating with a small amount of 
wat«r until the solution becomes clear. With a broad flat brush 
paste the back of the print quickly, working from the center 
toward the edges. Allow a moment for uniform avpansion, then 
place face up on the cloth. Have iron hot enough not to scorch, 
work quickly with rotary motion and iron print from center out 
until edges are stuck. Remove tacks and raise from table to 
release steam. Iron until dry. Never iron on the back, as the 
steam formed will cause blisters. Keep the iron well paraffined 
and a good gloss will be produced on the print. Liquid glue 
diluted and heated will work quite as well, but the sheet will 
not be so flexible and will break if folded too often. 

Cold paste may be used instead of hot and is quite satis- 
factory. The method is practically the same except that a 
photographic print roller is substituted for the hot iron and the 
print is allowed to become thoroughly dry before the tacks are 
removed. 

For Mounting Thin Paper. — The cloth is tacked down same as 
for hot or cold mouuting e.xcept that several thicknesses of news- 
paper are placed directly under the cloth. The hot paste is 
applied directly to the cloth until the cloth is thoroughly filled 
with paste. The print to be mounted is rolled, face in, 
from each end toward the center leaving an equal amount of 
paper in each roll. With one roll in each hand place the print 
in the center of the pasted area, allowing only a few inches to 
unroll. Iron quickly same as for hot mounting, unrolling the 
print as the ironing proceeds. 

Another successful method consists in rolling the print to be 
mounted, face in, on a roll of detail paper. Hot paste is apphed 
beginning at one end, the print rolled off on the cloth, and fol- 
lowed up as fast as unrolled by a hot iron. It is inadvisable to 
apply the paste to thin paper, unless supported as above, for it 
curls up so rapidly that it becomes unmanageable and results in 
the loss of the print. 
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Methods of Copying Dmrinct—Priddnc. — ^DrnwingB are aften 
copied on opaque paper by laying the drawing over -the paper 
and pricking through with a needle point, turning the upper 
sheet back frequently and connecting the points. Prickera may 
be purchased, or may be made easQy by forcing a fine needle mto 
a soft wood handle. They may be used to advantage also in 
accurate drawing, in transferring measurements from scale to 
paper. 

Transfer by Rubbing. — ^This method is used extensively by 
architects, and may be used to good advantage in transferring 
any kind of sketch or design to the paper on which it is to be 
rendered. 

The original is made on any paper, and may be worked over, 
changed, and marked up until tiie design is siUisfactQry. Lay a 
piece of tracing paper over the original and trace the outline 
carefully. Turn the tracing over and retrace the outline just as 
carefully on the other side, using a medium soft pencil with a 
sharp point. Turn back to first position and tack down smoothly 
over the paper on which the dntwing is to be made, registering 
the tracing to proper position by center or reference lines on both 
tracing and drawing. Now transfer the drawing by rubbing the 
tracing with the rounded edge of a knife handle or other instru- 
ment (a smooth-edged coin held between thumb and forefinger 
and scraped back and forth is commonly used), holding a small 
piece of tracing cloth with smooth side up between the rubbing 
instrument and the paper, to protect the paper. Do not rub too 
hard, and be sure that neither the cloth nor paper move while 
rubbing. Very delicate drawings can be copied with great 
accuracy in this manner. 

If the drawing is symmetrical about any axis the reversed 
tracing need not be made, but the rubbing can be made from the 
first tracing by reversing it about the axis of S3anmetry. 

Several rubbings can be made from one tracing, and when the 
same figure or detail must be repeated several times on a drawing 
much time can be saved by drawing it on tracing paper and rub- 
bing it in the several positions. 

A very fine transfer of small details may be made by the en- 
graver's method of tracing on a thin sheet of celluloid, scratching 
the outline lightly with a sharp point, and rubbing colored 
crayon into the lines. 

A Glass Drawing Board. — A successful device for copying 
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drawings od opaque paper is illustrated in Fig. 545. A wide 
frame of white pine carrying a piece of plate gla8B set flush with 
the top, is hinged to a base lined with bright tin. A sliding bar 
carries two show-case lamps, whose light may thus be concen- 
trated under any part of the drawing. Ventilation and protec- 
tion from overheating is provided by the ground glass and air 
space between it and the plate glass. 



.Grvwt^ G/oss 




—re// 

\ glass drawicB board. 



The frame has a piece of felt glued on the bottom and may be 
used on the top of any table where connection with an electric 
light outlet is convenient. Drawings even in pencil may be 
copied readily on the heaviest paper or Bristol-board by the use 
of this device. 

Proportfonal Methods— The Pantograph. — The principle of the 
pantograph, used for reducing 
or enlarging drawings in any 
proportion, is well known. 
Its use is often of great ad- 
vantage. It consists essen- 
tially of four bars, which for 
any setting must form a par- 
allelogram, and have the 
pivot, tracing point, and 
marking point in a straight , 
hne; and any arrangement of 
four arms conforming to this 
requirement will work in true proportion. Referring to Fig. 546 
the scale of enlargement is PAf/PT or AMjAB. For correspond- 
ing reduction the tracing point and marking point are exchanged. 
The inexpensive wooden form of Fig, 546 is sufficiently accurate 
for ordinary outlining. A suspended pantograph with metal 
arms, for accurate engineering work, is shown in Fig. 547. 




Fio. 546. — A paotograph. 
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Drawings may be copied to reduced or enlarged scale by luing 
the pr<qK>rtioiial dividers, as illustrated in Fig. 19. 

The well-known method of proprntioiud Bquares is often used 
for reduction or enlargement. The drawing to be copied is ruled 




Fid. 547. — A BiupMided pkotograpb. 



in squares of convenient size, or, if it is undesirable to mark on 
the drawing, a sheet of ruled tracing cloth or celluloid is laid over 
it, and the copy made freehand on the paper, which has been 
ruled in corresponding squares, larger or smaller, Fig. 548. 




Fio. 54S. — EnlartcemeDt by Bqunres, 

Preserving Drawings. — A drawing, tracing, or blue print 
which is to be handled much may be varnished with a thin coat 
of white shellac. 

Pencil drawings may be sprayed with fixatif. 

Prints made on sensitized cloth will withstand hard usage. 
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Blue prints for shop use are often mounted for preservation and 
convenience, by pasting on tar board or heavy press-board and 
coating with white shellac or Damar varnish. A coat of white 
glue under the varnish will aid still further in making the drawings 
washable. 

Tracings to which more or less frequent reference will be made 
should be filed flat in shallow drawers. Sets of drawings pre- 
served only for record are often kept in tin tubes niunbered and 
filed systematically. A pasteboard tube 
with screw cover is also made for this 
purpose. It is lighter than tin and with- 
stands fire and water even better. 

Fireproof storage vaults should always 
be provided in connection with drafting 
rooms. 

Various Devices. — A temporary ad- 
justment of a T-square may be made 
by putting a thiunb tack in the head, Fig. 549. 

If much ruling in red ink is done, a pen for the purpose with 
german silver blades is advisable. 

A steel edge to a drawing board is made of an angle iron planed 
straight and set flush with the edge. With this edge and a steel 
T-square very accurate plotting may be done. These are often 
used in bridge offices. 




Fig. 549. — Temporary 
adjustment. 





Fia. 550. — Section lining devices. 



Three ways of making a section liner out of an ordinary triangle 
are shown in Fig. 560. The first two may be made of thin wood 
or celluloid cut in the shapes indicated, and used by slipping the 
block and holding the triangle, then holding the block and moving 
the triangle. A coin may be used for the same purpose. 

20 
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Double triangles are very convenient in making pictorial 
drawings. Two forms are shown in Fig. 551, one for dimetric and 
one for isometric. 




3(f^^3a 




FiQ. 551. — Double triangles. 

If the glaze is removed from an irregular curve by rubbing 
with fine sandpaper, pencil marks may be made on it to facilitate 
drawing symmetrical curves or repeating the same curve. 



CHAPTER XVIII 

Bibliography op Allied Subjects 

The present book has been written as a general treatise on the 
language of Engineering Drawing. The following short classified 
list of books is given both to supplement this book, whose scope 
permitted only the mention or brief explanation of some sub- 
jects, and as an aid to those who might desire the recommenda- 
tion of a book on some branch of drawing or engineering. 

Architectural Drawing 

Ware, Wm. R. — The American Vignola, 2 v. Part I, The Five Orders, 76 
pp. 18 pi. $2.50. Part II, Arches and Vaults, Roofs and Domes, 
Doors and Windows, etc. 50 pp., 19 pi. $2.50. International Text- 
book Co., Scranton, Pa., 1906. 

Martin, Clarence A. — Details of Building Construction. 33 pi. $2.00. 
W. T. Comstock, N. Y., 1916. 

Snyder, Frank M. — Building Details. Issued in parts of 10 pi. each, 16 
X 22. $3.00. N. Y., 1906-13. Selections of fully dimensioned details 
principally of large buildings, from the drawings of various represen- 
tative architects. 

French and Ives. — Agricultural Drawing and thfe Design of Farm Struc- 
tures. 130 pp. $1.25. McGraw-Hill Book Co., N. Y., 1915. 

Descriptive Geometry 

Anthony and Ashley. — Descriptive Geometry. 134 pp. 34 pi. $2.00. 

D. C. Heath & Co., Boston, 1909. 
Church, Albert E. — Elements of Descriptive Geometry. 286 pp. rev. ed. 

$2.25. Am. Book Co., N. Y., 1911. This book has been a standard 

ever since its original publication in 1864. The present revisionis by 

Geo. M. Bartlett. 
HiGBEE, F. G. — The Essentials of Descriptive Geometry. 218 pp. $1.80. 

Wiley & Sons, N. Y., 1917. 
Smith, Wm. G. — Practical Descriptive Geometry. 256 pp. $2.00. 

McGraw-HiU, 1916. 

Gears and Gearing 

Anthony, G. C. — The Essentials of Gearing. 109 pp. 15 folding pi. 
$li50. D. C. Heath, 1911. An elementary text-book on the drawing 
of tooth outlines. 
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LoouE, Charles H. — American Machinist Gear Book. 348 pp. $2.50. 
McGraw-Hill) 1910. ''Simplified tables and formulas, and practical 
points in cutting all commercial types of gears." 

Graphic Statics 

Cathcart and Chaffee. — Course of Graphic Statics applied to Mechanical 
Engineering. 320 pp. $3.00. D. Van Nostrand d; Co., N. Y., 1912. 

Handbooks 

A great many "pocket size" handbooks, with tables, formulas, and in- 
formation are published for the different branches of the engineering pro- 
fession, and draftsmen keep the ones pertaining to their particular line at 
hand for ready reference. Attention is called, however, to the danger of 
using handbook formulas and figures without imderstanding the principles 
upon which they are based. ''Handbook designer" is a term of reproach 
applied not without reason to one who depends wholly upon these aids 
without knowing their theory or limitations. 

Among the best known of these reference books are the following: 
American Civil Engineers' Pocket Book, Mansfield Merriman, Ed.-in-chief. 

3d. ed. 1571 pp. $5.00. Wiley, 1916. 
American Machinists' Handbook and Dictionary of Shop Terms, by F. H. 

Colvin and Frank A. Stanley. 2d ed. 673 pp. $3.00. McGraw- 
Hill, 1914. 
Architects' and Builders' Pocketbook, F. E. Kidder. 16th ed. 1816 pp. 

$5.00. Wiley, 1916. 
Cambria Steel — A Handbook of Information Relating to Structural Steel 

Manufacture by the Cambria Steel Co. 11th ed. 513 pp. $1.25. 

Johnstown, Pa., 1916. 
Carnegie — Pocket Companion Containing Useful Information and Tables 

Appertaining to the use of Steel as manufactured by the Carnegie Steel 

Co. 19th ed. 440 pp. $1.00. Pittsburgh, 1917. 
Catalogue of Bethlehem Structural Shapes Manufactured by Bethlehem 

Steel Co. 72 pp. Bethlehem, Pa., 1909. 
Civil Engineers' Pocketbook, J. C. Trautwine. 19th ed. 1257 pp. $5.00. 

Trautwine Co., Philadelphia, 1913. 
Electrical Engineers' Pocketbook, H. A. Foster. 7th ed. 1599 pp. $5.00. 

Van Nostrand, 1913. 
Handbook of Cost Data, H. P. Gillette. 2d ed. 1854 pp. $5.00. Myron 

C. Clark, Chicago, 1914. 
Machinery's Handbook. 1400 pp. $5.00. Industrial Press, N. Y., 1914. 
Mechanical Engineers' Handbook, Lionel S. Marks, Ed.-in-chief. 1800 

pp. $5.00. McGraw-Hill, 1917. 
Mechanical Engineers' Pocketbook, Wm. Kent. 9th ed. 1526 pp. $5.00. 

Wiley, 1916. 
Standard Handbook for Electrical Engineers, Frank F. Fowle, Editor. 

4th ed. 2000 pp. $5.00. McGraw-Hill, 1917. 
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Lettering 

Fkekch and Meuoj^john.— The Essentials of Letlering. 94 pp. $1.00. 
McGraw-Hill, 1912. 

fiHARnT, Chas. W. — Lettering fur Dratlsinen, Enginee^s aad Sludenta. 
39 pp. 15 pL 11.00. Van Nustrand, 1917. 



Uachine Drawiag and Deugn 



KncSALL AND Barr.— Elements of Machine Design. 446 pp. S3. 00. 

Wiley, 1909. 
Lectwilbb, O. a. — Elements of Machine Design. 007 pp. $4.00. 

MpGmw-Hill, 1917. "A discueaion of the fundamental principles 

involved in the design and operation of machinery." 
Mabshau., W. C. — Elementary Machine Drawing and Design. 320 pp. 

$3.00. McGraw-Hill, 1912. 
Spooneb, Henst J. — Maehine Design, Construction, and Drawing. 74S 

pp. S3.50. Longmans, Green, N. Y., 1914. 
Unwin, William C^Elements of Machine Design. Part L Gencrat 

Principlea, Fsatenings and Transmission Machinery. 531 pp. $2.50. 
I Longmans, Green, 1909. Part II, Engine Details. 420 pp. $3.00. 

Longmans, Green, 1917. 

Mechanism 

DcNKKSLET, S. — Mechanisra. 448 pp, $3.00. Longmans, Green, 1911. 
I JtoniNBON, S. W. ^Principles of Mephauism, A Treatiae on the Modifica- 
^^^H^on of Motion, by means of the elementary combinations of Meehan- 
^^^Bkm, or of the parte of Machines. 309 pp. $3.00. Wiley, 1900. 



Perspective 



Prbcerick, F. P.^^mplificd Mechanical Perspective. 54 pp. 75 cents. 

The Manual Arts Press, Peoria, III., 1909. 
LUBSCHBa, B. — Perspective. 100 pp, $1.50, Van Nostraad, 1915. 

I, Wm. R. — Modem Perspective. 336 pp. and atlas of plates. $4.00. 
a ft Co., N. y., 1900. 



Piping 
m Piping. 



359 pp. S folding pi. $4.00. 



IN, Cabl L. — A Handbook 
a Nofltrand, 1918. 

Rendering 
RICK, F, F.— The Wash Method of Handling Water Color. 16 pp. 

Manual Arts Press, 1908. 
SIB, C. D.— Pen Drawing. 130 pp. $1 ,00. Bates & Guild, Boston, 



Shades and Sbadowa 
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Sheet Metal 

Kidder, Fred S. — Triang^ulation Applied to Sheet Metal Pattern Cutting. 

268 pp. $2.50. Sheet Metal Publication Co., N. Y., 1917. 
KiTTREDQE, Gbo. W. — The New Metal Worker Pattern Book. 534 pp. 

$5.00. U. P. C. Book Co., N. Y., 1917. An exhaustive treatise on 

the principles and practice of pattern cutting as applied to sheet metal 

work. 

Structural Drawing and Design 

Burt, H. J. — Steel Construction. 372 pp. $2.75. Amercian Tech. Soc., 

Chicago, 1914. A book for architects. 
Ketchum, Mild S. — Structural Engineers' Handbook. 900 pp. $5.00. 

McGraw-Hill, 1914. 
Morris, Clyde T. — Designing and Detailing of Simple Steel Structures. 

260 pp. $2.25. McGraw-Hill, 1914. A clear and concise text for 

both students and practical men. 

Technic and Standards 

Follows, Geo. H. — Universal Dictionary of Mechanical Drawing. 60 pp. 

23 pi. $1.00. McGraw-HiU, 1906. 
Reinhardt, Charles W. — The Technic of Mechanical Drafting. 42 pp. 

1 1 pi. $1 . 00. McGraw-Hill, 1909. 

Topographical Drawing 

Daniels, Frank T. — A Textbook of Topographical Drawing. 144 pp. 

$1.50. D. C. Heath, 1908. A well-arranged book on ink and color 

topography, with practical problems. 
Stuart, E. R.— Topograpliical Drawing. 119 pp. $2.00. McGraw-Hill, 

1917. "This text is designed as a basis for a course of instruction and 

practice in topographical drawing." 



APPENDIX 

Tapers. — For cylindrical shapes taper means the difiference in diameter 
for a given length. Thus for a taper of J^" per foot there would be a change 
in diameter of H inch, as, small diam. 13^", length 12" large diam. 
1^/' For rectangular sections the same principle applies, whether the slope 
is on one side or both sides, as at B or C. When a standard taper is used it is 
designated by a nimiber which fixes the three dimensions. Machinists' 
handbooks give complete information for standards in general use. Con- 
cerning the ''Jamo'' taper the American Machinists' Handbook says: 
*' While the majority of American tool builders use the Brown & Sharpe taper 
in their milling machine spindles and the Morse taper in their lathes, a 
nmnber of firms, among them the Pratt and Whitney Company, Hartford, 
Conn., and the Norton Grinding Company, Worcester, Mass., have adopted 
the "Jamo" taper ... In this system the taper of which is 0.6 inch 
per foot or 1 in 20, the number of the taper is the key by which all the 
dimensions are immediately determined without the necessity even of 
referring to the table. That is, the number of the taper is the number of 
tenths of an inch in diameter at the small end, the number of eighths of an 
inch at the large end, and the number of halves of an inch in length or 
depth. For example the No. 6 taper is six-eighths {^i) inch diameter at 
large end, six-tenths (Jlo) diameter at the small end and six halves (three 
inches) in length. ..." 
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Dimensions or Standabd Stbel and Whocobt Ibom Pipb 
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Decimal EgxTiVALENTs op Fractions op an Inch 



A = .015625 


tt = 


. 265625 


a = 


. 515625 


« = 


. 765625 


A = .03125 


A = 


.28125 


a = 


.53125 
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.78125 


A = .046875 


tl = 


. 296875 


a = 
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tt = 
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.828125 
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H = 
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tt = 
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H = .203125 


H = 


.453125 


tt = 


.703125 


11 = 


.953125 
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.484375 


tt = 
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Metric Equivalents 
Mm. to inches Inches to mm. 
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Mm. In. 


In. 


Mm. 


In. 


Mm. 
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Standoff 16 C.R Incoiid—faiit 

0racli«f Outtef; Elsplric Of»ly. NuffMraf 
in C9r/hr indieotus nwmbar of | 

Stondord 16 C. P. ytoondmmcmtf Lompa/ 

jK CMlin^Oufflat: Goa only. |^K ^'^^'^ OuftdT; Opa only. 

nOutlat IW Outdoor Standord or )Cdr« O"*^ ^ Outdoor 5toiJiiiJor tWti^l 

6 Pddaatol; ClodHc only. Numar«l Mdieo«H flSA^ CbmbinoKon. J-Mdlcotoa 6-16 C.P. 
numbtr of Stand. 16 CP. Incon.Lompa. ^^^D dibnd. lacon. Lompooid 6 6oa Bvaats. 

TSj^ Orop Cord Outl«f. (^ On« i;9MOutlaf fcr Uoif Racaplbcto. 

^Aix Lomp Outlat. A Spociol Outlat. for Lighting , Mooting 

^9 and FWtr dinonf,^ daKribad io 5poc. 

^^Q^^ Coiling Fon Outlet. 

S* S.P. SwiUch Ouflot. \ 

S* DP Swilfck OotWt I Showoamooy aymbolo 00 tftoroocir 

O D. P. Switch Outlot . I .^itehoa . or . in c««o of o ifory lor^o 

S* 3- Way Swileh Outlot. I S^Hip of onrHthoa. indleojt number 

y of awitchos kry.a Ronrton Mu moral , 

S* 4- Wby S«yltch Outlof. j ♦»»«« : S* XU,ni«>mnf 18 Sin^lo' Rslo 

I awitchoa. Doacribo ^rpo of oviritoli 

S Aulbmotic Door Switch Outlot. I •** apociflootiona , tttof ia, flu^ or 

■ I Surfoco , PUah Button or Snap. 

S Eloctyolior Switch Outlot. ' 

n Meter Outlet. ■■ Diallribution ^nel. 

Junction or Pull Bom. ^O^ Melbr Okitlct.- Mumcral io omtcr indicdiire H R 

Motor Control Outlet. ^ 1 j T Transformer. 



Moin or P««d«r run conc«ol«d wnd«r floor. ^^-^— Moio or Pccdcr ruo oonc^oicd uo^r 



— ~"~*" Moin or Fccd«r run OKpoccd. — Bnanch Circuit run concealed uo^cr floor 

' Brooch Oncuil run concoalcd uo^or floor obovc.—— Branch Circuit Run Expoocd . 

"♦ — •• Pole Line. • Riaer. 

a Telephone Outlet; PnvatcStfrv.ee . ■ Telephone Outlet; PbWic Service. K Bell Outlet. 

r^ ftukxer Outlet . ^H^ ^sh Button Outlet; Numerol Indicotce number- of Rjehee. 

^SS Annunciotor ; humerol indicotce number of ^inte. ^ Spooking Tub*. 

—@ Wotchmor. Clock Outlet. — J VV^Ithmon StotSon Outlet. — ^ Moeter TTme CJocK Outlet. 

^— in Secondary Time Clock Outlet. [3 Door Opener. 

Speciol Outlet; for fi^nal ^eteme.oe described in Speclticottone . I||||| Bottery Outlet. 

f Circuit for Clock, Telephone , Bell or other Service, run ut*d0r floor, concoolod 

\ Kind of Service wonted occertoined by Sjfmbol to which line connects. 

/ Circuit for Clock , T«l«phon« , fteil or other Service, run under floor above conceolod. 

\ Kind of Service wonted oscertoinod by Symbol tO' which line oonnocts. 



Note— K other than Standard 16 C P Incondescent Lamps art desired, 
SpecifTcotions should describe copoci^ of Lenrtp to be ummd . 

SUOACSTWrU IN CONNECTIOri. WITH STANBAKO SYnSOUL fOt WICIM PLANS 
It !• important 4hot ample sp«<e be ollowed for Itte inefallation of moin* , feeders, bronchetend distributioa 
pan«l« . It le d««iroble tttot o key to the ^mbols used occompany oil ^ns. 
If moins « ft9d«r» , bronehee ond distribution poneis ore ehewn on the plan« , it ie deeiroble ftiot they 
be desi« noted by letters or numbers. 

Living Room* S'— 6" 

Chombers 5'- 0' 

Officee 6'- 0" 

Corridor* 6'- 3* 



Haifhts of canter of Wall 

Outlets (unlese ottierwiee 

•pecjfiad ) 

Hai^ht of awitchae (unleae otSerwiee Of^tifitd ) 4'-0" 

CorveiSMT •!««« •issr w tmc NAnoMAt. ilectricai. coNTnAcross association or thk umiteb statm. 



Fig. 552. — Standard symbols for wiring plans. 
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Electrical Symbols.— Symbols for the diagrammatic representation of 
electrical apparatus and construction have not all been standardized, and 
various modifications will be found. Those given in Fig. 553 are simple 
forms easily understood and many of which are in general use. For patent 
drawings, however, the "Rules of Practice," which illustrate eighty-nine 
required symbols, should be referred to. 

The standard wiring symbols of the National Electrical Contractors 
Association are given on the opposite page. 
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Fio. 553. — Electric symbols. 



Symbols for Colors. — Line symbols for the representation of colors were 
first used in heraldry, under the heraldic names of g6le% — red, ozure — ^blue, 
vtTi — green, purpure — purple, sable — black, tenny — tawny, sanguine — dark 
red, argent — silver, and or — gold, and these have become the universal stand- 
ard in all kinds of drawing. It is occasionally necessary on a black and white 
drawing to indicate the required colors of a fabric or design, as in the device 
illustrated in Fig. 59. This is notably true in patent office drawing, as 
mentioned on page 295. The symbols of Fig. 554 are the patent office 
standards, and, with the exception of orange, those used in heraldry. 



Whilw or Silver 




Fio. 554. — Symbols for colors. 
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Symbols for Materials. — Sjrmbols for designating various materials 'm 
section as recommended by a committee of the American Society of Mechan*' 
ical Engineers are given in Fig. 555. They were designed to avoid usin^ 
different weights of lines. A part of the codes of government standards of 
the Bureau of Steam Engineering and the Bureau of Construction U. S. N.^ 
is shown in Fig. 556. Cast iron, cast steel, glass and liquid are the same as 
the A.S.M.E. symbols. The government requires the use of its own sym- 
bols on assembly drawings submitted by bidders. 
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Fig. 555. — Symbols for materials in section, A.S.M.E. 



W > ■ } \ » < ■! '\ ■ F. 
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Babdi/f,Leod.£lc. 





Brass, Bronze, CompoafHin 





Copper 







Wrought Iron 




face Alarctened 
^teel 



Leather frTsulot/ng A^aler/a/3 

(Other ricjubk^ /i^tenolsj 



i^rought Steel 

Fio. 556. — Symbols for materials in section, U. S. Govt. 
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Commercial Sizes. — The following notes give the commercial methods of 
specifying sizes of the items in the list. The material must, of course, 
always be specified. 

Belting. — Give width and thickness. 

Chain. — Give diameter of rod used. 

Electrical Conduit. — Same as pipe. 

Expansion BoUs. — Give diameter of bolt not of casing. 

Leather FtUeta (for patterns). — Designated by numbers corresponding to 
the radii in sixteenths, thus No. 2 is ^" radius. 

Machine Chains. — Give pitch, c. to c. of rivets and width inside for block 
or roller type and outside for rocker joint type. 

NaiU (common). — Give size by number with letter d, as lOd (ten- 
penny = 10 lb. per thousand.) 

Pipe. — Give nominal inside diameter. 

R. R. Rails. — Give height of section and weight per yard. 

Rolled Steel Shapes. — Give name, essential dimensions and weight per foot. 

Rope. — Give largest diameter. 

Shafting. — The best practice is to give the actual diameter. 

Sheet Metal. — Give thickness by gage number, or in thousandths of an 
inch (for fie" and over, give thickness in fractions). 

Split Cotter. — Give length of straight part. 

Springs. — Helical, give outside diameter, gage of wire, and coils per inch 
when free. 

Taper Pins. — Give number, or length and diameter at large end. 

Tapered Pieces. — Give size at small end, and taper per foot. 

Tubing. — Give outside diameter and thickness. 

Washers. — If standard, give diameter of bolt or screw only. 

Wire. — Give diameter by gage number or in thousandths of an inch. 

Wire Cloth. — Give nimiber of meshes per lineal inch, and gage of wire. 

Wood Screws. — Give length, diameter by number, and kind of head. 

Special. — Manufactured articles or fittings, give manufacturer's name and 
catalogue number. 
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Acme threads, 141 
Adhesives, 300 
Adjustable head T-square, 8 
Air brush, 286 
Alignment, test for, 5 
Alphabet of lines, 31 
Alteneder, Theo., 4 

bottle holder, 17 
Angles, isometric, 124 
Appendix, 311 
Arc, tangent to two lines, 40 

through three points, 40 

to rectify, 41 
Architects* scale, 9 
Architectural drawing, 244 

books on, 307 

characteristics of, 244 
Architectural drawings, kinds of, 245 
Arrow heads, 168 
Assembly drawings, 161 
A. S. M. E. symbols, 318 
Auxiliary views, 81 
Axes, clinographic, 132, 133 

isometric, 120 

oblique, 128 

reversed, 125 
Axonometric projection, 132 

sketching, 225 



B 



Blue printing, 280 to 283 
Blue prints, changes on, 282 

from t3rpewriting, 282 

potashing, 281 

to mount, 305 
Bolts, 140 

dimensioning, 151, 152 

S. A. E. Std., 149 

to draw, 146, 147, 148 

U. 8. Std., 146 
Bolts and nuts, dimensions of, 312 
Books, 307 
Bottle holder, 17 
Bow instruments, 26 
Braddock triangle, 55 
Briggs standard threads, 155 
Brilliant line, 292 
Bristol board, 12, 294 
Broken section, 177 
Brown & Sharpe tapers, 311 
Brown prints, 282 
Building construction, 256 
Buttress thread, 141 



Batter, 311 
Beam compasses, 14 
Beam detail, 236 
Bench press, 209 to 211 
Ben Day fihn, 286 
Bibliography, 307 
Bill of material, 173 
Blue-line prints, 282 
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Cabinet drawing, 131 
Cameragraph, 283 
Cams, 189 to 191 

problems, 206 
Cap screws, 150 

dimensions of, 313 
Castle nuts, 312 
Cautions, 37 
Cavalier projection, 127 
Celluloid, for copying, 302 
Center grinder, 213, 218 
Checking, 176 

studies, 209 
Circle arc, tangent to two lines, 40 

through three points, 40 
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Circle, involute of, 48 

isometric, 124 

oblique, 131 

to draw, 25, 36 
tangent to, 41 

to shade, 289 
City plats, 266 

Clinographic projection, 132, 133 
Cloth mounting, 300 
Color symbols, 317 
Column details, 257 
Commercial practice, 191, 298 

sizes, 319 
Compasses, beam, 14 

manipulation of, 25, 26 

needle point adjustment, 25 

use of, 24, 25 
Concrete, reinforced, 241 
Cone, development of, 98, 103 

to develop oblique, 104 

to shade, 293 
Conic sections, 41, 42 
Conical helix, 142, 154 
Conjugate axes, 45 
Connecting rod, 212, 215 

end, intersection of, 
112 
Contour pen, 13 
Contours, 268 
Conventional sections, 179 to 183 

symbols {see Symbols). 
Copying drawings, 302 to 304 
Cornice details, 256 
Cotters, 154 
Cross hatching, 85, 185, 278 

conventional, 318 

instruments for, 15, 305 

on patent drawings, 295 
Cross section paper, sketches on, 224 
Cross sections, 177 
Crystallography, 133 
Cube, isometric, 120 
Culture, 271 
Curve, diagram, 12 

ogee, 40 

to ink with circle arcs, 46 

use of, 32, 33 
Curve pen, 13 
Curves, 11, 12 



Cycloidal curves, 47 
Cylinder, development of, 99, 100, 
101 
to shade, 292 



D 



Dam, masonry, 243 
Dashpot, 212, 216 
Decimal equivalents, 315 
Descriptive geometry, 74, 97 

books on, 307 
Design drawing, 161 
Detail drawings, 162 
structural, 236 

sketch, 225 
Details, architectural, 248, 252 

colunm, 257 

cornice, 256 

foundation, 256 
Developed views, 182, 184 
Development, by trianguatlion, 103 

of cone, 103 

of cylinder, 99, 100 

of elbow, 100 

of hexagonal prism, 99 
pyramid, 102 

of oblique cone, 104 

of octagonal dome, 101 

of rectangular pyramid, 102 

of right cone, 103 

of sphere, 106 

of surfaces, 97 

of transition piece, 106 

of truncated cone, 103 
Dimensioning, 166 

architectural, 252 

bolts and screws, 151 

on pictorial drawings, 226, 227 

on sketches, 223 

rules for, 168 

structural drawings, 237, 238 

studies, 199 to 201 
Dimensions, of bolts and nuts, 312 

cap screws, 313 

machine screws, 313 

pipe fittings, 314 

standard pipe, 314 
Dimetric projection, 132 
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Display drawings, 246 

maps, 265 
Dividers, hairspring, 6 

patterns of, 5 

proportional, 14, 304 

use of, 22 
Door symbols, 248 
Dotted lines, 31, 79 

sections, 179 
Dotting pen, 16 
Double curved surfaces, 97 

to shade, 283 
Drafting machine, 16 
Drawing, architectural, 244 

cabinet, 131 

for reproduction, 278, 283 

isometric, 120 

map, 261 

oblique, 128 

structural, 233 

topographical, 261, 267 
Drawing board, 8 

glass, 302 

steel edge for, 305 
Drawing ink, 11 
Drawing paper, 12 
Drawing pencils, 10 
Drawings, cam, 190 

display, 246 

gear, 187 to 189 

masonry pier, 242 

patent office, 294 to 297 

phantom, 286 

pipe, 156, 157 

steel structure, 235, 236 

to copy, 302 to 304 

to preserve, 304 

wooden structure, 239, 240 

working, 160 
Drilled flanges, 181, 182 
Drop pen, 14 
Duplication, 278 



E 



Elbow, development of, 100 
Electrical symbols, 316, 317 
Elevations, architectural, 252 
to draw, 258 



Ellipse, 42 to 46 

approximate four centers, 45 
eight centers, 45 ' 

concentric circle method, 43 

conjugate axes, 45 

definition of, 42 

parallelogram method, 44 

pin and string method, 44 

trammel method, 43 
Ellipsograph, 44 
Engineers' scale, 9 
English T-square, 7 
Epicycloid, 47, 48 
Equivalents, decimal, 315 

metric, 315 
Erasing, 278 

shields, 17 
Etchings, zinc, 284 
Eureka process, 283 
Exercises, lettering, 70 to 72 

reading, 138, 139 

sketching, 80, 232 



Farm survey, 263 
Fastenings, 140 
Faulty lines, 30, 31 
Piling, 305 
Finish mark, 171 
First angle projection, 78, 244 
Fits, limits, and, 171 
Fittings, pipe, 155, 156 
Five-centered arch, 46 
Pixatif , 304 

Flanges, driUed, 181, 182 
Flexible curves, 12 
Floating, 300 
Floor plans, 247 to 251 
Follows, Geo. H., 176 
Forms of thread, 140 
Formula for blue print paper, 280 
Formulas, gear, 187 
Foundation details, 256 
Fractions, 59, 168 
Freehand drawing, 2, 220 
French curve, 11 
sanding, 306 
Frott^, 247 
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G 



Gears, 186 to 189 

problems, 206 
Gears and gearing, books on, 307 
General drawings, 161 

structural, 234 
Geometry, applied, 38 

books on, 307 

descriptive, 74, 97 
Glass drawing board, 302 
Gore method of development, 107 
Graphic statics, book on, 308 

H 

Hachures, 268 
Half sections, 179 

isometric, 127 
Half-tone process, 286 
Hand books, 308 
Headless set screw, 150 
Helical springs, 154 
HeUx, 141, 142 

to draw, 142 
Hexagon, to construct, 39 
Hill shading, 270 
Hot mounting, 301 
Hyperbola, 42, 47 
Hypocycloid, 47, 48 



Ink, colored, 278 

drawing, 11 

for printing on cloto, 279 

frozen, 37 

red, 168, 237, 305 

stick, 11 

to remove, 278 
Inking, 28, 29 

on tracing cloth, 278 

order of, 166 

shaded drawings, 289 

structural drawings, 237 
Ink lines, to remove, 278 
Instruments, care of, 37 

exercises for, 34 to 36 

selection of, 3 

use of, 18 



Intersections, of connecting rod end, 
112 

cylinder and cone, 112 

cylinders, 109 

prism and cone, 110 
and sphere, 110 

prisms, 108 

surfaces, 107 
Involute, of a pentagon, 48 

of a circle, 48 
Irregular curves, 11 

sanding, 306 
Isometric drawing, 120 

to shade, 290 
Isometric sketching, 225 



Janney process, 283 
Jamo taper, 311 
Jig, drawing study, 213, 219 
Joints, riveted, 153 

K 

Kelsey triangle, 17 
Ketchum, M. S., 233 
Keys, 153, 154 
Knuckle thread, 141 
Knurling, to represent, 294 



Laying out the sheet, 21 
Left-handed person, 20 
Lettering, 52 to 72 

architectural, 258 

books on, 309 

composition in, 63 

exercises, 70, 72 

map, 275 

materials for, 55 

on structural drawing, 239 

pens, 54 

position of pen for, 56 

single stroke, 53, 54 

spacing Unes for, 55 
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Letters, analysis of, 57 to 60 

architects', 68 

bold face, light face, 53 

commercial gothic, 65, 66 

compressed, 53 

extended, 53 

general proportions, 53 

inclined Roman, 69, 70 

modem Roman, 66, 68, 69 
extended and compressed, 69 

old Roman, 67, 68 

Reinhardt, 62 

Roman, 65, 66 

rules for shading Roman, 66 

single stroke, 56 
capitals, 56 
compressed, 63 
inclined caps, 60, 61 
lower case, 62 

spacing of, 63, 64 

stump, 70 

vertical lower case, 60 
Limits and fits, 171 
Line, to bisect, 22 

to divide geometrically, 38 
Line-o-graph, 17 
Line shading, 288, 291 

rule for, 292 

theory of, 291 
Lines, alphabet of, 32 

contour, 268 

conventional forms of, 31 

faulty, 30, 31 

shade, 288 

to divide by trial, 22 

to draw parallel, 24 
perpendicular, 24 

true length of, 84 

uses of, 32 
Lithography, 287 
Locknuts, 149 
Logarithmic spiral curves, 12 



M 



Machine drawing, 160 
books on, 309 

Machine screws, 150 
dimensions of, 313 



Map drawing, 261 
Mapping pens, 270 
Maps, classification of, 261 

contour, 269 

quadrangle, 274 

railroad property, 262 

real estate, 265 

reproduction of, 287 

sewer, 266 

shade line, 266 

symbols used, 268 to 274 

topographical, 267 
Masonry section, 241 

structures, 240 

symbols for, 241 
Material list, 173 
Materials, commercial sizes of, 319 

sketching, 221 

symbols for, 247, 318 
Measuring, 223 
Mechanical drawing, 2 
Mechanism, books on, 309 
Metric equivalents, 315 

system, 172 
Milling machine vise, 212, 217 
Morse tapers, 311 
Mosaic, 246 
Mounting paper on cloth, 300 

N 

Negatives, 282 

Non-developable surfaces, 103 
Non-isometric lines, 121, 122 
Note book sketch, 220 
Notes and specifications, 173 

O 

Oblique projection, 127 

sketching, 226 
Octagon, to construct, 40 
Octagonal dome, development of, 

101 
Offset construction, 123, 130 
Ogee curve, 40 
Oil and gas symbols, 272 

stones, 298 
Old Roman letters, 65 
Order of inking, 166 

shaded drawings, 289 
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Order of penciling, 164 
Orthographic projection, 73 
definition of, 74 
principles of, 77, 78, 79 
violations of theory, 179 
Osbom symbols, 238 



Pantograph, 303 

suspended, 304 
Paper, 12 

blue print, 280 

Bristol board, 12, 294 

cross section, 224 

detail, 13 

drawing, 12 

for patent drawings, 294 

profile, 275, 277 

stretching, 299 

to mount, 300 

Van Dyke, 282 

Weston's ledger, 55 

Whatman's, 12, 246 
Parabola, 42, 46, 47 
Paste, 301 
Patent office drawings, 294 to 297 

size of, 295 
Patterns, 97, 113 
Payzant pen, 54 
Pen, dotting, 16 

to sharpen, 298 

to test, 299 

use of ruUng, 28, 29 
Pencil, eraser, 12 

for sketching, 221 

position for sketching, 222 

sharpening, 19 
Penciling, order of, 164 
Pencils, 10 
Pens, border, 13 

cautions, 37 

contour, 13 

curve, 13 

dotting, 16 

double, 13 

drop, 14 

lettering, 54 

mapping, 270 



Pens, Payzant, 54 

railroad, 13 

rivet, 14 

ruling, 6 
Perspective, 73, 74 

angular, 229 

books on, 309 

construction, 227 

parallel, 228 

sketch, to make, 231 

sketching, 227 
Phantom drawings, 286 
Photographs, reproduction of, 286 
Photostat, 283 
Pictorial drawing, 119 

triangles for, 306 
Pictorial sketching, 225 
Pipe, dimensions of, 314 

standard, 155 

threads, 155 
Pipe drawings, 156, 157 
Pipe fittings, 155, 156 

dimensions of, 314 
Piping, book on, 309 
Pitch, of gears, 187 
Pivot joint, 4, 5 
Plans, architectural, 247 to 251 

to draw, 258 
Plat of a survey, 262 
Plats, city, 266 

contents of, 262 

of subdivisions, 263 
Poch6, 246 

Polygon, to transfer, 39 
Preparation for drawing, 19 
Preserving drawings, 304 
Pricking, 302 
Prints, black line, 282 

blue, 280 

blue-line, 282 

brown, 282 

negative, 282 
Prism, to develop, 99 

to shade, 291 
Prisms, intersection of, 108 
Problems, architectural, 259, 260 

bolts, 158 

cams and gears, 206 

curve, 50 
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Problems, for orthographic sketch- 
ing, 80 

geometrical, 49 

helices, 158 

intersection and development, 
112 to 118 
yC isometric, 134 

lettering, 70, 72 

oblique, 135 

orthographic projection, 86 to 
96 

pipe, 158, 159 

screw threads, 158 

sketching, 232 

use of instruments, 34, 36 

working drawing, 191 to 219 
Profile paper, 275 
Profiles, 275 
Projection, auxiliary, 81 

axonometric, 132 

clinographic, 132, 133 

dimetric, 132 

first angle, 78, 244 
. isometric, 120 

oblique, 127 

orthographic, 73 

trimetric, 132 
Proportional dividers, 14, 304 

methods, 303 
Protractor, 15 

Pump, water end of, 212 to 214 
Pyramid, to develop, 101 

Q 

Quadrangle maps, 274 



R 



Railroad pen, 13 

property map, 262 
Reading exercises, 138, 139 
Record strip, 175 
Rectigraph, 283 
Reducing glass, 285 
Reflected views, 244 
Reinforced concrete, 241 

reference letters for, 241, 242 
Reinhardt, C. W., 62 



Relief, symbols for, 272 
Rendering, books on, 309 
Reproduction, drawings for, 278 
Reversed axes, 125 
Revolution, 82 
Revolved sections, 177 

views, 182, 184 
Rib, section through, 179 
Rivet pen, 14 
Riveted joints, 153 
Rivets, 152 

Osbom symbols, 238 

structural, 237, 238 
Rondinella triangle, 17 
Roof truss, 235, 239 

wood, 258 
Rubbing, to copy by, 302 
Ruled surfaces, 97 
Rules of practice, 294, 317 

for dimensioning, 168 

for oblique drawing, 129 
Ruling pens, use of, 28, 29 

to sharpen, 298 

S 

S. A. E. Std. bolts and nuts, 149 

dimensions of, 312 
Scale, isometric, 120 

use for dividing a line, 38, 39 
Scales, architects', 9 

civil engineers', 9 

flat, 10 

for architectural drawings, 247, 
252 

for maps, 266 

for structural drawings, 234 

list of sizes in use, 27 

mechanical engineers', 9 

profile, 276 

sections of, 10 

topographic map, 274 

use of, 26, 27 
Screw threads, 142 

conventional, 144, 145 

to draw, 143, 144 
Screws, cap, 150 

dimensioning, 151, 152 

machine, 150 

set, 150 
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Screws, various, 151 

wood, 161 
Section liner, 15, 305 

lining, 85, 278 
Sectional views, 85 
Sections, 177 

architectural, 252 

isometric, 127 

masonry, 241, 243 

reinforced concrete, 242 

structural drawing, 237 

studies, 202 to 204 

symmetrical, 181 

through ribs, 179 to 181 
Set screws, 150 
Sewer maps, 266 
Shade line maps, 266 

lines, 288 
Shades and shadows, books on, 309 
Shading a circle, 289 
Sharpening a pen, 298 

the pencil, 19 
Sheet metal, books on, 310 
Single curved surfaces, 97 

to shade, 293 
Single stroke letters, 53 
Sketch, dimensioning, 223 

to make, 222 
Sketching, architectural, 245 

oblique, 226 

pictorial, 134, 225 

technical, 220 
Specifications, 173 
Sphere, isometric, 125 

to develop, 106 

to shade, 291 
Spiral of Archimedes, 49 
Spring bow instruments, 7 

cotters, 154 
Springs, helical, 154 
Squares, enlargement by, 304 
Standards, books on, 310 
Stick ink, 1 1 
Stretching paper, 299 
"Stretchout" line, 99 
Structural drawing, 233 

arrangement of views, 236, 237 

books on, 310 

classification, 233 



Structural drawing, dimensions, 237, 
238 

lettering on, 239 

practice, 236 

scales for, 234 

titles, 239 
Structures, masonry, 240 

timber, 239, 258 
Studs, 149 
Style, 163 

Surf^U^e shading, 291 
Surfaces, classification of, 97 

intersection of, 107 

non-developable, 103 
Swede pen, 6 
Swivel pen, 13 
Symbols, color, 317 

conventional, 182, 185 

culture, 271 

door, 248 

electrical, 316, 317 

for building materials, 247 

for materials, 318 

for rivets, 238 

masonry, 241 

oil and gas, 272 

relief, 272 

topographic, 271 

U. S. Government, 318 

vegetation, 273 

water features, 273 

window, 248 

wiring, 316 



T-square, adjustment for, 305 

use of, 20 
T-squares, 7, 8 
Tangent, to draw, 41 
Tangents, correct and incorrect, 30 
Tapers, 311 
Technic, books on, 310 

of sketching, 221 
Test for alignment, 5 

for triangles, 9 
Theory, violations of, 179 
Threads, forms of, 140 

pipe, 155 

U. S. Std., 140 
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Thumb tacks, 10 
Timber structures, 239 
Tinting, 300 
Tipping, 300 
Titles, 64, 65 

architectural, 259 

contents of, 175, 259 

design of, 64, 65 

printed, 176, 239, 279 

structural drawing, 239 

working drawing, 175 
Topographic symbols, 271 
Topographical drawing, 261, 267 

books on, 310 
Tracing, 166 

freehand, 279 
Tracing cloth, 278 

paper, to mount, 300 
Tracings, to clean, 279 

to file, 305 
Transition pieces, 106 
Transparentizing, 282 
Trestle, 240 
Triangle, Braddock, 55 

to construct, 39 
Triangles, 8 

combination, 17 

double, 306 

test for accuracy, 9 

use of, 23, 24 
Triangular scales, 9 
Triangulation, 103 
Trimetric projection, 132 
True length of line, 84 



U 



Van Dyke paper, 282 
Vanishing points, 227 
Vegetation, 273 
Views, developed, 182, 184 

reflected, 244 

revolved, 182, 184 

sectional, 85 
Violation of theory, 179 

problems involving, 205 

shade lines, 289 

W 

Walls, thickness of, 258 
Warped surfaces, 97 
Water colors, 300 

features, 273 
Water-lining, 270 
Wax process, 286 
Whatman paper, 12, 246 
Whitworth thread, 141 
Window sections and symbols, 248 
Wiring symbols, 316 
Wood screws, 151 
Wooden building, 256 
Working drawings, 160 

architectural, 247 

classes of, 161 

problems, 191 to 219 

structural, 234 

to make, 164 
Worm thread, 141 



Universal drafting machine, 16 
U. S. Geological Survey, 274 
U. S. Std. bolts and nuts, 146 
dimensions of, 312 



Zange triangle, 17 

Zinc etching, 284 

Zone method of development, 107 



